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National foreword

This British Standard is the UK implementation of EN ISO 23279:2010.
It supersedes BS EN 1713:1998 which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee WEE/46, Non-destructive testing.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions
of a contract. Users are responsible for its correct application.

Compliance with a British Standard cannot confer immunity
from legal obligations.

This British Standard Amendments/corrigenda issued since publication
was published under the

authority of the Standards
Policy and Strategy Date Comments
Committee on 31 March
2010

© BSI 2010

ISBN 978 0 580 57190 9

Documents

Document Sharing Hub

Full document details: BS EN ISO 23279:2010


http://dx.doi.org/10.3403/2692616
http://www.avadocuments.com/doc/bs-en-iso-23279-2010
http://www.avadocuments.com/doc/bs-en-iso-23279-2010

EUROPEAN STANDARD EN ISO 23279
NORME EUROPEENNE

EUROPAISCHE NORM March 2010
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English Version

Non-destructive testing of welds - Ultrasonic testing -
Characterization of indications in welds (ISO 23279:2010)

Contréle non destructif des assemblages soudés - Controle Zerstorungsfreie Prifung von Schweillverbindungen -
par ultrasons - Caractérisation des indications dans les Ultraschallprifung - Charakterisierung von Anzeigen in
assemblages soudés (ISO 23279:2010) Schweilnahten (ISO 23279:2010)

This European Standard was approved by CEN on 13 February 2010.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the CEN Management Centre or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the CEN Management Centre has the same status as the
official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland,
Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland and United Kingdom.
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Foreword

This document (EN ISO 23279:2010) has been prepared by Technical Committee CEN/TC 121 “Welding”, the
secretariat of which is held by DIN, in collaboration with Technical Committee ISO/TC 44 "Welding and allied
processes".

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by September 2010, and conflicting national standards shall be
withdrawn at the latest by September 2010.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 1713:1998.

This document has been prepared under a mandate given to CEN by the European Commission and the
European Free Trade Association, and supports essential requirements of EU Directive(s).

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, ltaly, Latvia,
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain,
Sweden, Switzerland and the United Kingdom.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

was prepared by the European Committee for Standardization (CEN) Technical Committee
TC 121, Welding, in collaboration with ISO Technical Committee TC 44, Welding and allied processes,
Subcommittee SC 5, Testing and inspection of welds, in accordance with the Agreement on technical
cooperation between ISO and CEN (Vienna Agreement).

This second edition cancels and replaces the first edition (ISO 23279:2007), which has been technically
revised.

Requests for official interpretations of any aspect of this International Standard should be directed to the
Secretariat of ISO/TC 44/SC 5 via your national standards body. A complete listing of these bodies can be

found at www.iso.org.
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INTERNATIONAL STANDARD ISO 23279:2010(E)

Non-destructive testing of welds — Ultrasonic testing —
Characterization of indications in welds

1 Scope

This International Standard specifies how to characterize embedded indications by classifying them as planar
or non-planar.

This procedure is also suitable for indications that break the surface after removal of the weld reinforcement.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

SO 17640, Non-destructive testing of welds — Ultrasonic testing— Techniques, testing levels, and
assessment

3 Principle

Classification of indications as planar or non-planar is based on several parameters:
a) welding techniques;

b) geometrical position of the indication;

c) maximum echo amplitude;

d) directional reflectivity;

e) echostatic pattern (i.e. A-scan);

f) echodynamic pattern.

The process of classification involves examining each of the parameters against all the others in order to
arrive at an accurate conclusion.

For guidance, Figure A.1 gives the classification of internal weld indications suitable for general applications.
Figure A.1 should be applied in conjunction with the two first parameters listed above and not taken in
isolation.

The classification procedure specified in this International Standard is also suitable for indications that are
surface breaking after removal of the weld reinforcement (see Figure 1).

Documents

Document Sharing Hub
© 1SO 2010 — All rights reserved 1

Full document details: BS EN ISO 23279:2010


http://dx.doi.org/10.3403/30135965U
http://www.avadocuments.com/doc/bs-en-iso-23279-2010
http://www.avadocuments.com/doc/bs-en-iso-23279-2010

