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National foreword

This revised Part of BS 5411 has been prepared under the direction of the Surface 
Coatings (other than Paints) Standards Committee. It is identical with the 1982 
edition of ISO 2361 “Electrodeposited nickel coatings on magnetic and 
non-magnetic substrates — Measurement of coating thickness — Magnetic 
method”, which was prepared with the active participation and approval of the 
United Kingdom, by Subcommittee 2, Methods of inspection and co-ordination of 
test methods, of Technical Committee 107, Metallic and other non-organic 
coatings, of the International Organization for Standardization (ISO). This Part 
of BS 5411 supersedes BS 5411-9:1977 which is now withdrawn.
In 1994 the European Committee for Standardization (CEN) accepted 
ISO 2361:1982 as European Standard EN ISO 2361:1994. As a consequence of 
implementing the European Standard this British Standard is renumbered as 
BS EN ISO 2361:1995 and any reference to BS 5411-9 should read as a reference 
to BS EN ISO 2361:1995.
This edition of BS 5411-9 differs from the previous edition in the following 
principal respects.

a) Advice on the positioning of the instrument probe has been expanded.
b) The relaxation, under certain conditions, of the accuracy requirements of the 
method is no longer permitted.
c) The warning that strong magnetic fields can seriously interfere with the 
operation of instruments is now confined to those instruments which employ a 
stationary magnetic field.

Terminology and conventions. The text of the International Standard has 
been approved as suitable for publication as a British Standard without 
deviation. Some terminology and certain conventions are not identical with those 
used in British Standards; attention is drawn especially to the following.
The comma has been used as a decimal marker. In British Standards it is current 
practice to use a full point on the baseline as the decimal marker.
Where the words “International Standard” appear, referring to this standard, 
they should be read as “Part of this British Standard”.

The Technical Committee has reviewed the provisions of ISO 2177 to which 
reference is made in 5.2.1 and has decided that it is acceptable for use in 
conjunction with this standard. A British Standard related to ISO 2177 is 
BS 5411 “Methods of test for metallic and related coatings” Part 4 “Coulometric 
method for the measurement of coating thickness”.

Cross-references

International Standard Corresponding British Standard

BS 5411 Methods of test for metallic and related 
coatings

ISO 1463:1982 Part 5:1984 Measurement of local thickness of metal 
and oxide coatings by the microscopical examination 
of cross-sections
(Identical)

ISO 2064:1980 Part 1:1980 Definitions and conventions concerning 
the measurement of thickness
(Identical)
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A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, pages i to iv, 
the EN ISO title page, pages 2 to 6, an inside back cover and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on the 
inside front cover.
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