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BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN ISO 23779:2025. It
is identical to ISO 23779:2024. It supersedes BS EN 1248:2001+A1:20009,
which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee MCE/3/10, Foundry machinery - Safety.

Alist of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

This publication has been prepared under a mandate given to the
European Standards Organizations by the European Commission and the
European Free Trade Association. It is intended to support requirements
of the EU legislation detailed in the European Foreword. A European
Annex, usually Annex ZA or ZZ, describes how this publication relates to
that EU legislation.

For the Great Britain market (England, Scotland and Wales), if UK
Government has designated this publication for conformity with UKCA
marking (or similar) legislation, it may contain an additional National
Annex. Where such a National Annex exists, it shows the correlation
between this publication and the relevant UK legislation. If there is no
National Annex of this kind, the relevant Annex ZA or ZZ in the body
of the European text will indicate the relationship to UK regulation
applicable in Great Britain. References to EU legislation may need to be
read in accordance with the UK designation and the applicable UK law.
Further information on designated standards can be found at www.
bsigroup.com/standardsandregulation.

For the Northern Ireland market, UK law will continue to implement
relevant EU law subject to periodic confirmation. Therefore

Annex ZA/ZZ in the European text, and references to EU legislation, are
still valid for this market.

UK Government is responsible for legislation. For information on
legislation and policies relating to that legislation, consult the relevant

pages of www.gov.uk.
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BRITISH STANDARD

ICS 13.110; 25.120.30; 77.180

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 28 February 2025.

Amendments/corrigenda issued since publication

Date Text affected
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EUROPEAN STANDARD EN ISO 23779
NORME EUROPEENNE
EUROPAISCHE NORM February 2025

ICS 77.180; 13.110 Supersedes EN 1248:2001+A1:2009

English Version

Shot blasting machinery - Safety and environmental
requirements (ISO 23779:2024)

Equipements de grenaillage - Exigences de sécurité et Strahlanlagen - Sicherheits- und Umweltanforderungen
d'environnement (ISO 23779:2024) (IS0 23779:2024)

This European Standard was approved by CEN on 3 October 2024.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this
European Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references
concerning such national standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN
member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by
translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management
Centre has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway,
Poland, Portugal, Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Ttirkiye and
United Kingdom.

. — |

EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

CEN-CENELEC Management Centre: Rue de la Science 23, B-1040 Brussels

© 2025 CEN  All rights of exploitation in any form and by any means reserved Ref. No. EN ISO 23779:2025 E
worldwide for CEN national Members.

Documents

Document Sharing Hub

Full document details: BS EN ISO 23779:2025


http://www.avadocuments.com/doc/bs-en-iso-23779-2025
http://www.avadocuments.com/doc/bs-en-iso-23779-2025

EN ISO 23779:2025 (E)

European foreword

This document (EN ISO 23779:2025) has been prepared by Technical Committee ISO/TC 306 "Foundry
machinery” in collaboration with Technical Committee CEN/TC 202 “Foundry machinery” the
secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by August 2025, and conflicting national standards shall
be withdrawn at the latest by August 2025.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 1248:2001+A1:2009.

This document has been prepared under a standardization request addressed to CEN by the European
Commission. The Standing Committee of the EFTA States subsequently approves these requests for its
Member States.

For the relationship with EU Legislation, see informative Annex ZA, which is an integral part of this
document.

Any feedback and questions on this document should be directed to the users’ national standards
body/national committee. A complete listing of these bodies can be found on the CEN website.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland,
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of
North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and the
United Kingdom.

Endorsement notice

The text of ISO 23779:2024 has been approved by CEN as EN IS0 23779:2025 without any modification.
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EN ISO 23779:2025 (E)

Annex ZA
(informative)

Relationship between this European Standard and the essential
requirements of EU Directive 2006/42 /EC aimed to be covered

This European Standard has been prepared under a Commission’s standardization request ,M/396
Mandate to CEN and CENELEC for Standardisation in the field of machinery” to provide one voluntary
means of conforming to essential requirements of Directive 2006/42/EC of the European Parliament
and of the Council of 17 May 2006 on machinery, and amending Directive 95/16/EC (recast).

Once this standard is cited in the Official Journal of the European Union under that Directive,
compliance with the normative clauses of this standard given in Table ZA.1 confers, within the limits of
the scope of this standard, a presumption of conformity with the corresponding essential requirements

of that Directive and associated EFTA regulations.

Table ZA.1 — Correspondence between this European Standard and Annex I of Directive
2006/42/EC

The relevant Essential Requirement of Directive

Clause(s)/ subclause(s)
of this EN

Remarks/Notes

1.1.2 (a) 5,8
1.1.2 (c) 5,8
1.1.2 (d) 5,8
1.1.2 (e) 5,8

1.1.3 Materials and products

5.7,5.8,5.11,5.15

1.1.7 Operating positions

not covered

1.2.1 Safety and reliability of control systems 5.5,5.6

1.2.3 Starting 5.5,5.8

1.2.4.3 Emergency Stop 5.4,5.8

1.2.4.4 Assembly of machinery 5.5,5.16

1.2.5 Selection of control or operating modes 5.5,5.8

1.2.6 Failure of the power supply 5.5,5.10

1.3.3 Risks due to falling or ejected objects 5.6,5.7,5.8,5.9
1.3.4 Risks due to surfaces, edges or angles not covered
1.3.7 Risks related to moving parts 5.8,5.9,5.11
1.3.8.1 Moving transmission parts 5.6

1.3.8.2 Moving parts involved in the process 5.8,5.9,5.11
1.3.9 Risks of uncontrolled movements 5.7,5.10
1.4.2.1 Fixed guards 5.2,5.8,5.9
1.4.2.2 Interlocking movable guards 5.2,5.8,5.9
1.5.1 Electricity supply 5.3

Full document details: BS EN ISO 23779:2025
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EN ISO 23779:2025 (E)

The relevant Essential Requirement of Directive

Clause(s)/ subclause(s)
of this EN

Remarks/Notes

1.5.2 Static electricity 5.13

1.5.3 Energy supply other than electricity 5.7

1.5.6 Fire 5.15

1.5.7 Explosion 5.15

1.5.8 Noise 5.14, Annex B
1.5.13 Emissions of hazardous materials and substances Not covered
1.5.14 Risk of being trapped in a machine 5.8

1.5.15 Risk of slipping, tripping or falling 5.8

1.6.1 Machinery maintenance 5.8

1.6.2 Access to operating positions and servicing points 5.8

1.7.1 Information and warnings on the machinery 5.8

1.7.1.1 Information and information devices 5.1

1.7.1.2 Warning devices 5.1,5.8

1.7.2 Warning of residual risks 5.8,5.11,5.12,5.15
1.7.3 Marking of machinery 8.3

1.7.4 Instructions 8.1

1.7.4.1 General principles for the drafting of instructions 8.1

1.7.4.2 Contents of the instructions

5.6,5.7,5.8,5.11,5.12,5.13,
5.15, 8.1, 8.2.1, 8.2.2,8.2.3,
Annex B

1.7.4.3 Sales literature

not covered

WARNING 1

Presumption of conformity stays valid only as long as a reference to this European

Standard is maintained in the list published in the Official Journal of the European Union. Users of this
standard should consult frequently the latest list published in the Official Journal of the European

Union.

WARNING 2
this standard.

Full document details: BS EN ISO 23779:2025

Other Union legislation may be applicable to the product(s) falling within the scope of

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/bs-en-iso-23779-2025
http://www.avadocuments.com/doc/bs-en-iso-23779-2025

ISO 23779:2024(en)

Contents Page
FOTE@WOTM..........o e iv
IIUETO@UICTION . ...t A%
1 SCOPI@ ...ttt 1
2 Normative references
3 Terms and definitions
4 Significant hazards, environmental impact and energy usSage................cereeieeee 4
4.1 [0T<) 1<) - OSSO
4.2 Significant hazards
4.3 Environmental impact and ENeTrZY USAZE ... s 5
5 Safety requirements, protective measures, risk reduction measures

5.1 GBIET AL

5.2 Guards and doors.....

5.3 Electrical equipment..

5.4 D0 00125 0] 010 ] o) o SO
5.5 COMEIOL SYSTOIMIS ..o
5.6 Wheel blaster-....

5.7 Air blaster............

5.8 Blasting chamber
59 Shot blasting media transport and recovery system.

5.10 Power and driving devices............iiiiccen
5.11 Loading and unloading Systems fOr WOTKPIECES ...
LT 2 V(ST N o =) EER=Te o P21 U 6 Lo
5.13 Static electricity
Lo S [0 3 £ = OO
5.14.1 Measures for reducing noise at source at the design Stage ..., 14
5.14.2 Noise emission measurement and declaration
LN B T U1 0 13 7= ) (o <1 J
5.16 Integration with external equipment
6 Energy-efficiency and reduction of environmental impact.............. 18
6.1 (O] 0 T=) o= U TSSOSO
6.2 Acquisition ..
6.3 Production......
6.4 US€ oo,
6.4.1 Input....
6.4.2 Output...
6.5 26T N0 B U5 Lo
7 Verification of the safety requirements and/Or MEASUTES ... 19
8 RN o) o T U o) 0 ) ) K oS
8.1 GeNeral. ..o
8.2 Instruction handbooK........s
8.2.1 Information related to installation.....
8.2.2 Information related t0 OPEIratioN. ...
8.2.3 Information related t0 MaiNtENANICE ... 20
8.3 IMATRATIG 21
Annex A (informative) Figures of shot blasting machinery ..., 22
Annex B (Normative) NOISE TESE COME ..............oooiiiii et 25
Annex C (informative) Interfaces of shot blasting machinery to ancillary machinery.................... 30
BIDLIOGIAPIY ... 31
Documents
© IS0 2024 - All rights reserved Document Sharing Hub

iii
Full document details: BS EN ISO 23779:2025


http://www.avadocuments.com/doc/bs-en-iso-23779-2025
http://www.avadocuments.com/doc/bs-en-iso-23779-2025

ISO 23779:2024(en)

Foreword

[SO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through
ISO technical committees. Each member body interested in a subject for which a technical committee
has been established has the right to be represented on that committee. International organizations,
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely
with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described
in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the different types
of ISO document should be noted. This document was drafted in accordance with the editorial rules of the
[SO/IEC Directives, Part 2 (see www.iso.org/directives).

[SO draws attention to the possibility that the implementation of this document may involve the use of (a)
patent(s). ISO takes no position concerning the evidence, validity or applicability of any claimed patent
rights in respect thereof. As of the date of publication of this document, ISO had not received notice of (a)
patent(s) which may be required to implement this document. However, implementers are cautioned that
this may not represent the latest information, which may be obtained from the patent database available at
www.iso.org/patents. ISO shall not be held responsible for identifying any or all such patent rights.

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and expressions
related to conformity assessment, as well as information about ISO's adherence to the World Trade
Organization (WTO) principlesin the Technical Barriers to Trade (TBT), see www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 306, Foundry machinery, in collaboration with
the European Committee for Standardization (CEN) Technical Committee CEN/TC 202, Foundry machinery,
in accordance with the Agreement on technical cooperation between ISO and CEN (Vienna Agreement).

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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ISO 23779:2024(en)

Introduction

This documentis a type C standard as stated in ISO 12100:2010 and also deals with aspects of environmental
impact and energy efficiency.

The design, the construction and the actual operation of shot blasting machinery affects aspects of safety,
energy usage and environmental impact. It is essential to minimize energy usage and environmental impact
while achieving the safety requirements given in this document.

The machinery concerned and the extent to which hazards, hazardous situations and hazardous events are
covered are indicated in the scope of this document. When provisions of this type C standard are different
from those which are stated in type A or B standards, the provisions of this type C standard take precedence
over the provisions of the other standards, for machines that have been designed and built according to the
provisions of this type C standard.

Where for clarity an example of a preventative measure is given in the text, this should not be considered as
the only possible solution. Other solutions can be used as far as they fulfil correctly the criteria expressed in
the requirement.

This document assumes that the shot blasting machinery is operated and maintained by trained personnel.
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International Standard IS0 23779:2024(en)

Shot blasting machinery — Safety and environmental
requirements

1 Scope

This document specifies safety and environmental requirements for shot blasting machinery.
Shot blasting machinery includes:

— wheel blasting machinery;

— air blasting machinery for dry and wet blasting;

— combined wheel and air blasting machinery.

NOTE Annex A illustrates examples of shot blasting machinery.

This document is applicable to:

— all significant hazards, hazardous situations and hazardous events relevant to shot blasting machinery,
when used as intended and under the conditions foreseen by the manufacturer, including reasonably
foreseeable misuse;

— measures for minimization of environmental impact and energy usage of shot blasting machinery.

Interfaces between shot blasting machinery and other equipment used in shot blasting but not in the scope
of this document are:

— mechanical and electrical interface to external workpiece transport system;

— connector to electrical energy supply;

— connector to fresh air supply ducting;

— connector to exhaust air ducting;

— connector to pressurized air supply;

— connector to water supply;

— connector to waste water system;

— interface for safe exchange of control signals;

— connector for fresh air supply for respiratory protection device (in blast rooms).

NOTE Annex C gives an illustration of interfaces between shot blasting machinery and other equipment used in
shot blasting but not in the scope of this document.

The specific significant risks related to mobile and movable shot blasting machinery (e.g. shot blasting
machines designed for operation at changing locations) are not dealt with in this document.

This document does not apply to:
— high pressure water jet machinery;

— dry-ice blasting machinery.
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ISO 23779:2024(en)

This document does not apply to shot blasting machines manufactured before the date of its publication as
an ISO standard.

NOTE The requirements specified in this document can serve as a guideline for a risk assessment of shot blasting
machines manufactured before the date of its publication as an ISO standard.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content constitutes
requirements of this document. For dated references, only the edition cited applies. For undated references,
the latest edition of the referenced document (including any amendments) applies.

[SO 3743-1:2010, Acoustics — Determination of sound power levels and sound energy levels of noise sources using
sound pressure — Engineering methods for small movable sources in reverberant fields — Part 1: Comparison
method for a hard-walled test room

ISO 3744:2010, Acoustics — Determination of sound power levels and sound energy levels of noise sources using
sound pressure — Engineering methods for an essentially free field over a reflecting plane

[SO 3746:2010, Acoustics — Determination of sound power levels and sound energy levels of noise sources using
sound pressure — Survey method using an enveloping measurement surface over a reflecting plane

ISO 3864-1:2011, Graphical symbols — Safety colours and safety signs — Part 1: Design principles for safety
signs and safety markings

[SO 4413:2010, Hydraulic fluid power — General rules and safety requirements for systems and their components

ISO 4414:2010, Pneumatic fluid power — General rules and safety requirements for systems and their
components

1SO 4871:1996, Acoustics — Declaration and verification of noise emission values of machinery and equipment
[SO 7000:2019, Graphical symbols for use on equipment — Registered symbols
[SO 7731:2003, Ergonomics — Danger signals for public and work areas — Auditory danger signals

[SO 10218-2:2011, Robots and robotic devices — Safety requirements for industrial robots — Part 2: Robot
systems and integration

[SO 11201:2010, Acoustics — Noise emitted by machinery and equipment — Determination of emission sound
pressure levels at a work station and at other specified positions in an essentially free field over a reflecting
plane with negligible environmental corrections

ISO 11202:2010, Acoustics — Noise emitted by machinery and equipment — Determination of emission
sound pressure levels at a work station and at other specified positions applying approximate environmental
corrections

[SO 11204:2010, Acoustics — Noise emitted by machinery and equipment — Determination of emission sound
pressure levels at a work station and at other specified positions applying accurate environmental corrections

[SO 12100:2010, Safety of machinery — General principles for design — Risk assessment and risk reduction

[SO 13849-1:2023, Safety of machinery — Safety-related parts of control systems — Part 1: General principles
for design

ISO 13850:2015, Safety of machinery — Emergency stop function — Principles for design

[SO 13857:2019, Safety of machinery — Safety distances to prevent hazard zones being reached by upper and
lower limbs

ISO 14119:2013, Safety of machinery — Interlocking devices associated with guards — Principles for design and
selection
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