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National foreword

This British Standard is the UK implementation of EN ISO 23856:2021.
[t is identical to ISO 23856:2021. It supersedes BS EN 14364:2013,

BS EN 1796:2013, BS IS0 10639:2017 and BS ISO 10467:2018, which
are withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee PRI/88/2, Plastics piping for pressure applications.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

© The British Standards Institution 2021
Published by BSI Standards Limited 2021

ISBN 978 0 539 04008 1
ICS 23.040.20; 91.140.80; 93.030

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 July 2021.

Amendments/corrigenda issued since publication
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European foreword

This document (EN ISO 23856:2021) has been prepared by Technical Committee ISO/TC 138 "Plastics
pipes, fittings and valves for the transport of fluids" in collaboration with Technical Committee CEN/TC
155 “Plastics piping systems and ducting systems” the secretariat of which is held by NEN.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by December 2021, and conflicting national standards
shall be withdrawn at the latest by December 2021.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 1796:2013 and EN 14364:2013.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland,
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic
of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the
United Kingdom.

Endorsement notice
The text of ISO 23856:2021 has been approved by CEN as EN ISO 23856:2021 without any modification.

Documents

i Document Sharing Hub

Full document details: BS EN ISO 23856:2021


https://doi.org/10.3403/30246456
https://doi.org/10.3403/30246459
http://www.avadocuments.com/doc/bs-en-iso-23856-2021
http://www.avadocuments.com/doc/bs-en-iso-23856-2021

BS EN ISO 23856:2021

IS0 23856:2021
Contents Page
FOT@WONM ... oottt vi
00T 0 00 Y6 0 ot o (o) o V00O vii
1 S0P ... 1
2 N[0 @ 4 T 0 AT = =) W) (L X 1
3 LS IR Yo 0 LT 00 0 ) 4
3.5 Joint movement.....
3.12 Pressure...
3.15 Ringdeflection ...
3.16 Resistance to strain corrosion......
3.17  RINE ST NESS e
4 LT3 1 1<) = | oSS
4.1 (O3 FE T334 Tz~ U Lo o OO
1.1 CATEGOTIES oo
4.1.2 Nominal size...........
4.1.3  Nominal stiffness.....
414 Nominal pressure.....
4.2 MaterialS......o.
4.2.1 General..............
4.2.2 RS 0N (o) W eL=) 0.0 1) 0 |
4.2.3 STy 1 0 N

424  Aggregates and fillers
4.2.5 Thermoplastics liners
4.2.6  Elastomers

427 Metals....
4.3 Wall construction......
4.3.1 Inner layer
4.3.2  SEUCEUTAL LAY e
4.3.3  Outer layer
4.4 AAPPEATATICE .
4.5 Reference cONAitioNns fOr tESTIME ...
4.5.1  Temperature ...
4.5.2  Properties of water for testing
4.5.3  L0AdING CONAITIONS .oooiieeiieiireeiees et
454 COMAITIOTUIIZ oo

4.5.5  Measurement of dimensions
4.6 Elapsed time, x, for determination of long-term properties

4.7 JOIIIES oo
4.7.1  General..
4.7.2  Types ofjoint.............
4.7.3  Flexibility of the joint.....
474  Sealing ring.........ccce.
4.7.5  Adhesives....
4.8 Effect 0N Water QUALTEY ...
4.9  ASSESSMENT OF CONFOTTIIIEY ...
5 PAPES ...
5.1 Type of pipes.....ccocis
5.2 Geometrical characteristics..
ST/ N D ) - V' U] ) oo OSSOSO
5.2.2 WAl tRICKIIESS ..oooooeeeeeeeeeee et
5.2.3 Length
53 J\Y (Yo o =N s U or=1 W 4 B2 r= ot <) 3 (of OO OO
5.3.1  Initial ring StINESS ..o
Documents
] Document Sharin%Hub
© IS0 2021 - All rights reserved 1

Full document details: BS EN ISO 23856:2021


http://www.avadocuments.com/doc/bs-en-iso-23856-2021
http://www.avadocuments.com/doc/bs-en-iso-23856-2021

BS EN ISO 23856:2021

ISO 23856:2021
5.3.2  Long-term creep ring StffNeSS. ... 24
5.3.3 Initial resistance to failure in a deflected condition ..., 25
5.3.4  Ultimate long-term resistance to failure in a deflected condition...........cccccccvcc, 27
5.3.5 Initial longitudinal tensile Strength ... 28
5.3.6  Initial design and failure pressures for pressure pipes......... 30
5.3.7  Long-term failure pressure
5.4 Resistance to chemical attack ...
54T GOIIETAL oo
5.4.2  Procedure using failure points...........cc......
5.4.3  Procedure using specified levels of strain.
544  TeSt PIECE IENGEN. ..o
545 TS SOIULION. ...ooooiossesssss st
55 IMATTKRITI ettt
6 FREEIIIES ekt
6.1 Al EYPES e
6.1.1  General ...
6.1.2  Diameter series..........
6.1.3  Nominal pressure (PN)
6.1.4  Nominal StIffNIESS (SN ..o
0.1.5  FIEIIZ DY e
6.1.6  Mechanical characteristics of fittings
6.1.7  Installed leaktightness of fittings ...
6.1.8  DIIMEIISIONS ..o
6.2 BeNAS ..o
6.2.1  Classification of bends
6.2.2  Dimensions and tolerances of DeNAS ...
6.3 2 0 1 [l 1=
6.3.1  C(lassification of branches
6.3.2  Dimensions and tolerances of branches..........:
6.4 REAUCETS ...
6.4.1  Classification of reAUCETS ...
6.4.2  Dimensions and tolerances of reducers.
6.5 Non-pressure saddles ...
6.5.1  Classification of saddles..........
6.5.2 Dimensions of saddles and associated tolerances
6.6 FLAIIZES .

6.6.1 Classification of flanges
6.6.2  Dimensions and tolerances for adaptors..

6.7 IVLTKITIG
7 JOUIIES ...t 50
7.1 GEIMETAL .. 50
711 Interchangeability . ... 50
7.1.2  Requirements
7.1.3  T@SEEOMIPEIATUTE ....oooiieeieiie e
7.1:4  NON-PIESSUIE JOIMES ...cooiiiiiiriiiiiiiisiiisiesioisesisesees s
7.1.5  Dimensions ...
7.2 Flexible joints..........
7.21  General
7.2.2  Maximum allowable draw ...,
7.2.3  Maximum allowable angular deflection
7.2.4  Flexible non-end-load-bearing joints with elastomeric sealing rings..........c.... 51
7.2.5  Flexible end-load-bearing joints with elastomeric sealing rings...........ccccue 52
7.3 RIGIA JOTMES e
7.3.1  Wrapped or cemented
7.3.2  Bolted flange joints ...
7.4 IVTTKITIG e
Documents
. Document Sharing Hub
v © ISO 2021 - All rights reserved

Full document details: BS EN ISO 23856:2021


http://www.avadocuments.com/doc/bs-en-iso-23856-2021
http://www.avadocuments.com/doc/bs-en-iso-23856-2021

BS EN ISO 23856:2021
ISO 23856:2021

Annex A (normative) Principles used to establish the design requirements based on

regression testing and consideration of the variability of the product..............nn 55
BIDIIOGIAPIIY ... 60
Documents
] Document SharingVHub
© IS0 2021 - All rights reserved

Full document details: BS EN ISO 23856:2021


http://www.avadocuments.com/doc/bs-en-iso-23856-2021
http://www.avadocuments.com/doc/bs-en-iso-23856-2021

BS EN ISO 23856:2021
IS0 23856:2021

Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to the
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see www.iso.
org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 138, Plastics pipes, fittings and valves
for the transport of fluids, Subcommittee SC 6, Reinforced plastics pipes and fittings for all applications,
in collaboration with the European Committee for Standardization (CEN) Technical Committee
CEN/TC 155, Plastics piping systems and ducting systems, in accordance with the Agreement on technical
cooperation between ISO and CEN (Vienna Agreement).

This first edition cancels and replaces ISO 10639:2017 (second edition) and ISO 10467:2018 (second
edition), which have been technically revised.

The main changes compared to the previous editions are as follows:
— documents combined;
— editorial changes throughout.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

This document has been produced by merging ISO 10639, ISO 10467, EN 1796 and EN 14364. As these
standards were almost identical, apart from the requirements for chemical resistance of sewer pipes
on the one hand, and no negative impact on water quality of drinking water pipes on the other hand, it
was decided that it would be beneficial for users to be able to refer to a single document, irrespective of
application or region.

The content of this document is summarized as follows:
Clause 4 specifies the general aspects of GRP UP piping systems.

Clause 5 specifies the characteristics of pipes made from GRP UP with or without aggregates and/or
fillers. The pipes can have a thermoplastics or thermosetting resin liner. Clause 5 also specifies the test
parameters for the test methods referred to in this document. For pipes intended for sewer applications,
the resistance to chemical attack is stated in 5.4. For other applications, the requirements in 5.3.4 apply.

Clause 6 specifies the characteristics of fittings made from GRP UP, with or without a thermoplastics or

thermosetting resin liner. Clause 6 specifies the dimensional and performance requirements for bends,
branches, reducers, saddles and flanged adaptors. Clause 6 covers requirements to prove the structural
design of fittings. It is applicable to fittings made using any of the following techniques:

— fabrication from straight pipes;
— moulding by
1) filament winding,
2) tape winding,
3) contact moulding, and
4) hot or cold compression moulding.

Clause 7 is applicable to joints to be used in the GRP UP piping systems, both buried and non-buried.

It covers requirements to prove the design of the joint. Clause 7 specifies type test performance
requirements for the following joints as a function of the declared nominal pressure rating of the
pipeline or system:

a) socket-and-spigot (including double-socket) joints or mechanical joints;
b) locked socket-and-spigot joints;
c) cemented or wrapped joints;

d) bolted flange joints.
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INTERNATIONAL STANDARD ISO 23856:2021

Plastics piping systems for pressure and non-pressure
water supply, drainage or sewerage — Glass-reinforced
thermosetting plastics (GRP) systems based on
unsaturated polyester (UP) resin

1 Scope

This document specifies the properties of piping system components made from glass-reinforced
thermosetting plastics (GRP) based on unsaturated polyester resin (UP). It is suited for all types of
water supply, drainage and sewerage with or without pressure. Types of water supply include, but are
not limited to, raw water, irrigation, cooling water, potable water, salt water, sea water, penstocks in
power plants, processing plants and other water-based applications. This document is applicable to
GRP UP piping systems, with flexible or rigid joints with or without end thrust load-bearing capability,
primarily intended for use in direct buried installations.

NOTE1  For the purpose of this document, the term polyester resin (UP) also includes vinyl-ester resins (VE).

NOTE 2  Piping systems conforming to this document can also be used for non-buried applications, provided
the influence of the environment and the supports are considered in the design of the pipes, fittings and joints.

NOTE 3  Thisdocumentcan also apply for other installations, such as slip-lining rehabilitation of existing pipes.

NOTE 4 ISO 10467 and ISO 10639, which are replaced by this document, are also referenced in 1ISO 25780,
which specifies requirements for GRP-pipes used for jacking installation.

The requirements for the hydrostatic pressure design of pipes referring to this document meet the
requirements of ISO/TS 20656-1 and the general principle for the reliability of structures detailed in
ISO 2394 and in EN 1990. These International Standards provide procedures for the harmonization of
design practices and address the probability of failure, as well as possible consequences of failures. The
design practices are based on a partial safety factor concept, as well as on risk management engineering.

This document is applicable to circular pipes, fittings and their joints of nominal sizes from DN 50 to
DN 4000, which are intended to be used for the conveyance of water, sewage and drainage at normal
service conditions, with or without pressure.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

ISO 75-2:2013, Plastics — Determination of temperature of deflection under load — Part 2:
Plastics and ebonite

ISO 161-1, Thermoplastics pipes for the conveyance of fluids — Nominal outside diameters and nominal
pressures — Part 1: Metric series

ISO 527-4, Plastics — Determination of tensile properties — Part 4: Test conditions for isotropic and
orthotropic fibre-reinforced plastic composites

ISO 527-5, Plastics — Determination of tensile properties — Part 5: Test conditions for unidirectional fibre-
reinforced plastic composites

ISO 1452-3, Plastics piping systems for water supply and for buried and above-ground drainage and
sewerage under pressure — Unplasticized poly(vinyl chloride) (PVC-U) — Part 3: Fittingdocumehnts
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ISO 2394:2015, General principles on reliability for structures
ISO 2531, Ductile iron pipes, fittings, accessories and their joints for water applications
ISO 3126, Plastics piping systems — Plastics components — Determination of dimensions

ISO 4200, Plain end steel tubes, welded and seamless — General tables of dimensions and masses
per unit length

ISO 4633, Rubber seals — Joint rings for water supply, drainage and sewerage pipelines — Specification
for materials

ISO 7432, Glass-reinforced thermosetting plastics (GRP) pipes and fittings — Test methods to prove the
design of locked socket-and-spigot joints, including double-socket joints, with elastomeric seals

ISO 75009, Plastics piping systems — Glass-reinforced thermosetting plastics (GRP) pipes — Determination
of time to failure under sustained internal pressure

ISO 7685, Glass-reinforced thermosetting plastics (GRP) pipes — Determination of initial ring stiffness

ISO 8483, Glass-reinforced thermosetting plastics (GRP) pipes and fittings — Test methods to prove the
design of bolted flange joints

ISO 8513:2016, Plastics piping systems — Glass-reinforced thermosetting plastics (GRP) pipes — Test
methods for the determination of the initial longitudinal tensile strength

ISO 8521:2020, Glass-reinforced thermosetting plastic (GRP) pipes — Test methods for the determination
of the initial circumferential tensile wall strength

[SO 8533, Glass-reinforced thermosetting plastics (GRP) pipes and fittings — Test methods to prove the
design of cemented or wrapped joints

[SO 8639, Glass-reinforced thermosetting plastics (GRP) pipes and fittings — Test methods for leaktightness
and proof of structural design of flexible joints

ISO 10466, Plastics piping systems — Glass-reinforced thermosetting plastics (GRP) pipes — Test method
to prove the resistance to initial ring deflection

ISO 10468, Glass-reinforced thermosetting plastics (GRP) pipes — Determination of the ring creep
properties under wet or dry conditions

ISO 10471, Glass-reinforced thermosetting plastics (GRP) pipes — Determination of the long-term ultimate
bending strain and the long-term ultimate relative ring deflection under wet conditions

[SO 10928:2016, Plastics piping systems — Glass-reinforced thermosetting plastics (GRP) pipes and
fittings — Methods for regression analysis and their use

ISO 10952, Plastics piping systems — Glass-reinforced thermosetting plastics (GRP) pipes and fittings —
Determination of the resistance to chemical attack for the inside of a section in a deflected condition

ISO 11922-1, Thermoplastics pipes for the conveyance of fluids — Dimensions and tolerances — Part 1:
Metric series

ISO 18851, Plastics piping systems — Glass-reinforced thermosetting plastics (GRP) pipes and fittings —
Test method to prove the structural design of fittings

CEN/TS 14632, Plastics piping systems for drainage, sewerage and water supply, pressure and non-
pressure — Glass-reinforced thermosetting plastics (GRP) based on unsaturated polyester resin (UP) —
Guidance for the assessment of conformity
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3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.
ISO and IEC maintain terminological databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at http://www.electropedia.org/

31
break
condition where the test piece can no longer carry the load to which it is being subjected

3.2
coefficient of variation
4
ratio of the standard deviation (3.18) to the absolute value of the arithmetic mean, given by the
following formula:

VV = standard deviation of the population / mean of the population

Note 1 to entry: In this document, it is expressed as a percentage.

3.3
mean diameter
dm
diameter of the circle corresponding to the middle of the pipe wall cross-section and given by either of
the following formulae:

dm =di +e
dm =de —e
where

d; isthe internal diameter, in mm;
de is the external diameter, in mm;
e isthe wall thickness of the pipe, in mm.

Note 1 to entry: It is expressed in millimetres (mm).

3.4
laying length
L

total length (3.20) of a pipe minus or plus, as applicable, the manufacturer's recommended insertion
depth of the spigot(s) in the socket

Note 1 to entry: See Figure 1.

v
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a) For pipes with double bell coupling

v

b) For pipes with integrated joints

Key
L  laying length

Figure 1 — Laying length

3.5 Joint movement

3.5.1
angular deflection
6
angle between the axes of two consecutive pipes

Note 1 to entry: It is expressed in degrees (°).
Note 2 to entry: See Figure 2.

3.5.2
deformation
M
pipe deformation in the coupling as a result of a vertical force of 20 N/mm of the nominal size (3.6), on
the pipe and a supported coupling causing a step between the two pipe spigots at the loading position

Note 1 to entry: It is expressed in millimetres (mm).
Note 2 to entry: See Figure 2.

3.5.3
draw
D
longitudinal movement of a joint

Note 1 to entry: It is expressed in millimetres (mm).
Note 2 to entry: See Figure 2.

3.54
flexible joint
joint which allows relative movement between the components being joined

Note 1 to entry: Examples of this type of joint are:

a) socket-and-spigot joints with an elastomeric sealing element (including double-socket designs) (non-end-
load-bearing);

b) locked socket-and-spigot joints with an elastomeric sealing element (including double-socket designs)
(either end-load-bearing or not);

c¢) mechanically clamped joints, e.g. bolted couplings including components made of materials other than GRP
(either end-load-bearing or not).
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3.5.5

rigid joint

joint which does not allow relative movement between the components being joined
Note 1 to entry: Examples of this type of joint are:

a) flanged joints including integral or loose ring flanges;

b) wrapped or cemented joints.

Both a) and b) can be either end-load-bearing or not.
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d) Deformation

Key
D draw
J  longitudinal movement arising from angular deflection of the joint
6 angular deflection of the joint
T  total draw
M  deformation
Figure 2 — Joint movements
3.5.6
total draw

T
sum of the draw, D (3.5.3), and the additional longitudinal movement, J, of joint components due to the
presence of angular deflection (3.5.1)

Note 1 to entry: Itis expressed in millimetres (mm).
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Note 2 to entry: See Figure 2.

3.6

nominal size

DN

alphanumerical designation of size, which is a convenient round number for reference purposes and is
related to the internal diameter in millimetres (mm)

Note 1 to entry: The designation for reference or marking purposes consists of the letters DN plus a number.

3.7

nominal length

numerical designation of pipe length which is equal to the laying length (3.4), in metres (m), rounded to
the nearest whole number

3.8

nominal stiffness

SN

alphanumerical designation for stiffness classification purposes, which has the same numerical value
as the minimum initial value required, when expressed in newtons per square metre (N/m2)

Note 1 to entry: See 4.1.3.
Note 2 to entry: The designation for reference or marking purposes consists of the letters SN plus a number.

3.9
non-pressure pipe or fitting
pipe or fitting subjected to an internal pressure not greater than 1 bar

3.10
pressure pipe or fitting
pipe or fitting subjected to an internal pressure greater than 1 bar

Note 1 to entry: Pressure pipes and fittings are classified as:

a) non-end-load-bearing pressure pipes and fittings are designed to resist internal pressure without
hydraulic end thrust

b) end-load-bearing pressure pipes and fittings are designed to resist internal pressure, including
hydraulic end thrust

3.11

normal service conditions

conveyance of water or sewage in the temperature range 2 °C to 50 °C, with or without pressure,
for 50 years

Note 1 to entry: At temperatures above 35 °C, it may be necessary to rerate the pipe, see 3.14 and 4.5.1.

3.12 Pressure

3121
initial failure pressure

po
mean pressure at which failure occurs with specimens subjected to short-term tests performed in

accordance with ISO 8521
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3.12.2

nominal pressure

PN

alphanumeric designation for a pressure, which is the maximum sustained hydraulic internal pressure
for which a pipe is designed in the absence of other loading conditions than internal pressure

Note 1 to entry: The designation for reference or marking purposes consists of the letters PN plus a number.

3.12.3
minimum initial failure pressure

P o0,Qc
initial failure pressure (3.12.1), determined in accordance with ISO 8521, which 95 % of products are

required to exceed

3.12.4
minimum long-term design pressure

P x,d
least value for mean long-term burst failure pressure, which is evaluated in accordance with the

procedures described in ISO 10928 and includes a design factor of safety, FS mean

Note 1 to entry: It is expressed in bar.

Note 2 to entry: It is one of the parameters used to determine the minimum initial design pressure.
Note 3 to entry: See 4.6 for subscript x.

Note 4 to entry: The value of the design factor of safety, F'S mean, see Table A.1.

3.12.5
minimum long-term failure pressure

P x,min
least value for long-term burst failure pressure, which is evaluated in accordance with the procedures
described in ISO 10928 and includes a factor of safety, S min

Note 1 to entry: It is expressed in bar.
Note 2 to entry: It is one of the parameters used to determine the minimum initial design pressure.
Note 3 to entry: For the value of the factor of safety, FS nin, see Table A.1.

3.12.6
mean design pressure

bod
mean design initial failure pressure to ensure 95 % of products will exceed the minimum initial failure
pressure, p 0,qc (3.12.3)

3.12.7
pressure regression ratio

RRp
ratio of the projected failure pressure at 50 years, p 5o (3.12.10), to the projected failure pressure at
6 min, p ¢ (3.12.9), obtained from long-term pressure tests performed in accordance with ISO 7509 and
analysed in accordance with ISO 10928

Note 1 to entry: See Annex A.

3.12.8

pressure pipe or fitting

pipe or fitting having a nominal pressure classification, greater than 1 bar and which is intended to be
used at internal pressures up to its nominal pressure (PN) (3.12.2)

Note 1 to entry: It is expressed in bar.
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3.129
projected failure pressure at 6 min

Pe
value at 6 min derived from the pressure regression line obtained from long-term pressure tests
performed in accordance with ISO 7509 and analysed in accordance with ISO 10928

3.12.10
projected failure pressure at 50 years

ps0
value at 50 years derived from the pressure regression line obtained from long-term pressure tests
performed in accordance with ISO 7509 and analysed in accordance with ISO 10928

3.12.11
working pressure

Pw
maximum internal hydrostatic pressure, excluding surge, at which a system shall be
continuously operated

Note 1 to entry: It is expressed in bar.
Note 2 to entry: Working pressure is represented by the following formula:

pw<PN

where

pw is the working pressure, in bar;

PN isthe nominal pressure, in bar.

3.12.12
correction factor
C
ratio of the mean value of the tested initial failure pressure, p 9,mean (3.12.1) to the projected 6 min failure
pressure, p ¢ (3.12.9) calculated from the regression line

3.13
quality control test
test carried out for the purpose of process control and/or release of product

3.14
rerating factor

RRF
multiplication factor that quantifies the relationship of a product’s mechanical, physical and chemical
properties under service temperature above 35 °C [service temperature (3.20)] to those applicable at a
standard test temperature of 23 °C

3.15 Ring deflection

3.15.1
extrapolated long-term relative ultimate ring deflection

Yuwet, x/dm

ratio of the deflection value at x years, derived from the ultimate deflection regression line obtained
from long-term deflection tests performed under wet conditions in accordance with ISO 10471 and
analysed in accordance with ISO 10928, to the mean diameter, d y, (3.3)

Note 1 to entry: For x years, see 4.6.
Note 2 to entry: It is expressed as a percentage by multiplying by 100.
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3.15.2
relative ring deflection

y/dm
ratio of the change in diameter of a pipe, y, to its mean diameter, d i, (3.3)

Note 1 to entry: See 3.3.

Note 2 to entry: It is derived as a percentage from the formula:

relative ring deﬂection:LlOO

m

3.15.3
minimum initial relative ring deflection before bore cracking occurs

(6% 2,b0re/d m)min
initial relative ring deflection at 2 min which a test piece is required to pass without bore cracking
when tested in accordance with ISO 10466

Note 1 to entry: It is expressed as a percentage by multiplying by 100.

3.15.4
minimum initial relative ring deflection before structural failure occurs

U’ Z,Struct/d m)min
initial relative ring deflection at 2 min which a test piece is required to pass without structural failure
when tested in accordance with ISO 10466

Note 1 to entry: It is expressed as a percentage by multiplying by 100.

3.15.5
minimum long-term relative ultimate ring deflection

(Y u,wet,x/d m)min
required minimum extrapolated value at x years derived from the ultimate deflection regression line
obtained from long-term deflection tests performed under wet conditions in accordance with [SO 10471

Note 1 to entry: It is expressed as a percentage by multiplying by 100.

Note 2 to entry: For x years, see 4.6.

3.16 Resistance to strain corrosion

3.16.1
minimum long-term relative ring deflection in a corrosive environment

(.V corr,x/d m)min
required minimum extrapolated value at x years derived from the ultimate deflection regression
line obtained from long-term deflection tests performed under corrosive conditions in accordance
with ISO 10952

Note 1 to entry: It is expressed as a percentage by multiplying by 100.
Note 2 to entry: For x years, see 4.6.

3.16.2
relative ring deflection for test lasting t hours

Ytestt/dm
relative ring deflection for test pieces to resist for ¢ hours in a test performed in accordance with
[SO 10952 in a corrosive environment

Note 1 to entry: It is expressed as a percentage by multiplying by 100.
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3.16.3
required relative strain

€ t,reqd
strain value, which the specimen is required to resist for a given time period, ¢

3.17 Ring stiffness

3.17.1
initial ring stiffness
So
value of ring stiffness, S, obtained when determined in accordance with ISO 7685

Note 1 to entry: It is expressed in newtons per square metre (N/m2).

3.17.2
long-term ring creep stiffness

S x,creep
value of ring stiffness (3.17.3), S, at x years, determined in accordance with ISO 10468

Note 1 to entry: For x years, see 4.6.

3.17.3
ring stiffness
S
measure of the resistance of a pipe to ring deflection per metre (m) length under external load as
defined by the formula:

E-l
S==%
dm
where
E isthe apparent modulus of elasticity as determined in a ring stiffness test, in N/m?2;
dm is the mean diameter of the pipe, in m (see 3.3);
I isthe second moment of area in the longitudinal direction per metre length, in m4/m, i.e

12
where e is the wall thickness, in m.

I

Note 1 to entry: It is expressed in newtons per square metre (N/m2).

3.18
standard deviation
o
positive square root of the variance (3.23)

3.19
surge
rapid change in internal pressure, either positive or negative, caused by a change in the flow velocity

Note 1 to entry: It is expressed in bar.

3.20
service temperature
maximum sustained temperature at which a system is expected to operate

Note 1 to entry: It is expressed in degrees Celsius (°C).
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Note 2 to entry: This temperature is used for the rerating of the product (see 3.14).

Note 3 to entry: This term is different to the design temperature, which is maximum temperature at which a
system can be exposed to occasionally.

3.21

total length

distance between two planes normal to the pipe axis and passing through the extreme end points of the
pipe including, where applicable, the affixed sockets

Note 1 to entry: It is expressed in metres (m).

3.22

type test

TT

test performed to prove that the material, product, joint, fittings or assembly is capable of conforming
to the requirements given in this document

3.23
variance
measure of dispersion based on the mean square deviation from the arithmetic mean

3.24
creep factor

ax , creep
ratio of the long-term ring creep stiffness, Sx creep (3.17.2), at x years, determined under sustained
loading in accordance with ISO 10468, to the ring stiffness, S ¢,1, both measured at the same position
referred to as reference position 1

Note 1 to entry: For x years, see 4.6.
Note 2 to entry: It is given by the formula:

S

x,1,creep
ax,creep = S
0,1

where

Sx,1creep isthelong-term creep stiffness at position 1 at time x, in N/m?;

So,1 is the ring stiffness at position 1, in N/m2, at 0,1 hour.

4 General
4.1 C(lassification

4.1.1 Categories

Pipes and fittings shall be classified according to nominal size (DN), nominal pressure (PN)
and joint type.

In addition, pipes shall include nominal stiffness (SN) in their classification.

4.1.2 Nominal size

The nominal size (DN) of pipes and fittings shall conform to the appropriate tables in Clause 5. If a
thermoplastics liner is present, its internal diameter shall be declared by the manufacturer. The
tolerance on the diameter shall be as specified in Clause 5.
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