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Committees responsible for this 
British Standard

The preparation of this British Standard was entrusted to Technical 
Committee PRI/66, Rubber and plastics tubing, hoses and hose assemblies, 
upon which the following bodies were represented:

Association of Metropolitan Authorities
British Coal Corporation
British Compressed Gases Association
British Rubber Manufacturers’ Association Ltd.
Chief and Assistant Chief Fire Officers’ Association
Energy Industries Council
Fire Extinguishing Trades Association
Home Office
London Fire and Civil Defence Authority
Ministry of Defence
RAPRA Technology Ltd.
Society of Motor Manufacturers and Traders Limited

The following bodies were also represented in the drafting of the standard, 
through subcommittees and panels:

British Fluid Power Association
Chemical Industries Association
Health and Safety Executive
Institute of Petroleum
LP Gas Association
Petrol Pump Manufacturers’ Association
United Kingdom Petroleum Industry Association Ltd.
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National foreword

This British Standard has been prepared by Technical Committee PRI/66 and is 
the English language version of EN ISO 2398:1997 Rubber hose, 
textile-reinforced, for compressed air — Specification, published by the European 
Committee for Standardization (CEN). It is identical with ISO 2398:1995 
published by the International Organization for Standardization (ISO).
This British Standard is published under the direction of the Sector Board for 
Materials and Chemicals whose Technical Committee PRI/66 has the 
responsibility to:

— aid enquirers to understand the text;
— present to the responsible international committee any enquiries on 
interpretation, or proposals for change, and keep UK interests informed;
— monitor related international and European developments and promulgate 
them in the UK.

NOTE International and European Standards, as well as overseas standards, are available from 
Customer Services, BSI, 389 Chiswick High Road, London W4 4AL.

A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, pages i and ii, 
the EN ISO title page, page 2, the ISO title page, page ii, pages 1 to 4 and 
a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on the 
inside front cover.
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Descriptors: See ISO document

English version

Rubber hose, textile-reinforced, for compressed air — 
Specification

(ISO 2398:1995)

Tuyaux en caoutchouc renforcés textile pour 
l’air comprimé — Spécifications 
(ISO 2398:1995)

Gummischläuche mit Textileinlage für 
Druckluft — Anforderung 
(ISO 2398:1995)

This European Standard was approved by CEN on 1997-04-21. CEN members
are bound to comply with the CEN/CENELEC Internal Regulations which
stipulate the conditions for giving this European Standard the status of a
national standard without any alteration.
Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the Central Secretariat or to any
CEN member.
This European Standard exists in three official versions (English, French,
German). A version in any other language made by translation under the
responsibility of a CEN member into its own language and notified to the
Central Secretariat has the same status as the official versions.
CEN members are the national standards bodies of Austria, Belgium,
Denmark, Finland, France, Germany, Greece, Iceland, Ireland, Italy,
Luxembourg, Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and
United Kingdom.

CEN

European Committee for Standardization
Comité Européen de Normalisation
Europäisches Komitee für Normung

Central Secretariat: rue de Stassart 36, B-1050 Brussels

© 1997 CEN — All rights of exploitation in any form and by any means reserved worldwide for CEN
national Members.

Ref. No. EN ISO 2398:1997 E

Full document details: BS EN ISO 2398:1997

http://www.avadocuments.com/doc/bs-en-iso-2398-1997
http://www.avadocuments.com/doc/bs-en-iso-2398-1997

