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BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN ISO 23999:2025.
[t is identical to ISO 23999:2025. It supersedes BS EN IS0 23999:2021,
which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee PRI/60, Resilient and Laminate Floor Coverings.

Alist of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

© The British Standards Institution 2025
Published by BSI Standards Limited 2025

ISBN 978 0 539 30981 2
ICS97.150

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 December 2025.
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EUROPEAN STANDARD EN ISO 23999
NORME EUROPEENNE
EUROPAISCHE NORM December 2025

ICS 97.150 Supersedes EN ISO 23999:2021

English Version

Resilient floor coverings - Determination of dimensional
stability and curling (vertical deformation) after exposure
to heat (ISO 23999:2025)

Revétements de sol résilients - Détermination de la Elastische Bodenbelédge - Bestimmung der
stabilité dimensionnelle et de l'incurvation Maf3haltigkeit und Schiisselung (vertikale Verformung)
(déformation verticale) aprés exposition a la chaleur nach Warmeeinwirkung (ISO 23999:2025)

(1SO 23999:2025)

This European Standard was approved by CEN on 23 November 2025.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this
European Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references
concerning such national standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN
member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by
translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management
Centre has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway,
Poland, Portugal, Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Ttirkiye and
United Kingdom.
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EUROPEAN COMMITTEE FOR STANDARDIZATION
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CEN-CENELEC Management Centre: Rue de la Science 23, B-1040 Brussels

© 2025 CEN  All rights of exploitation in any form and by any means reserved Ref. No. EN ISO 23999:2025 E
worldwide for CEN national Members.
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EN ISO 23999:2025 (E)

European foreword

This document (EN ISO 23999:2025) has been prepared by Technical Committee ISO/TC 219 "Floor
coverings" in collaboration with Technical Committee CEN/TC 134 “Resilient, textile, laminate and
modular mechanical locked floor coverings” the secretariat of which is held by NBN.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by June 2026, and conflicting national standards shall be
withdrawn at the latest by June 2026.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN ISO 23999:2021.

Any feedback and questions on this document should be directed to the users’ national standards
body/national committee. A complete listing of these bodies can be found on the CEN website.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland,
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of
North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and the
United Kingdom.

Endorsement notice

The text of ISO 23999:2025 has been approved by CEN as EN ISO 23999:2025 without any modification.
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Foreword

[SO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through
ISO technical committees. Each member body interested in a subject for which a technical committee
has been established has the right to be represented on that committee. International organizations,
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely
with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described
in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the different types
of ISO document should be noted. This document was drafted in accordance with the editorial rules of the
ISO/IEC Directives, Part 2 (see http://www.iso.org/directives).

[SO draws attention to the possibility that the implementation of this document may involve the use of (a)
patent(s). ISO takes no position concerning the evidence, validity or applicability of any claimed patent
rights in respect thereof. As of the date of publication of this document, ISO had not received notice of (a)
patent(s) which may be required to implement this document. However, implementers are cautioned that
this may not represent the latest information, which may be obtained from the patent database available at
http://www.iso.org/patents. ISO shall not be held responsible for identifying any or all such patent rights.

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and expressions
related to conformityassessment,aswellasinformationaboutISO'sadherencetothe World Trade Organization
(WTO) principles in the Technical Barriers to Trade (TBT), see http://www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 219, Floor coverings, in collaboration with the
European Committee for Standardization (CEN) Technical Committee CEN/TC 134 Resilient, textile, laminate
and modular mechanical locked floor coverings, in accordance with the Agreement on technical cooperation
between ISO and CEN (Vienna Agreement).

This fourth edition cancels and replaces the third edition (ISO 23999:2021), which has been technically
revised.

The main changes are as follows:
— revision of terms and definitions;

— clarification on the deviation between devices used for either sheet or roll, or both, materials and
rectangular shaped elements (squared tiles or long panels);

— inclusion of an explanation on the use of the so called “block and dial gauge apparatus” and minor changes
to the figures and a new figure was added;

— inclusion of description of the preparation distinguishing sheet, roll materials and rectangular shaped
elements (squared tiles or long panels);

— detailed calculation and expression of results can be found in new Annex B.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at http://www.iso.org/members.html.
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International Standard 1SO 23999:2025(en)

Resilient floor coverings — Determination of dimensional
stability and curling (vertical deformation) after
exposure to heat

1 Scope

This document specifies methods for determining dimensional stability and curling (vertical deformation)
of resilient floor coverings in all forms (e.g. of sheets, tiles, panels, planks or in rolls) after exposure to either
heat or after reconditioning, or both.

2 Normative references

There are no normative references in this document.

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.
[SO and [EC maintain terminology databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

3.1

dimensional stability

ability of a resilient floor covering to retain its original linear dimensions after exposure to heat, determined
by measuring the linear dimensional change in machine direction or across machine direction

Note 1 to entry: Retaining original linear dimensions includes no elongation or shrinking.

3.2

curling

vertical deformation

vertically concave (+) or convex (-) deformation from the horizontal

3.3

concave deformation

type of curling (vertical deformation) appearing as uplifted top surface at the outer edge of the specimen;
given as positive value (+)

3.4

convex deformation

type of curling (vertical deformation) appearing as uplifted, domed top surface in the centre of the specimen;
given as negative value (-)
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3.5

machine direction

MD

direction parallel to the length side of a floor covering manufactured in a continuous process

Note 1 to entry: For rectangular or squared cut specimens (e.g. tiles and planks) where the machine direction cannot
be determined, the direction of MD can be arbitrarily assigned for the test to enable differentiation from across
machine direction (AMD).

3.6

across machine direction

AMD

direction across to the length side of a floor covering manufactured in a continuous process

Note 1 to entry: For rectangular or squared cut specimens (e.g. tiles and planks) where the across machine direction
cannot be determined, the AMD can be arbitrarily assigned for the test to enable differentiation from machine
direction (MD).

4 Principle

4.1 General

Three test specimens are initially measured and then placed in an oven at an elevated temperature
which can cause dimensional changes and curl. After a specific period in the oven and subsequent time of
reconditioning, dimensional stability and the stability against vertical deformation (curling) are measured
again on the same test specimens.

4.2 Dimensional stability

The relative change in linear distance between the same marks or same specific locations of the top surface
layer of a test specimen, measured after exposure to a heat treatment and reconditioning. Depending on
the size of the specimen and the structure of the surface, different measuring devices can therefore be
appropriate.

As a special interest case, the change of linear dimensions can be determined on hot test specimens, meaning
before reconditioning. As this does not affect the measurement of dimensional stability and curling, it may
be determined as an intermediate result on the same test specimens (see Annex A).

4.3 Curling (vertical deformation)

Curling is measured at the highest peaks of the test specimens, possibly occurring after the specified heat
treatment in an oven at an elevated temperature and reconditioning in a normal conditioned climate.

An initial vertical deformation of the test specimen (before the exposure to heat) may be measured (see
Figure 7).

5 Apparatus

5.1 Oven

The oven shall be thermostatically controlled and ventilated, capable of being maintained at a uniform
temperature with maximum deviations of +2 °C.

The oven shall allow for specimens to be placed inside in a way that ensures that radiation from the heating
elements does not directly reach the test specimens or support plates (see 5.2). Therefore, the distance
between the support plates and the vertical walls of the oven shall be more than 50 mm and the vertical
distance between the support plates and between the plates and the oven ceiling and base shall be more
than 100 mm.
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