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BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN ISO 24807:2024. It
is identical to ISO 24807:2023.

The UK participation in its preparation was entrusted to Technical
Committee SVS/2, Tourism services.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

© The British Standards Institution 2024
Published by BSI Standards Limited 2024

ISBN 978 0 539 19566 8
ICS 03.080.30; 03.100.30; 03.200.99

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 March 2024.

Amendments/corrigenda issued since publication

Date Text affected
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EUROPEAN STANDARD EN ISO 24807
NORME EUROPEENNE
EUROPAISCHE NORM March 2024

ICS 03.080.30; 03.100.30; 03.200.99

English Version

Recreational diving services - Requirements for rebreather
diver training - Decompression diving to 100 m (ISO
24807:2023)

Services relatifs a la plongée de loisirs - Exigences Dienstleistungen des Freizeittauchens - Anforderungen
concernant la formation des plongeurs a I'utilisation an die Ausbildung von Kreislaufgeratetauchenden -
des recycleurs - Plongée avec décompression jusqu'a Dekompressionstauchen bis 100 m (ISO 24807:2023)

100 m (ISO 24807:2023)

This European Standard was approved by CEN on 11 September 2023.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this
European Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references
concerning such national standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN
member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by
translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management
Centre has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway,
Poland, Portugal, Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Ttirkiye and
United Kingdom.
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EN ISO 24807:2024 (E)

European foreword

This document (EN ISO 24807:2024 has been prepared by Technical Committee ISO/TC 228 "Tourism
and related services" in collaboration with Technical Committee CEN/TC 329 “Tourism services” the
secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by September 2024, and conflicting national standards
shall be withdrawn at the latest by September 2024.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

Any feedback and questions on this document should be directed to the users’ national standards
body/national committee. A complete listing of these bodies can be found on the CEN website.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland,
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of
North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and the
United Kingdom.

Endorsement notice

The text of ISO 24807:2023 has been approved by CEN as EN ISO 24807:2024without any modification.
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EN ISO 24807:2024 (E)

Annex C
(informative)

A-deviations

A- deviation: National deviation due to regulations, the alteration of which is for the time being outside
the competence of the CEN/ CENELEC member.

This European standard does not fall under any Directive of the EU.

In the relevant CEN-CENELEC countries, these A-deviations are valid instead of the provisions of the
European standard, until they have been removed.

Clause Deviation

Scope French deviation

National regulation: "Code du Sport, Livre III : Pratique sportive, Titre II:
Obligations liées aux activités sportives, Section 3: Etablissements qui organisent
la pratique ou dispensent I'enseignement de la plongée subaquatique”

The scope of this standard is not compatible with the national regulation
mentioned above and its subsequent annexes related to rebreather diver training
programmes, competencies and specifies evaluation criteria for these
competencies.

Therefore, the whole standard is note applicable in France and the document is
not adopted as a national standard.

Normative French deviation
reference
In clause 2 “Normative references” the following documents, in whole or in part,
are normatively referenced in prEN ISO 24807 and are indispensable for its
application:

[SO 24801-3, Recreational diving services — Requirements for the training of
recreational scuba divers — Part 3: Level 3

[SO 24802-2, Recreational diving services — Requirements for the training of
scuba instructors — Part 2: Level 2

SO 24803, Recreational diving services — Requirements for recreational diving
providers

ISO 24806, Recreational diving services — Requirements for rebreather diving
training —decompression diving to 60 meters

All references above were not adopted and are not applicable in their entirety in
France.
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ISO 24807:2023(E)

Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO document should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

ISO draws attention to the possibility that the implementation of this document may involve the use
of (a) patent(s). ISO takes no position concerning the evidence, validity or applicability of any claimed
patent rights in respect thereof. As of the date of publication of this document, ISO had not received
notice of (a) patent(s) which may be required to implement this document. However, implementers are
cautioned that this may not represent the latest information, which may be obtained from the patent
database available at www.iso.org/patents. ISO shall not be held responsible for identifying any or all
such patent rights.

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to
the World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see
www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 228, Tourism and related services, in
collaboration with the European Committee for Standardization (CEN) Technical Committee CEN/
TC 329, Tourism services, in accordance with the Agreement on technical cooperation between ISO and
CEN (Vienna Agreement).

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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ISO 24807:2023(E)

Introduction

Rebreathers (i.e. breathing devices that recirculate some or all of the diver’s exhaled breath and
replenish any consumed oxygen to maintain a breathable mixture) are becoming much more widely
available and popular among divers. The market for rebreather diving has been constantly growing
in recent years and is now considered to be large enough that the need for standards for training
organizations on minimum training requirements is evident. Rebreathers allow divers to dive for
longer and to greater depths. Such depths can go beyond 30 m and can therefore require mandatory
decompression stops. If rebreathers are used improperly, they can be hazardous; divers have had fatal
accidents due to incorrect use of these devices. It is therefore important to specify training for diving
with such devices.

Training organizations offering training that conforms with this document may exceed any of the
requirements in terms of the volume or complexity of training but should at least ensure the students
master all the skills and knowledge defined in this document.
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INTERNATIONAL STANDARD ISO 24807:2023(E)

Recreational diving services — Requirements for
rebreather diver training — Decompression diving to
100 m

1 Scope

This document specifies requirements for rebreather diver training programmes which provide
the competencies required to perform dives to 100 m with a rebreather using a breathing mixture
containing helium and requiring mandatory decompression stops.

This document specifies evaluation criteria for these competencies.

This document specifies the requirements under which training is provided, in addition to the general
requirements for recreational diving service provision in accordance with ﬁSO 24803,

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

ISO 24801-3, Recreational diving services — Requirements for the training of recreational scuba divers —
Part 3: Level 3 — Dive leader

ISO 24802-2, Recreational diving services — Requirements for the training of scuba instructors — Part 2:
Level 2

Recreational diving services — Requirements for recreational diving providers

ISO 24806, Recreational diving services — Requirements for rebreather diver training — Decompression
diving to 60 m

3 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

[SO and IEC maintain terminology databases for use in standardization at the following addresses:

— SO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

31

rebreather

apparatus that has a supply of gas carried by the diver, allowing the diver to breathe under water
which enables the diver to inspire gas from a facepiece connected to a counterlung and to pass exhaled
gas through a carbon dioxide absorption material before it is re-breathed from the counterlung and
inspired partial pressure of the gases within the apparatus remain within acceptable physiological
limits so that gas is thus recirculated within the apparatus

Note 1 to entry: A rebreather can also be called a self-contained rebreathing apparatus.
Note 2 to entry: A facepiece can be a mouthpiece assembly, a half mask, a full-face mask or a helmet.
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ISO 24807:2023(E)

[SOURCE: EN 14143:2013, 3.1, modified — Note 1 to entry modified and Note 2 to entry added. This
content has been reproduced with the permission of CEN. Copyright remains with CEN.]

3.2
rebreather type
primary rebreather design

EXAMPLE Closed-circuit rebreather (CCR), manually controlled closed-circuit rebreather (mCCR),
electronically controlled closed-circuit rebreather (eCCR), semiclosed-circuit rebreather (SCR), manually
controlled SCR (mSCR), electronically controlled SCR (eSCR), hybrid closed-circuit rebreather (hCCR).

3.3

rebreather unit

type of rebreather (3.1) having consistent controls, displays and configuration over several rebreather
models (3.4), where the operation is essentially the same from rebreather model to rebreather model

3.4
rebreather model
specific individual design of rebreather (3.1) made by a manufacturer

3.5
breathing gas
gas present in the breathing loop (3.11) inspired by the diver

3.6

supply gas
gas present in a cylinder which can be added to the breathing loop (3.11)

3.7
bailout gas
gas present in a cylinder that can be breathed directly by the diver

3.8
PO,
partial pressure of oxygen in a gas mixture

Note 1 to entry: This usually refers specifically to the breathing-gas mixture inhaled by a diver.

3.9

set-point

PO, set-point

PO, value that is used by a control system to determine when a solenoid valve injects oxygen into the
breathing loop (3.11)

3.10

respiratory minute volume

RMV

product of the tidal volume and breathing frequency measured in litres per minute

[SOURCE: EN 14143:2013, 3.10]

3.11

breathing loop

portion of a rebreather (3.1) through which gas circulates, usually consisting of a mouthpiece, breathing
hose(s), counterlung(s), non-return valves and a CO, absorbent canister

3.12
scrubber
canister in the breathing loop (3.11) containing CO, absorbent
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