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European foreword

This document (EN ISO 25178-72:2017) has been prepared by Technical Committee ISO/TC 213
"Dimensional and geometrical product specifications and verification" in collaboration with Technical
Committee CEN/TC 290 “Dimensional and geometrical product specification and verification” the
secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by December 2017, and conflicting national standards
shall be withdrawn at the latest by December 2017.

Attention is drawn to the possibility that some of the elements of this document may be the subject
of patent rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such
patent rights.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia,
Cyprus, Czech Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France,
Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands,
Norway, Poland, Portugal, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and
the United Kingdom.

Endorsement notice

The text of ISO 25178-72:2017 has been approved by CEN as EN ISO 25178-72:2017 without any
modification.

Foreword to amendment A1

This document (EN ISO 25178-72:2017/A1:2020) has been prepared by Technical Committee ISO/TC 213
"Dimensional and geometrical product specifications and verification" in collaboration with Technical
Committee CEN/TC 290 “Dimensional and geometrical product specification and verification” the
secretariat of which is held by AFNOR.

This Amendment to the European Standard EN SO 25178-72:2017 shall be given the status of a national
standard, either by publication of an identical text or by endorsement, at the latest by March 2021, and
conflicting national standards shall be withdrawn at the latest by March 2021.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland,
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic
of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the
United Kingdom.

Endorsement notice

The text of SO 25178-72:2017/Amd 1:2020 has been approved by CEN as EN IS0 25178-72:2017/A1:2020
without any modification.

Documents

i Document Sharing Hub

Full document details: BS EN ISO 25178-72:2017+A1:2020


http://www.avadocuments.com/doc/bs-en-iso-25178-72-2017-a1-2020
http://www.avadocuments.com/doc/bs-en-iso-25178-72-2017-a1-2020

BS EN ISO 25178-72:2017+A1:2020
IS0 25178-72:2017+A1:2020

Contents Page
FFOTE@WOIM ..........ooooooeoeeeeee oo sk iv
IIMEIOAUCTION.......ooooo e85 v
1 S0P ... 1
2 NOTINATIVE FEEETE@IICES ............ooooooeee e85 5 8 1
3 Terms aNd AefiMETIOMNIS ... 1
4 Requirements......
4.1 UNIES oo

4.2 Recommended offset value

5 X3P FI1@ FOTTMMAL ...
5.1 GIEIETAL ..
5.2 File NAIME EXTEIISTON ....oooioevrveeiesiesiesssssssss st
5.3 Minimum contents of zip-container...............
5.4  Optional contents of zip-container.................
541  General...en
5.4.2  Binary encoded coordinates
5.4.3  Validity masK......onn
5.4.4  Vendor SPECifiC EXEENSIONS ...
55 Contents and format Of MaTNXIML........cciiissnssssssssss s
551  General...
5.52  Main r€COTAS ..o
5.5.3 Record1: Header, data types, and axes definitions.....
5.54  Record2: Meta data. ...
5.5.5 Record3: 3D pointdata.........ccocen.
5.5.6  Record4: Checksum information ...
5.5.7  Vendor SPecifiC @XTENSIONS ...
Annex A (informative) XML file fOrTNat. ...

Annex B (informative) Sample main.xml

Annex C (informative) Relation with the GPS MatriX ... 23
BIDIIOGIAPIIY ... 24
Documents

] Document Sharin%Hub
© IS0 2017 - All rights reserved 1

Full document details: BS EN I1SO 25178-72:2017+A1:2020


http://www.avadocuments.com/doc/bs-en-iso-25178-72-2017-a1-2020
http://www.avadocuments.com/doc/bs-en-iso-25178-72-2017-a1-2020

BS EN ISO 25178-72:2017+A1:2020
IS0 25178-72:2017+A1:2020

Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation on the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to the
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT) see the following
URL: www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 213, Dimensional and geometrical product
specifications and verification.

Alist of all parts in the ISO 25178 series can be found on the ISO website.
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Introduction

This document is a geometrical product specification (GPS) standard and is to be regarded as a general
GPS standard (see 1SO 14638). It influences the chain link F of the chains of standards on profile and
areal surface texture.

The ISO/GPS matrix model given in ISO 14638 gives an overview of the ISO/GPS system of which this
document is a part. The fundamental rules of ISO/GPS given in ISO 8015 apply to this document and
the default decision rules given in ISO 14253-1 apply to the specifications made in accordance with this
document, unless otherwise indicated.

For more detailed information of the relation of this document to other standards and the GPS matrix
model, see Annex C.

The x3p format was in use in industry and academia before the creation of this document. The x3p file
format as defined in this document has been developed based on the definitions in ISO 5436-2. The
openGPS®1) consortium provides a free open source software implementation of this file format to
avoid the inevitable inconsistency of multiple proprietary implementations.

1) openGPS® is an example of a suitable product available commercially. This information is given for the
convenience of users of this document and does not constitute an endorsement by ISO of this ;Bﬂ@u ments
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INTERNATIONAL STANDARD IS0 25178-72:2017+A1:2020

Geometrical product specifications (GPS) — Surface
texture: Areal —

Part 72:
XML file format x3p

1 Scope

This document defines the XML file format x3p for storage and exchange of topography and profile data.

2 Normative references

The following document is referred to in the text in such a way that some or all of its content constitutes
requirements of this document. For dated references, only the edition cited applies. For undated
references, the latest edition of the referenced document (including any amendments) applies.

ISO 25178-6002), Geometrical product specifications (GPS) —Surface texture: Areal — Part 600:
Metrological characteristics for areal-topography measuring methods

3 Terms and definitions

For the purposes of this document, the terms and definitions given in ISO 25178-600 and the
following apply.

ISO and [EC maintain terminological databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at http://www.iso.org/obp

— IEC Electropedia: available at http://www.electropedia.org/

31

zip-container

file format that can be used as a container for multiple files and folders that does also support a
compression of the stored content

Note 1 to entry: The file format description is in the public domainl[1l.

3.2
md5
method to calculate a unique 16-byte binary checksum used to check the integrity of files

Note 1 to entry: The binary value is typically represented by 32 hexadecimal digits.
Note 2 to entry: See Reference [2].

3.3
int16
2-byte representation of a signed integer

Note 1 to entry: The int16 type has a minimum value of -32 768 and a maximum value of 32 767.

2) Under preparation. Stage at the time of publication: ISO/DIS 25178-600. Docu ments
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Note 2 to entry: The less significant bytes are stored in memory addresses lower than those in which are stored
the more significant bytes.

3.4
int32
4-byte representation of a signed integer

Note 1 to entry: The int32 type has a minimum value of -2 147 483 648 and a maximum value of 2 147 483 647.

Note 2 to entry: The less significant bytes are stored in memory addresses lower than those in which are stored
the more significant bytes.

3.5
float32
4-byte representation of a floating point number according to IEEE 754

Note 1 to entry: The float32 type has a minimum value of - 2128 and a maximum value of 2128, The smallest
positive number representable is 2-126,

Note 2 to entry: The ASCII representation is a signed floating point number with 8 digits and a signed two-digit
exponent in the range [-38.. +38].

Note 3 to entry: The less significant bytes are stored in memory addresses lower than those in which are stored
the more significant bytes.

3.6
float64
8-byte representation of a floating point number according to IEEE 754

Note 1 to entry: The float64 type has a minimum value of -21 024 and a maximum value of 21 024, The smallest
positive number representable is 2-1 022,

Note 2 to entry: The ASCII representation is a floating point number with 16 digits and a signed three-digit
exponent in the range [- 308.. + 308].

Note 3 to entry: The less significant bytes are stored in memory addresses lower than those in which are stored
the more significant bytes.

3.7

not a number

NaN

special floating point value defined in IEEE 754 specifying a number that is not computable

Note 1 to entry: Some floating point implementations define more than one value for NaN to distinguish between
Quiet NaNs and Signaling NaNs. In this case the Quiet NaN is preferred.

Note 2 to entry: All mathematical operations incorporating a NaN value yield NaN as result. As a consequence,
all comparisons with a NaN value yield “unequal”. This is especially true for the equality comparison of
two NaN values.

3.8
element
start tag followed by a data value followed by an end tag

EXAMPLE1  An element with the name "example" comprising a start and an end tag would be implemented as
<example>contents of element</example>

EXAMPLE 2  An empty element with the name "example" would be implemented as <example/>

Note 1 to entry: An element begins with a start tag and ends with an end tag. Alternatively, an element may
consist of an empty tag solely. The content of the element is between the start and end tag and may contain
further elements.
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3.9

extensible markup language

XML

language for encoding documents electronically

Note 1 to entry: XML is a subset of SGML (see Reference [7]).

3.10

uniform resource locator

URL

character string to locate a resource in a computer network or on a local computer

EXAMPLE A well-known use of a URL is the specification of a web site’s address like "http://www.iso.org/".
3.11

uniform resource identifier

URI

character string uniquely identifying a name or resource in a hierarchical style

EXAMPLE A URI for this document could be "www.iso.org/ISO 25178 Part 72".

Note 1 to entry: A URL is the most common form of a URI.

Note 2 to entry: The relation between a URI and a URL is like the relation between a person's name (the URI) and
a person's address (the URL).

Note 3 to entry: To create a unique UR], it is good practice to start a URI with a domain name that has been
registered on the name of the owner.

3.12

offset

distance of the stored geometric data to the origin of the coordinate system along one axis of the
coordinate system

3.13
rotation matrix
3x3 matrix defining the rotation of the data setin 3D space

Note 1 to entry: It defines the orientation of the stored point cloud in 3D space.

3.14

global coordinate system

[*) three-dimensional, right-handed coordinate system in which the position and orientation of the
original point cloud is defined 1

3.15
view coordinate system
three-dimensional, right-handed coordinate system in which the stored point coordinates are defined

Note 1 to entry: Conversion from view coordinates (x, y, z) to global coordinates (X, Y, Z) could involve rotation
and translation.

Note 2 to entry: Many instruments measure the z coordinates of surface points in the view coordinate system at
predefined values of the respective x and y coordinates.

3.16
data matrix
one-, two- or three-dimensional array of 3D points with a defined neighbourhood relation

Note 1 to entry: Each 3D point has two neighbours along each matrix dimension. The data matrix contains point
coordinates in the view coordinate system.

Note 2 to entry: The index in the data matrix is described by the symbols u, v, and w.
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