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BS EN ISO 2555:2018 BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN ISO 2555:2018. It
is identical to ISO 2555:2018. It supersedes BS EN ISO 2555:2000, which
is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee PRI/21, Testing of plastics.

Alist of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions
of a contract. Users are responsible for its correct application.

© The British Standards Institution 2018
Published by BSI Standards Limited 2018

ISBN 978 0 580 93748 4
ICS 83.080.10

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 30 June 2018.

Amendments/corrigenda issued since publication

Date Text affected
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EUROPEAN STANDARD EN ISO 2555
NORME EUROPEENNE
EUROPAISCHE NORM June 2018

ICS 83.080.01 Supersedes EN ISO 2555:1999

English Version

Plastics - Resins in the liquid state or as emulsions or
dispersions - Determination of apparent viscosity using
a single cylinder type rotational viscometer method
(ISO 2555:2018)

Plastiques - Résines a 1'état liquide ou en émulsions Kunststoffe - Harze im fliissigen Zustand,
ou dispersions - Détermination de la viscosité als Emulsionen oder Dispersionen -
apparente par la méthode du viscometre rotatif Bestimmung der scheinbaren Viskositat
de type a un cylindre (ISO 2555:2018) mit einem Rotationsviskosimeter mit

Einzelzylinder (ISO 2555:2018)

This European Standard was approved by CEN on 26 May 2018.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving
this European Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical
references concerning such national standards may be obtained on application to the CEN-CENELEC Management Centre
or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language
made by translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC
Management Centre has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark,
Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece, Hungary, Iceland, Ireland, Italy,
Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Serbia, Slovakia, Slovenia, Spain,
Sweden, Switzerland, Turkey and United Kingdom.

-

EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

CEN-CENELEC Management Centre: Avenue Marnix 17, B-1000 Brussels

© 2018 CEN All rights of exploitation in any form and by any means reserved Ref. No. EN ISO 2555:2018: E
worldwide for CEN national Members
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BS EN SO 2555:2018
EN ISO 2555:2018 (E)

European foreword

This document (EN ISO 2555:2018) has been prepared by Technical Committee ISO/TC 61 "Plastics" in
collaboration with Technical Committee CEN/TC 249 “Plastics” the secretariat of which is held by NBN.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by December 2018, and conflicting national standards
shall be withdrawn at the latest by December 2018.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN ISO 2555:1999.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia,
Cyprus, Czech Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France,
Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands,
Norway, Poland, Portugal, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and
the United Kingdom.

Endorsement notice
The text of ISO 2555:2018 has been approved by CEN as EN [SO 2555:2018 without any modification.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation on the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to the
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT) see the following
URL: www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 61, Plastics, Subcommittee SC 5, Physical-
chemical properties.

This third edition cancels and replaces the second edition (ISO 2555:1989), which has been technically
revised. The main changes compared to the previous edition are as follows:

a) the name of the equipment has been changed to “single cylinder type rotational viscometer” and
the method of determination of viscosity is described with more general terms to avoid reference
to specific brand names;

b) the commercially available main models and spindles have been summarized;
c) digital type viscometer has been added;
d) the accuracy of test method has been added;

e) the calibration method has been added.
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Introduction

A rotational viscometer is composed of a spindle, a torque measuring device and a spring. There are
three types of rotational viscometers with regard to difference of the spindle:

a) single cylinder type (used in this document, i.e. ISO 2555);
b) coaxial cylinder type (used in ISO 3219[2]);
c) cone-plate type (used in ISO 3219[2]).

Single cylinder type rotational viscometers measure viscosity under non-constant shear rate. Coaxial
cylinder type and cone-plate type instruments measure viscosity under constant shear rate.

When using a single cylinder type instrument, the measured viscosity is relative to measuring
conditions. Conditions are therefore intended to be specified for viscosity measurements.

For Newtonian fluids, the viscosity value remains the same even if different viscosity measuring
methods from this document and ISO 3219 are used.

With non-Newtonian fluids the measured viscosity changes depending on shear rate. The viscosity
determined using different measuring methods such as methods from this document and ISO 3219
therefore may differ from each other, depending on shear rates used during measurements.

The Brookfield method has contributed a lot to determination of liquid viscosity. With its simple
measuring low-cost equipment, the principles underlying the Brookfield technique still remain an
important element in determination of viscosity of liquids.

This document is largely based on the Brookfield method established in 1989. However, some of the
instruments mentioned in the previous edition of this document have long been discontinued. Moreover,
although analogue (or the so-called “dial”) type was the predominant viscometer type at that time, the
use has now shifted to digital viscometers in the recent years, increasing the need for this document
to be revised.

The terms and standards introduced in this new edition are based on ISO 1652[1].

Currently, digital viscometer has become the mainstream. However, analogue (or dial) viscometer is
still used and cannot be removed from the method. This document allows the use of both analogue (or
dial) viscometer and digital viscometer.
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