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National foreword

This British Standard is the UK implementation of EN ISO 25649-7:2017.
It is identical to ISO 25649-7:2017. It supersedes BS EN 15649-7:2009,
which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee SW/136/8, Swimming pools and aquatic equipment.

Alist of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions
of a contract. Users are responsible for its correct application.

© The British Standards Institution 2017
Published by BSI Standards Limited 2017

ISBN 978 0 580 88120 6
1CS97.200.50; 97.220.40

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 October 2017.

Amendments/corrigenda issued since publication
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1CS 97.220.40 Supersedes EN 15649-7:2009

English Version

Floating leisure articles for use on and in the water - Part
7: Additional specific safety requirements and test
methods for class E devices (ISO 25469-7:2017)

Articles de loisirs flottants a utiliser sur ou dans I'eau - Schwimmende Freizeitartikel zum Gebrauch auf und
Partie 7: Exigences de sécurité et méthodes d'essai im Wasser - Teil 7: Teil 7: Zusatzliche besondere
complémentaires propres aux dispositifs de Classe E sicherheitstechnische Anforderungen und
(ISO 25469-7:2017) Priifverfahren fiir Artikel der Klasse E (ISO 25469-
7:2017)

This European Standard was approved by CEN on 24 June 2017.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this
European Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references
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Centre has the same status as the official versions.
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European foreword

This document (EN ISO 25649-7:2017) has been prepared by Technical Committee ISO/TC 83 “Sports
and other recreational facilities and equipment” in collaboration with Technical Committee
CEN/TC 136 “Sports, playground and other recreational facilities and equipment” the secretariat of
which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by April 2018, and conflicting national standards shall be
withdrawn at the latest by April 2018.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 15649-7:2009,

This document has been prepared under a mandate given to CEN by the European Commission and the
European Free Trade Association.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia,
France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta,
Netherlands, Norway, Poland, Portugal, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland,
Turkey and the United Kingdom.

Endorsement notice

The text of ISO 25649-7:2017 has been approved by CEN as EN ISO 25649-7:2017 without any
modification.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation on the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to the
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT) see the following
URL: www.iso.org/iso/foreword.html.

ISO 25649-7 was prepared by the European Committee Standardization (CEN) Technical Committee
CEN/TC 136, Sports, playground and other recreational facilities and equipment, in collaboration with ISO
Technical Committee TC 83, Sports and other recreational facilities and equipment, in accordance with
the agreement on technical cooperation between ISO and CEN (Vienna Agreement).

Alist of all the parts in the ISO 25649-series can be found on the ISO website.
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Introduction

This document is closing the regulatory gab between aquatic toys smaller than 1,2 m on the one hand
and inflatable boats providing a buoyancy greater than 1 800 N on the other hand. It includes all kinds
of boat propulsion and covers canoes and kayaks as well. The mostly combined safety and performance
requirements deal with space per person, load capacity, floating stability, engine power and behaviour
after loss of air pressure (failure of an air chamber).

Practical test runs shall prove the manoeuvrability of the boat under various conditions and the
adequate motorization.

Comprehensive consumer information related to selection before purchase and during use complete
the requirement profile of the document.

This document covers boats of customary construction and design with an overall length from 1,2 m
(uninflated, flat) up to 1 800 N buoyancy. Such boats are mostly intended for recreational water
activities and for the use by children. However, smaller tender boats such as those used on yachts
also fall within this size range and small boats for specific applications (e.g. fishing boats) may also be
included. Therefore, irrespective of the main group of users, powered boats and sail boats have also
been taken into consideration.

Interior Structure Class E

Class E devices
<1 800N
> 1,2 mlength

Active use /Swimmers / Adults and children

manually operated motor powered sail powered

Floating leisure articles for active use:

- Moving from A to B for pleasure purposes

- Staying on the water for relaxing

- Moving from shore to the main water craft, transportation
of persons and load (tender boat)

Typical products:

» Inflatable boats for rowing or paddling of near
oval shape with or without transom

» Canoes and kayaks

* Inflatable boats made from polymeric sheets

« Inflatable boat made from re-enforced materials

» Motor kit / Sail kit as additional options
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For figurative examples see Annex C, D, E and E.

Table 1 — Introductory risk analysis

Adults |Pools; Children,|Paddling, |Inside the|Overload; |Drifting This document
and sea, adults  |rowing, |boat use by away; cap- closes the
chil- shore/ sail, en- non-swim- |sizing; en- gap between
dren's |[close to gine mers; trapment; and
boats |shore; . wave lack of su- EN 71)

. rivers; passive riding pervision
rowing |}y oo and active in case of
boats use by child use
of near hand,
oval drifting;
shape third
with or party DROWN-
without (towing) ING
tran-
som
canoes,
kayaks,
tender
boats to
yachts
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INTERNATIONAL STANDARD ISO 25649-7:2017(E)

Floating leisure articles for use on and in the water —

Part 7:
Additional specific safety requirements and test methods
for Class E devices

1 Scope

This document is applicable for Class E floating leisure articles for use on and in water according to
ISO 25649-1 regardless whether the buoyancy is achieved by inflation or inherent buoyant material.

This document is applicable with ISO 25649-1 and ISO 25649-2.
Class E devices are intended for use in bathing areas or in protected and safe shore zones.

NOTE1 Typical products forming Class E (see Annex F):

— inflatable boats for rowing or paddling of near oval shape with or without transom;
— canoes and kayaks;
— inflatable boats made from plastic sheets or from reinforced materials;
— motor kit/sail kit as additional option.
NOTE 2  Typical places for application of Class E devices:
— moving from A to B for pleasure purposes;
— staying on the water for relaxing;

— moving from shore to the main boat, transportation of persons and load (tender boat).

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

[SO 8665, Small craft — Marine propulsion reciprocating internal combustion engines — Power
measurements and declarations

ISO 25649-1:2017, Floating leisure articles for use on and in the water — Part 1: Classification, materials,
general requirements and test methods

ISO 25649-2, Floating leisure articles for use on and in the water — Part 2: Consumer information

3 Terms and definitions
For the purposes of this document, the terms and definitions given in ISO 25649-1 and the following apply.

[SO and IEC maintain terminological databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at http://www.iso.org/obp
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— IEC Electropedia: available at http://www.electropedia.org/

31
residual buoyancy
provision of remaining buoyancy in case of a defect of any buoyancy chamber

3.2

inflatable boat

buoyant structure (hull), achieving all or part of its intended shape and buoyancy by the medium of
inflation and intended for the transportation of persons on the water; its design and shape give it the
capability to withstand forces and movements arising from various sea conditions

Note 1 to entry: An inflatable boat is considered as an aquatic toy (toy in form of a boat) according to EN 71-1, when

a) itisintended for use without any propelling means (oars, paddles, motor, sail) and these are also not to be
fitted subsequently, and

b) its overall length is <120 cm and the boat is additionally marked with the following warning note “Caution,
to be used only in shallow water and under supervision”.

3.3

tender

boat that serves as an auxiliary means in working around a bigger boat but mainly to commute from
the boat to shore or other places nearby

Note 1 to entry: In this respect it serves for-transport of crew and load. Tenders are propelled by oars, frequently
they are equipped with an outboard engine, partly they can be fitted with sails. For stowage reasons tenders are
often small in size but robust in material and construction.

34

leisure boat

boat that serves as a recreational boat, slowly moving around on the water for relaxing, extended
bathing, etc

Note 1 to entry: It does not have the purpose of a working boat.

3.5

inherent buoyant material

non-crosslinked (closed-cell) foam or other materials enclosed in (a) sealed compartment(s) in the hull
which has a specific weight less than fresh water

Note 1 to entry: Boat made from inherent buoyant material is a buoyant structure (hull) achieving all or parts of
its intended shape and buoyancy from soft foam, hard foam or sealed chambers filled with air, gas or granules.

3.6

inboard area

internal surface area defined by a vertical plane tangential to the innermost side of the buoyancy tube
and perpendicular to the deck

3.7

inboard length

length of the cockpit, including the area below any spray cover, measured along the boat centreline
between the innermost points of the bow and stern

3.8
usable seating area
inboard area, including the area below any spray cover, available for the users to sit on

3.9
permissible rated load
maximum loading of the boat by persons, propelling means and other items
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