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BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN ISO 27427:2023.
[t is identical to ISO 27427:2023. It supersedes BS EN ISO 27427:2019,
which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee CH/121/5, Airways and related equipment.

Alist of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

© The British Standards Institution 2023
Published by BSI Standards Limited 2023

ISBN 978 0 539 051711
ICS 11.040.10

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 July 2023.
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NORME EUROPEENNE
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ICS 11.040.10 Supersedes EN I[SO 27427:2019

English Version

Anaesthetic and respiratory equipment - Nebulizing
systems and components (IS0 27427:2023)

Matériel d'anesthésie et de réanimation respiratoire - Atemtherapiegerate - Verneblersysteme und deren
Systémes de nébulisation et leurs composants (ISO Bauteile (ISO 27427:2023)
27427:2023)

This European Standard was approved by CEN on 3 March 2023.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this
European Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references
concerning such national standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN
member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by
translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management
Centre has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway,
Poland, Portugal, Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and
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© 2023 CEN  All rights of exploitation in any form and by any means reserved Ref. No. EN ISO 27427:2023 E
worldwide for CEN national Members.

Documents

Document Sharing Hub

Full document details: BS EN ISO 27427:2023


http://www.avadocuments.com/doc/bs-en-iso-27427-2023
http://www.avadocuments.com/doc/bs-en-iso-27427-2023

ENISO 27427:2023 (E)

European foreword

This document (EN ISO 27427:2023) has been prepared by Technical Committee ISO/TC 121
"Anaesthetic and respiratory equipment” in collaboration with Technical Committee CEN/TC 215
“Respiratory and anaesthetic equipment” the secretariat of which is held by BSI.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by January 2024, and conflicting national standards shall
be withdrawn at the latest by January 2024.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN ISO 27427:2019.

Any feedback and questions on this document should be directed to the users’ national standards
body/national committee. A complete listing of these bodies can be found on the CEN website.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland,
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of
North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and the
United Kingdom.

Endorsement notice

The text of ISO 27427:2023 has been approved by CEN as EN [SO 27427:2023 without any modification.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to
the World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see
www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 121, Anaesthetic and respiratory
equipment, Subcommittee SC 2, Airways and related equipment, in collaboration with the European
Committee for Standardization (CEN) Technical Committee CEN/TC 215, Respiratory and anaesthetic
equipment, in accordance with the Agreement on technical cooperation between ISO and CEN (Vienna
Agreement).

This fourth edition cancels and replaces the third edition (ISO 27427:2013), which has been technically
revised.

The main changes are as follows:
— Alignment with the general standard for airway devices, ISO 18190;
— updating of references.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

Nebulizers are widely used to deliver drugs and vaccines in an aerosol form to humans through the
respiratory system. Nebulizers are also used for diagnostic purposes using radioisotopes for lung
challenge tests. These drugs can be in the form of a solution, suspension or emulsion. Aerosol inhalation
is the preferred route of administration for some drugs. Some drugs are intended for treatment of
systemic diseases and other drugs are intended to treat respiratory diseases. To achieve the intended
treatment, aerosol particles are deposited in specific parts of the respiratory tract. Different size
particles tend to deposit in different parts of the respiratory system; therefore, the performance
profile and the intended use of the nebulizer is specified by the manufacturer and in the accompanying
documentation.

This document was developed to cover “general purpose” nebulizers and is based on adult test
parameters which are likely to be different than stated when testing for paediatric or infant patient
populations. It was specifically written to ensure that the results of the various tests declared by the
manufacturer are meaningful to the users and buyers of nebulizers.

The objectives of this document are to ensure

— suitability of the nebulizers for the intended use as disclosed by the manufacturer;

— safety, particularly for electrically powered nebulizers;

— compatibility between the materials of the components and the dispensed liquid; and

— biocompatibility of the materials of the components that come into contact with the human body.

This document is written following the format of ISO 18190, which is the general standard for airways
and related equipment. The requirements in this device-specific standard take precedence over any
conflicting requirements in ISO 18190.
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INTERNATIONAL STANDARD 1SO 27427:2023(E)

Anaesthetic and respiratory equipment — Nebulizing
systems and components

1 Scope

This document specifies requirements for the safety and performance testing of general-purpose
nebulizing systems intended for continuous or breath-actuated delivery of liquids, in aerosol form, to
humans through the respiratory system.

This document includes gas-powered nebulizers (which can be powered by, e.g., compressors, pipeline
systems, cylinders, etc.) and electrically powered nebulizers [e.g. spinning disc, ultrasonic, vibrating
mesh (active and passive), and capillary devices] or manually powered nebulizers. This document does
not specify the electrical requirements of electrically powered nebulizers.

This document does not specify the minimum performance of nebulizing systems.

This document does not apply to:

a) devices intended for nasal deposition;

b) devices intended solely to provide humidification or hydration by providing water in aerosol form.

NOTE1 [[SO80601-2-74 and ISO 20789 cover these devices.

c) drug-specific nebulizers or their components (e.g. metered dose inhalers, metered liquid inhalers,
dry powder inhalers).

NOTE 2 ISO 20072 covers these devices.

NOTE 3  See Annex A for rationale.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

[SO 5356-1, Anaesthetic and respiratory equipment — Conical connectors — Part 1: Cones and sockets

ISO 7396-1, Medical gas pipeline systems — Part 1: Pipeline systems for compressed medical gases and
vacuum

[SO 18190:2016, Anaesthetic and respiratory equipment — General requirements for airways and related
equipment

ISO 18562-1, Biocompatibility evaluation of breathing gas pathways in healthcare applications — Part 1:
Evaluation and testing within a risk management process

ISO 23328-1, Breathing system filters for anaesthetic and respiratory use — Part 1: Salt test method to
assess filtration performance

IS0 80369-2, Small-bore connectors for liquids and gases in healthcare applications — Part 2: Connectors
for breathing systems and driving gases applications
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3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.
ISO and IEC maintain terminology databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

31
aerosol
suspension of particles in gas

Note 1 to entry: Particles can be liquid or solid.
Note 2 to entry: The gas can be the driving gas or ambient air.

3.2

aerosol output

mass or volume of aerosol emitted by the nebulizing system at the aerosol outlet port for the given fill
volume

3.3
aerosol outlet port
outlet of the nebulizing system through which the aerosol is emitted

3.4
aerosol output rate
mass or volume of aerosol emitted by the nebulizing system per unit of time

3.5
breath-actuated nebulizer
nebulizer triggered by a respiratory parameter

Note 1 to entry: Examples of this classification are found in Annex F.

3.6

continuous nebulizer

nebulizer in which aerosol is delivered continuously over multiple inhalation/exhalation breathing
cycles or over long periods

3.7
electrically-powered nebulizer
nebulizer that operates by means of electrical power

Note 1 to entry: Electrically powered nebulizers include ultrasonic, vibrating mesh and capillary-type devices.

3.8
gas-powered nebulizer
nebulizer in which the aerosol is generated by compressed gas

39
liquid container
part of the nebulizer that contains the liquid for nebulization

3.10
manually powered nebulizer
nebulizer that operates by means of human power
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3.11

mass median aerodynamic diameter

MMAD

particle size at which 50 % of the mass of the active component are contained in droplets of smaller or
equal aerodynamic diameter

3.12

maximum fill volume

maximum volume of liquid, expressed in millilitres, in the liquid container when the nebulizer is filled to
its maximum filling level

3.13
nebulizer
device that converts a liquid to an aerosol

Note 1 to entry: A nebulizer is also known as an aerosol generator.

3.14

nebulizing system

parts, including the nebulizer and all other components, up to and including the aerosol outlet port,
required to make the aerosol available for inhalation

Note 1 to entry: Airway devices (e.g. masks, tracheal and tracheostomy tubes, supralaryngeal airways) and
breathing systems are not part of the nebulizing system.

3.15

percentage of fill volume emitted

aerosol output expressed as a percentage of the fill volume recommended by the manufacturer that is
emitted by the nebulizer

3.16

residual volume

estimated volume of liquid remaining in the nebulizing system when the nebulizer stops generating an
aerosol

3.17

respirable fraction

fraction of aerosol droplets below 5 um in diameter expressed as a percentage of the total aerosol
distribution

Note 1 to entry: The respirable fraction can be converted to a percentage (%) by multiplying by 100.

3.18

test solution

aqueous solution used for the type-tests to characterize aerosol output, aerosol output rate, and particle
sizing

Note 1 to entry: See 4.2.1.2,9.3.2 j) and k), Annex C, and Annex D.

3.19
test substance
active ingredient contained in the test solution

4 General requirements and requirements for test

4.1 General
[SO 18190:2016, Clause 4 applies.

NOTE See Annex E for a list of hazards than can be used as guidance in risk assessment.
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4.2 Test methods and alternatives

4.2.1 Test methods for aerosol output, aerosol output rate, and particle sizing

The type-test methods for aerosol output, aerosol output rate, and particle sizing in air are specified in
Annexes C and D.

4.2.1.1 All type-test methods shall be performed on at least three representative devices of the same
type.

Check conformance by inspection of the technical file/documentation.

4.2.1.2 The type-test methods shall use a test solution of albuterol 0,1 % (mass/mass or volume/
volume (m/m or V/V)) concentration in 0,9 % sodium chloride solution or 2,5 % (m/m OR V/V) sodium
fluoride in distilled water with the provision that its use is declared in the accompanying documents.
See 9.3.2j).

Check conformance by inspection of the technical file/documentation and the accompanying documents.

4.2.2 Alternative test methods

The manufacturer can use type-test methods for aerosol output, aerosol output rate, and particle sizing
different from those specified in Annexes C and D, provided that any:

a) alternative test methods are validated against the test methods in Annexes C and D to demonstrate
equivalency and that

b) the demonstration of equivalency is included in the technical documentation of the manufacturer.

Check conformance by inspection of the technical file/documentation.

4.2.3 Calibration and setup

To establish confidence in the test method, it is recommended that mass balance procedures be
incorporated during initial determinations. It is also recommended that occasional checks for system
leaks and overall efficiency of analysis be performed.

5 Materials

5.1 General

[SO 18190:2016, Clause 5 applies.

5.2 Biocompatibility

Materials used to manufacture nebulizing systems shall be evaluated for biocompatibility. The
breathing gas pathways shall be evaluated for biocompatibility as specified in ISO 18562-1 and tested
as appropriate.

Check conformance by inspection of the technical file/documentation.

6 Design Requirements

6.1 General
[SO 18190:2016, Clause 6 applies.
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6.2 Inlet and outlet ports

6.2.1 Inletports

The driving gas inlet port of a nebulizing system shall be compatible with the gas delivery system to
which it is intended to be connected and shall be one of the following (see Figure 1):

a) asocket R2 connector conforming to ISO 80369-2; or
b) permanently attached (i.e. not removable without the use of a tool).

Check conformance by inspection of the technical file/documentation.
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