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National foreword

This British Standard is the UK implementation of EN ISO 28721-1:2019.

It is identical to [SO 28721-1:2019. It supersedes BS EN 1SO 28721-1:2011,

which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee STI/36, Vitreous enamel coatings.

Alist of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions
of a contract. Users are responsible for its correct application.

© The British Standards Institution 2019
Published by BSI Standards Limited 2019

ISBN 978 0 580 99976 5
ICS 25.220.50; 71.120.10

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 October 2019.
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EN ISO 28721-1:2019 (E)

European foreword

This document (EN ISO 28721-1:2019) has been prepared by Technical Committee ISO/TC 107
"Metallic and other inorganic coatings” in collaboration with Technical Committee CEN/TC 262
“Metallic and other inorganic coatings, including for corrosion protection and corrosion testing of
metals and alloys” the secretariat of which is held by BSI.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by April 2020, and conflicting national standards shall be
withdrawn at the latest by April 2020.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN ISO 28721-1:2011.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland,
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of
North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the
United Kingdom.

Endorsement notice

The text of ISO 28721-1:2019 has been approved by CEN as EN ISO 28721-1:2019 without any
modification.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to the
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT) see www.iso
.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 107, Metallic and other inorganic coatings.

This second edition cancels and replaces the first edition ([SO 28721-1:2008), which has been technically
revised. The main changes compared with the previous edition are as follows:

— the normative references have been updated;
— the subclause for “High-voltage test” (5.3) has been revised;

— the 7 kV test voltage for conductive or dissipative enamel according to 5.3 has been added to
Clause 10.

Alist of all parts in the [SO 28721| series can be found on the ISO website.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Vitreous and porcelain enamels — Glass-lined apparatus
for process plants —

Part 1:
Quality requirements for apparatus, components,
appliances and accessories

1 Scope

This document specifies the quality requirements for apparatus, components, appliances and
accessories of glass-lined steel (including semi-crystallized enamel coatings) and glass-lined steel
castings used for process plants. It specifies the quality requirements and the tests to be carried out by
the manufacturer as well as the actions to be taken to repair defects.

It is also applicable to glass-lined pumps, pump components and fittings.
It does not apply to glass-lined flanged steel pipes or glass-lined flanged steel fittings.

NOTE1 Provisions for glass-lined flanged steel pipes and glass-lined flanged steel fittings are given in

[so28721-4

The test methods specified cover checking the enamel, the dimensional accuracy and the performance
of apparatus and components.

This document is applicable to new apparatus and components as well as used items that have been re-
enamelled.

It does not contain requirements regarding the chemical or physical properties of vitreous and
porcelain enamels.

NOTE 2  Examples of test reports are given in Annex A.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

[SO 780, Packaging — Distribution packaging — Graphical symbols for handling and storage of packages
[SO 2744, Vitreous and porcelain enamels — High voltage test

[SO 2178, Non-magnetic coatings on magnetic substrates — Measurement of coating thickness —
Magnetic method

[SO 28721-2, Vitreous and porcelain enamels — Glass-lined apparatus for process plants — Part 2:
Designation and specification of resistance to chemical attack and thermal shock

[SO 28721-3, Vitreous and porcelain enamels — Glass-lined apparatus for process plants — Part 3: Thermal
shock resistance

[SO 19496-1), Vitreous and porcelain enamels — Terminology — Part 1: Terms and definitions
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3 Terms and definitions
For the purposes of this document, the terms and definitions given in [SO 19496-1 apply.
ISO and IEC maintain terminological databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at http://www.electropedia.org/

4 Requirements

4.1 General

If the requirements given in this document are to be applied to glass-lined apparatus and components,
this shall be stated as follows when ordering: “Manufactured in accordance with ﬁSO 28721-1".

Requirements differing from those stated in this document may be agreed upon between the parties at
the time of ordering.

4.2 Design and quality of enamel finish
The manufacturer shall be responsible for the appropriate design and construction.

The enamel quality (i.e. the type of enamel and, where relevant, the colour) shall be agreed upon
between the interested parties at the time of ordering.

The characteristic composition of individual enamel layers shall correspond to that of specimens
submitted for laboratory testing. The quality of the enamel shall meet the requirements specified in
S0 28721-7 and [SO 28721-3.

4.3 Surface

The enamel coating shall have a uniform, smooth, fully-fused surface free from impurities.
4.4 Defects

4.4.1 General

Defects shall be examined visually (see 5.2). Typical defects are described in ISO 28721-5.

4.4.2 Defects unacceptable in the finished product

Defects unacceptable in the finished product are those that would render a component unusable. Such
defects are typically as follows:

a) defects which cannot be repaired by the means described in Clause 7, such as:
1) defects extending over an area with a diameter > 8 mm;
2) defects on inaccessible spots;

3) defects concerning vessels and columns as described in 4.4.4;

b) collapsed lines in the cover coat;

c) bubble lines, i.e. fused-in bubbles arranged in a distinct line;
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