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BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN ISO 28921-1:2022.
[t is identical to ISO 28921-1:2022. It supersedes BS EN ISO 28921-1:2017,
which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee PSE/18/1, Industrial valves, steam traps, actuators and
safety devices against excessive pressure - Valves - Basic standards.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

© The British Standards Institution 2022
Published by BSI Standards Limited 2022

ISBN 978 0 539 06443 8
ICS 23.060.01

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 July 2022.
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This European Standard was approved by CEN on 8 May 2022.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this
European Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references
concerning such national standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN
member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by
translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management
Centre has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway,
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EN ISO 28921-1:2022 (E)

European foreword

This document (EN ISO 28921-1:2022) has been prepared by Technical Committee ISO/TC 153
"Valves" in collaboration with Technical Committee CEN/TC 69 “Industrial valves” the secretariat of
which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by November 2022, and conflicting national standards
shall be withdrawn at the latest by November 2022.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN ISO 28921-1:2017.

Any feedback and questions on this document should be directed to the users’ national standards
body/national committee. A complete listing of these bodies can be found on the CEN website.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland,
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of
North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the
United Kingdom.

Endorsement notice

The text of ISO 28921-1:2022 has been approved by CEN as EN ISO 28921-1:2022 without any
modification.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to
the World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see
www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 153, Valves, in collaboration with the
European Committee for Standardization (CEN) Technical Committee CEN/TC 69, Industrial valves, in
accordance with the Agreement on technical cooperation between ISO and CEN (Vienna Agreement).

This second edition cancels and replaces the first edition (ISO 28921-1:2013), which has been technically
revised.

The main changes are as follows:

— extension of the scope to include sizes DN 950 to 1 800, NPS 38 to 72, and pressure designations
PN 400 and Class 2 500;

— addition of a new terminological entry for shell (3.14);

— addition of a new terminological entry for drip plate (3.15);

— exclusion of safety valves and control valves;

— in 5.2, addition of type test requirement in accordance with ISO 28921-2;

— update of Annex A giving the test procedure for production testing of valves at low temperature.
Alist of all parts in the series can be found on the ISO website.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

The purpose of this document is the establishment of basic requirements and practices for design,
fabrication, material selection and production testing of valves used in low-temperature services. The
intention is to provide requirements for design, material selection and valve preparation for valves to
be used in low-temperature service.
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INTERNATIONAL STANDARD 1SO 28921-1:2022(E)

Industrial valves — Isolating valves for low-temperature
applications —

Part 1:
Design, manufacturing and production testing

1 Scope

This document specifies requirements for design, dimensions, material, fabrication and production
testing of gate, globe, ball/plug and butterfly valve design types used as isolation valves and check
valves for low-temperature applications.

This document is applicable to isolation valves for use in low and cryogenic temperature service where
the design low-temperature service is -50 °C down to -196 °C.

This document does not apply to valves for cryogenic services, designed in accordance with ISO 21011,
used with cryogenic vessels.

Where the requirements of this document vary from those given in the valve product standards, the
requirements of this document apply.

This document is applicable to valves with body, bonnet, bonnet extension or cover made of metallic
materials.

This document is applicable to:

— valves of nominal sizes DN: 10; 15; 20; 25; 32; 40; 50; 65; 80; 100; 125; 150; 200; 250; 300; 350; 400;
450; 500; 600; 650; 700; 750; 800; 850; 900; 950; 1 000; 1 050; 1 200; 1 350; 1 400; 1 500; 1 600;
1650; 1800,

— corresponding to nominal pipe sizes NPS: 3s; %2; 34; 1, 1 Y4; 1 %; 2; 2 ¥2; 3; 4; 5; 6; 8; 10; 12; 14; 16;
18; 20; 24; 26; 28; 30; 32; 34; 36; 38; 40; 42; 48; 54; 56; 60; 64; 66; 72,

and applies to pressure designations:

— PN 16; 25; 40; 100; 160; 250; 400,

— Class 150; 300; 600; 800; 900; 1 500; 2 500.

NOTE Not all type and size combination are available in all pressure ratings.

This document does not apply to safety valves and control valves.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

[SO 5208, Industrial valves — Pressure testing of metallic valves
[SO 5209, General purpose industrial valves — Marking

ISO 10434, Bolted bonnet steel gate valves for the petroleum, petrochemical and allied industries
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ISO 10497, Testing of valves — Fire type-testing requirements
ISO 10631, Industrial valves — Metallic butterfly valves
[SO 14313, Petroleum and natural gas industries — Pipeline transportation systems — Pipeline valves

ISO 15761, Steel gate, globe and check valves for sizes DN 100 and smaller, for the petroleum and natural
gas industries

[SO 15848-1:2015, Industrial valves — Measurement, test and qualification procedures for fugitive
emissions — Part 1: Classification system and qualification procedures for type testing of valves

[SO 17292, Metal ball valves for petroleum, petrochemical and allied industries

ISO 28921-2, Industrial valves — Isolating valves for low-temperature applications — Part 2: Type testing
Flanges and their joints — Bolting — Part 1: Selection of bolting

, Industrial valves — Shell design strength — Part 1: Tabulation method for steel valve shells
, Industrial valves — Shell design strength — Part 2: Calculation method for steel valve shells

EN 12516-4|, Industrial valves — Shell design strength — Part 4: Calculation method for valve shells
manufactured in metallic materials other than steel

, Metallic industrial piping — Part 2: Materials

API1 607, Fire Test for Quarter-turn Valves and Valves Equipped with Nonmetallic Seats
API 6FA, Standard for Fire Test of Valves

ASME B16.34, Valves — Flanged, Threaded, and Welding End

ASME B31.3, Process Piping

ASME Boiler and Pressure Vessel Code, Section VIII

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

[SO and IEC maintain terminology databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

3.1

DN

nominal size

alphanumeric designation of size for components of a pipework system, which is used for reference
purposes, comprising the letters DN followed by a dimensionless whole number which is indirectly
related to the physical size, in millimetres, of the bore or outside diameter of the end connections

[SOURCE: ISO 6708:1995, 2.1, modified — Notes to entry removed.]

Documents

Document Sharing Hub
2 © IS0 2022 - All rights reserved

Full document details: BS EN ISO 28921-1:2022


https://www.iso.org/obp
https://www.electropedia.org/
https://doi.org/10.3403/30279052?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/01933270U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/03263760U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/03086288U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30134039U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/02597742U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/bs-en-iso-28921-1-2022
http://www.avadocuments.com/doc/bs-en-iso-28921-1-2022

IS0 28921-1:2022(E)

3.2

PN

nominal pressure

numerical designation relating to pressure that is a convenient rounded number for reference purposes,
and which comprises the letters PN followed by the appropriate reference number

Note 1 to entry: It is intended that all equipment of the same nominal size (DN) (3.1) designated by the same PN
number shall have compatible mating dimensions.

Note 2 to entry: The maximum allowable pressure depends on materials, design and working temperature, and is
to be selected from the tables of pressure/temperature ratings given in the appropriate standards.

[SOURCE: ISO 7268:1983, Clause 2, modified — The phrase “and which comprises the letters PN
followed by the appropriate reference number” has been added.]

3.3

NPS

alphanumeric designation of size for components of a pipework system, which is used for reference
purposes, and which comprises the letters NPS followed by a dimensionless number indirectly related
to the physical size of the bore or outside diameter of the end connections

Note 1 to entry: The number following the letters NPS does not represent a measurable value and is not intended
to be used for calculation purposes except where specified in the relevant standard.

3.4

Class

alphanumeric designation used for reference purposes related to a combination of mechanical and
dimensional characteristics of a component of a pipework system, which comprises the word “Class”
followed by a dimensionless whole number

Note 1 to entry: The number following the word Class does not represent a measurable value and is not intended
to be used for calculation purposes except where specified in the relevant standard.

3.5

cold box

enclosure that insulates equipment from the environment without the need for insulation of each
individual component inside the enclosure

3.6

valve body extension

extended valve body that locates the operating mechanism and packing away from the cold media in
the valve

Note 1 to entry: The body extension allows the formation of a vapour barrier between the liquefied gas in the
valve and the packing.

3.7

extended bonnet

bonnet extension that locates the operating mechanism and packing away from the cold media in the
valve

Note 1 to entry: The bonnet extension allows the formation of a vapour barrier between the liquefied gas in the
valve and the packing.

3.8
vapour column
portion of body/bonnet extension that allows for the formation of an insulating column of vapour
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