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National foreword

This British Standard is the UK implementation of EN ISO 29463-2:2018.
It is identical to ISO 29463-2:2011. It supersedes BS EN 1822-2:2009,
which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee MCE/21/3, Air filters other than for air supply for I.C. engines
and compressors.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions
of a contract. Users are responsible for its correct application.

© The British Standards Institution 2018
Published by BSI Standards Limited 2018
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Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 October 2018.
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1CS91.140.30 Supersedes EN 1822-2:2009

English Version

High-efficiency filters and filter media for removing
particles in air - Part 2: Aerosol production, measuring
equipment and particle-counting statistics (ISO 29463-

2:2011)

Filtres a haut rendement et filtres pour I'élimination Schwebstofffilter und Filtermedien zur Abscheidung
des particules dans l'air - Partie 2: Production von Partikeln aus der Luft - Teil 2: Aerosolerzeugung,
d'aérosol, équipement de mesure et statistique de Messgerate und Partikelzahlstatistik (ISO 29463-
comptage de particules (ISO 29463-2:2011) 2:2011)
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EN ISO 29463-2:2018 (E)

European foreword

The text of IS0 29463-2:2011 has been prepared by Technical Committee ISO/TC 142 "Cleaning
equipment for air and other gases” of the International Organization for Standardization (ISO) and has
been taken over as EN ISO 29463-2:2018 by Technical Committee CEN/TC 195 “Air filters for general
air cleaning” the secretariat of which is held by UNI.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by April 2019, and conflicting national standards shall be
withdrawn at the latest by April 2019.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 1822-2:2009.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia,
France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta,
Netherlands, Norway, Poland, Portugal, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland,
Turkey and the United Kingdom.

Endorsement notice

The text of ISO 29463-2:2011 has been approved by CEN as EN ISO 29463-2:2018 without any
modification.
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ISO 29463-2:2011(E)

Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.
International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO 29463-2 was prepared by Technical Committee ISO/TC 142, Cleaning equipment for air and other gases.

ISO 29463 consists of the following parts, under the general title High-efficiency filters and filter media for
removing particles in air:

— Part 1: Classification, performance, testing and marking

— Part 2: Aerosol production, measuring equipment, particle-counting statistics
— Part 3: Testing flat sheet filter media

— Part 4: Test method for determining leakage of filter element — Scan method

— Part 5: Test method for filter elements
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ISO 29463-2:2011(E)

Introduction

ISO 29463 (all parts) is derived from EN 1822 (all parts) with extensive changes to meet the requests from
non-EU p-members. It contains requirements, fundamental principles of testing and the marking for high-
efficiency particulate air filters with efficiencies from 95 % to 99,999 995 % that can be used for classifying
filters in general or for specific use by agreement between users and suppliers.

ISO 29463 (all parts) establishes a procedure for the determination of the efficiency of all filters on the basis of
a particle counting method using a liquid (or alternatively a solid) test aerosol, and allows a standardized
classification of these filters in terms of their efficiency, both local and overall efficiency, which actually covers
most requirements of different applications. The difference between ISO 29463 (all parts) and other national
standards lies in the technique used for the determination of the overall efficiency. Instead of mass
relationships or total concentrations, this technique is based on particle counting at the most penetrating
particle size (MPPS), which, for micro-glass filter mediums, is usually in the range of 0,12 ym to 0,25 uym. This
method also allows testing ultra-low penetration air filters, which was not possible with the previous test
methods because of their inadequate sensitivity. For membrane filter media, separate rules apply, and are
described in 1SO 29463-5:2011, Annex B. Although no equivalent test procedures for testing filters with
charged media is prescribed, a method for dealing with these types of filters is described in ISO 29463-5:2011,
Annex C. Specific requirements for test method, frequency, and reporting requirements can be modified by
agreement between supplier and customer. For lower efficiency filters (group H, as described below),
alternate leak test methods noted in ISO 29463-4:2011, Annex A, can be used by specific agreement between
users and suppliers, but only if the use of these other methods is clearly designated in the filter markings as
described in ISO 29463-4:2011, Annex A.

There are differences between 1SO 29463 (all parts) and other normative practices common in several
countries. For example, many of these rely on total aerosol concentrations rather than individual particles. For
information, a brief summary of these methods and their reference standards are provided in
ISO 29463-5:2011, Annex A.
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INTERNATIONAL STANDARD ISO 29463-2:2011(E)

High-efficiency filters and filter media for removing particles in
air —

Part 2:
Aerosol production, measuring equipment and particle-
counting statistics

1 Scope

This part of 1ISO 29463 specifies the aerosol production and measuring equipment used for testing high-
efficiency filters and filter media in accordance with 1ISO 29463-3, ISO 29463-4 and ISO 29463-5, as well as
the statistical basis for particle counting with a small number of counted events. It is intended to be used in
conjunction with 1ISO 29463-1, ISO 29463-3, ISO 29463-4 and ISO 29463-5.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

ISO 29463-1, High-efficiency filters and filter media for removing particles in air— Part 1: Classification,
performance, testing and marking

ISO 29463-3, High-efficiency filters and filter media for removing particles in air — Part 3: Testing flat sheet
filter media

ISO 29463-4:2011, High-efficiency filters and filter media for removing particles in air — Part 4: Test method
for determining the leakage of filter element — Scan method

ISO 29463-5:2011, High-efficiency filters and filter media for removing particles in air— Part 5: Test method
for filter elements

SO 29464"), Cleaning equipment for air and other gases — Terminology

1) To be published.
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ISO 29463-2:2011(E)

3 Terms and definitions

For the purposes of this document, the terms and definitions given in 1SO 29463-1, |SO 29464, and the
following apply.

31

counting efficiency

expression of that proportion of the particles of detectable size suspended in the volume flow under analysis
that make their way through the measured volume and are counted by the particle counter

EXAMPLE The ratio of the concentration measured to actual aerosol concentration.

NOTE The counting efficiency depends on the particle size, and decreases progressively in the proximity of the lower
detection limit of the particle counter.

4 Aerosol production

When testing a filter, a test aerosol with liquid particles shall be used as reference test method in accordance
with 1SO 29463-1. Alternatively, a solid PSL aerosol may be used for local efficiency (leak) testing (see
ISO 29463-4:2011, Annex E).

The testing of high-performance filters (ISO 65 U and higher) requires methods of aerosol production with high
production rates (1010 s=1 to 10" s=1), in order to provide statistically significant measurements downstream
of the filter.

By adjusting the operating parameters of the aerosol generator, it shall be possible to adjust the mean particle

diameter of the aerosol so that it is equal to the MPPS. The concentration and the size distribution of the
aerosol produced shall remain constant throughout the test.

4.1 Aerosol substances

A suitable aerosol substance for the reference test method is a liquid with a vapour pressure that is so low at
the ambient temperature that the size of the droplets produced does not change significantly due to
evaporation over the time scale relevant for the test procedure (in the order of a few seconds).

4.1.1 Possible substances include, but are not limited to,

— DEHS,

— PAOQ,

— paraffin oil (low viscosity).

4.1.2 The most critical properties of a possible aerosol substance are the following, which should not differ
significantly from the values given for the three substances suggested in Table 1:

— index of refraction;

— vapour pressure;

— density.

Standard laboratory safety regulations shall be observed when handling these substances. It shall be ensured

by means of suitable exhaust systems and air-tight aerosol ducting systems that the test aerosols are not
inhaled. In case of doubt, the safety data sheets for the appropriate substances shall be consulted.
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ISO 29463-2:2011(E)

Table 1 — Important data for aerosol substances at 20 °C

Trivial name DEHS PAQ?2 Paraffin oil (low visc.)

Chemical designation Sebacic Poly-alpha-olefin Mixture
acid-bis(2-ethylhexyl) ester | (e.g. CASP No. 68649-12-7) (e.g. CAS # 64742-46-7)
(e.g. CAS No. 122-62-3)

Trivial name Diethylhexylsebacate Polyalphaolefin Paraffin oil
Density, kg/m3 912 800 to 820 (820°) 843
Melting point, K 225 ~280 259
Boiling point, K 529 650 to 780 (674°) 526
Flash point, K >473 445 to 500 453
Vapour ey at293K | 19<01KkPaat423K 0,1t00,13 <0,1
0,003 1 to 0,003 4 at 373 K 0.026
Dynamic viscosity, kg/m-s 0,022 to 0,024 . ’
0,014 at 313K 0,002 5 to 0,003 8 at 313 K
Kinematic viscosity, mm?2/s — 3,8t04,2at373 K 3,0t04,5at313 K
1,450/650
1,452/600
1,4535/550
_ Index of (1,455 6°) (1,466°)
refraction/wavelength, nm 1,4545/500
1,4585/450
1,475/400

@8  US Patents 5,059,349, 5,059,352, and 5,076,965 describe and restrict the use of PAO for filter testing.
Material properties of PAO are as given in Japan JACA Standard No. 37-2001 and |SO 14644-3.

CAS #, Chemical Abstract Service Registry Number, substances have been registered in Chemical Abstract, issued by American
Chemical Society.

Data for “Emery 3004” as a specific example of a PAO.

Source: Crosby, David W., Concentration produced by a Laskin nozzle generator, a comparison of substitute materials and DOP,
21st DOE/NRC Nuclear Air Cleaning Conference.

4.2 Producing mono-disperse aerosols

4.21 Condensation methods

Condensation methods are preferred for the creation of mono-disperse aerosols, i.e. the particles are formed
by condensation from the vapour phase. It is necessary to distinguish between heterogeneous and
homogeneous condensation.

4211 Heterogeneous condensation

In the case of heterogeneous condensation, the vapour condenses at a relatively low level of super-saturation
onto very small particles that are already present, the so-called condensation nuclei. The size distribution of
the resultant aerosol has a geometrical standard deviation between oy = 1,05 and oy = 1,15.

One type of aerosol generator that operates using the principle of heterogeneous condensation and that is
suitable for testing filters in accordance with this part of ISO 29463 is the Rapaport-Weinstock generator (see
Figure 1).
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ISO 29463-2:2011(E)

42111 Rapaport-Weinstock generator
NOTE See Figure 1.
An aerosol substance is nebulized through a nozzle, either as a pure substance or in solution, and the

resultant poly-disperse aerosol is then vaporized along the heated section of a glass tube. Residual nuclei of
the impurities in the material remain.

Key

1 liquid reservoir

2 nebulizer

3 vaporization section
4 thermostat

5 condensation section

Q

Compressed air.
b Aerosol.

Figure 1 — Structure of the Rapaport and Weinstock aerosol generator

In the subsequent condensation section, the aerosol substance then condenses on these nuclei to form a
mono-disperse aerosol (see also Reference [1]).

The particle diameter of this aerosol is determined by the mixing ratio of aerosol substance and solvent. The
final aerosol contains the solvent used (e.g. propanol) as a vapour.

Generators of this type achieve particle production rates of 10° s=1; the particle diameter can be adjusted
between approximately 0,1 ym and 1,5 pm.
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