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Foreword 

This document (EN ISO 3450:2011) has been prepared by Technical Committee ISO/TC 127 "Earth-moving 
machinery" in collaboration with Technical Committee CEN/TC 151 “Construction equipment and building 
material machines - Safety” the secretariat of which is held by DIN. 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by May 2012, and conflicting national standards shall be withdrawn at the 
latest by May 2012. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights. 

This document supersedes EN ISO 3450:2008. 

This document has been prepared under a mandate given to CEN by the European Commission and the 
European Free Trade Association, and supports essential requirements of EU Directive(s). 

For relationship with EU Directive, see informative Annex ZA, which is an integral part of this document. 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech 
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, 
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, 
Sweden, Switzerland and the United Kingdom. 

Endorsement notice 

The text of ISO 3450:2011 has been approved by CEN as a EN ISO 3450:2011 without any modification. 
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Annex ZA 
(informative) 

 
Relationship between this European Standard and the Essential 

Requirements of EU Directive 2006/42/EC 

This European Standard has been prepared under a mandate given to CEN by the European Commission 
and the European Free Trade Association to provide one means of conforming to Essential Requirements of 
the New Approach Directive 2006/42/EC on machinery. 
 
Once this standard is cited in the Official Journal of the European Union under that Directive and has been 
implemented as a national standard in at least one Member State, compliance with the normative clauses of 
this standard confers, within the limits of the scope of this standard, a presumption of conformity with the 
relevant Essential Requirements of that Directive and associated EFTA regulations. 
 
WARNING — Other requirements and other EU Directives may be applicable to the product(s) falling 
within the scope of this Standard. 
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies 
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO 
technical committees. Each member body interested in a subject for which a technical committee has been 
established has the right to be represented on that committee. International organizations, governmental and 
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the International 
Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards 
adopted by the technical committees are circulated to the member bodies for voting. Publication as an 
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO 3450 was prepared by Technical Committee ISO/TC 127, Earth-moving machinery, Subcommittee SC 2, 
Safety, ergonomics and general requirements.

This fourth edition cancels and replaces the third edition (ISO 3450:1996), which has been technically revised.

ISO 3450:2011(E)
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INTERNATIONAL STANDARD� ISO 3450:2011(E)

﻿

Earth-moving machinery — Wheeled or high-speed rubber-
tracked machines — Performance requirements and test 
procedures for brake systems

1	 Scope

This International Standard specifies minimum performance requirements and test procedures for the service, 
secondary and parking brake systems of wheeled and high-speed rubber-tracked earth-moving machines, for 
the uniform assessment of those brake systems.

It is applicable to the following earth-moving machinery, operating on work sites or in mining, or travelling on 
public roads:

—	 self-propelled, rubber-tyred earth-moving machines, as defined in ISO 6165;

—	 self-propelled rollers and landfill compactors, as defined in ISO 6165 and ISO 8811;

—	 self-propelled scrapers, as defined in ISO 7133;

—	 remote-control machines, as defined in ISO 6165, wheeled or rubber-tracked;

—	 derivative earth-moving machines with rubber tyres;

—	 earth-moving machines with rubber tracks and a maximum machine speed ≥20 km/h.

It is not applicable to pedestrian-controlled earth-moving machinery (see ISO 17063) or crawler earth-moving 
machines with steel or rubber tracks that travel at <20 km/h (see ISO 10265). While purpose-built underground 
mining machines are not within the scope of this International Standard, its provisions can generally be applied 
to those machines with some braking performance modifications and additions (see Annex A).

NOTE	 At the time of publication, no International Standard dedicated to purpose-built underground mining machines 
had been developed.

2	 Normative references

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced document 
(including any amendments) applies.

ISO 6014, Earth-moving machinery — Determination of ground speed

ISO 6016, Earth-moving machinery — Methods of measuring the masses of whole machines, their equipment 
and components

ISO 6165, Earth-moving machinery — Basic types — Identification and terms and definitions

ISO 7133, Earth-moving machinery — Tractor-scrapers — Terminology and commercial specifications

ISO 8811, Earth-moving machinery — Rollers and compactors — Terminology and commercial specifications

ISO 9248, Earth-moving machinery — Units for dimensions, performance and capacities, and their measurement 
accuracies

ISO 10968, Earth-moving machinery — Operator’s controls

ISO  15998, Earth-moving machinery  — Machine-control systems (MCS) using electronic components  — 
Performance criteria and tests for functional safety

© ISO 2011 – All rights reserved� 1
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3	 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

3.1
brake system
braking system
all components which combine together to stop and/or hold the machine, including the brake control(s), brake 
actuation system, the brake(s) themselves and, if the machine is so equipped, the retarder .

3.1.1
service brake system
primary system used for stopping and holding the machine

3.1.2
secondary brake system
system used to stop the machine in the event of any single failure in the service brake system

3.1.3
parking brake system
system used to hold a stopped machine in a stationary position and which, if applicable, may also be part of 
secondary brake system

3.1.4
hydrostatic brake system
hydrostatic or other similar propel drive system used to meet one or more of the brake system requirements

3.1.5	 Braking system components

3.1.5.1
brake control
component directly activated by the operator to cause a force to be transmitted to the brake(s)

3.1.5.2
brake actuation system
all components between the brake control and the brake(s) which connect them functionally

3.1.5.3
brake
brakes
component which directly applies a force to oppose movement of the machine

NOTE	 The different types of brake include friction, mechanical, electrical, regenerative devices and hydrostatic or 
other fluid types.

3.1.5.4
common component
component that performs a function in two or more brake systems

EXAMPLE	 Pedal, valve.

3.1.5.5
retarder
energy-absorption device normally used to control machine speed

3.2
hydrostatic drive system
hydraulic system where hydraulic motors form a direct drive to the wheels or track to propel the machine and 
slow machine movement

ISO 3450:2011(E)
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3.3
machine test mass
operating mass of a machine which includes the heaviest combination of cab, canopy, operator protective 
structures (if required) with all their components and mountings, any combination of equipment approved 
by the manufacturer of the machine, including operator and full liquid systems in accordance with ISO 6016 
(e.g. machine configuration and direction of travel having the most adverse effect on braking)

NOTE 1	 For rollers, the sprinkler water reservoir(s) shall be full.

NOTE 2	 For self-propelled scrapers with semi-trailed units, towed trailers and all types of dumpers, the machine test 
mass shall also include the maximum specified payload as per the machine manufacturer’s specifications. For all other 
machines, the payload shall not be included.

3.4
stopping distance
s
distance travelled by the machine from the point on the test course at which the machine brake control actuation 
begins (e.g. operator actuates the brakes) to the point on the test course where the machine is fully stopped

NOTE 1	 It is expressed in metres (m).

NOTE 2	 It does not take into account the operator reaction time, unless stated, but does take into account the system 
reaction time.

3.5
mean deceleration
a
average rate of change in the velocity of the machine from the instant the brake control actuation begins until 
a full stop is achieved

NOTE	 It is expressed in metres per second squared (m/s2), calculated from

a v
s

=
2

2
where

v is the velocity of the machine immediately prior to the brake control being activated, in metres per second 
(m/s);

s is the stopping distance, in metres (m).

3.6
burnishing
procedure used to condition the frictional surfaces of a brake

3.7
brake system pressure
fluid pressure available to the brake control

3.8
brake application pressure
measured fluid pressure used to actuate the brakes

3.9
modulated braking
ability to continuously and progressively increase and decrease the braking force by operation of the brake 
control

EXAMPLE	 A system allows the braking force to be increased and decreased over time, based on single or repeated 
movements of the brake control.

ISO 3450:2011(E)
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3.10
test course
surface upon which the test is carried out

NOTE	 See 5.3.

3.11
cold brakes
〈brake systems containing friction elements〉 condition of brakes where

—	 the brakes have not been actuated in the previous hour except in accordance with the applicable 
performance test (see Clause 6),

—	 the brakes have been cooled to 100 °C or less when measured on the brake disc or the outside of the 
brake drum, or

—	 in the case of totally enclosed brakes, including oil-immersed brakes, the temperature measured on the 
outside of the housing closest to the brake is below 50 °C or within the brake manufacturer’s specifications

3.12
maximum machine speed
maximum speed determined in accordance with ISO 6014, or equivalent

3.13
back throttling
action of applying slight forward or reverse power to a hydrostatic or other similar drive system in order to hold 
the machine stationary

3.14
derivative earth-moving machine
machine with a combination of features from other earth-moving machines, thereby creating different 
configurations or arrangements

EXAMPLE	 Machine having the front-mounted equipment of a loader on a non-self-loading, rear-mounted dumper 
body.

3.15
safe state
condition in which, after a malfunction of the machine control system, the controlled equipment, process or 
system is automatically or manually stopped or switched into a mode that prevents unexpected performance 
or the potentially hazardous release of stored energy

3.16
dumper
self-propelled crawler or wheeled machine with an open body, which transports and dumps or spreads material, 
and where loading is performed by means other than the dumper

[ISO 6165]

NOTE	 For semi-trailed dumpers, see ISO 7132:2003, Figures 3, 16 and 20.

3.16.1
rigid-frame dumper
dumper having a rigid frame and wheel or crawler steering

[ISO 6165]

NOTE	 Rigid-frame and articulated-frame dumpers are illustrated in ISO 7132:2003, Figures 1 and 2, 8 and 9, 14 and 
15, and 18 and 19.
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