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National foreword

This British Standard is the UK implementation of EN ISO 3452-6:2008.

The ISO corrected text 15 March 2009 incorporates the following
editorial corrections:

—1in the Introduction, reference to EN 571-1 has been replaced with
reference to ISO 3452-1;

— the normative reference ISO 3452-1 carries a footnote stating its
equivalency to EN 571-1;

—1n 3.2, list item d), the phrase “this standard temperature range” has
been replaced with “the working temperature range”;

—1n 3.4, the second sentence of the first paragraph, the phrase
“materials testing” has been replaced with “testing materials”;

— 4.1, list items c) and d), are made requirements, and the last sentence
of item d) reworded for greater clarity;

—1n 4.2.3, the four occurrences of the word “cloth” have been replaced
with “cloths”;

—1n the second paragraph of 5.1, the requirement that the degreaser be
water soluble has been replaced by the statement “the degreaser has
to be soluble in water”;

— minor editorial corrections are made in 4.2.2 and 5.4.2.

The UK participation in its preparation was entrusted to Technical
Committee WEE/46, Non-destructive testing.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions
of a contract. Users are responsible for its correct application.

Compliance with a British Standard cannot confer immunity
from legal obligations.

Amendments/corrigenda issued since publication

Date Comments

31 August 2015 | Implementation of ISO corrected
text 15 March 2009
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PDF disclaimer

This PDF file may contain embedded typefaces. In accordance with Adobe's licensing policy, this file may be printed or viewed but
shall not be edited unless the typefaces which are embedded are licensed to and installed on the computer performing the editing. In
downloading this file, parties accept therein the responsibility of not infringing Adobe's licensing policy. The ISO Central Secretariat
accepts no liability in this area.

Adobe is a trademark of Adobe Systems Incorporated.

Details of the software products used to create this PDF file can be found in the General Info relative to the file; the PDF-creation
parameters were optimized for printing. Every care has been taken to ensure that the file is suitable for use by ISO member bodies. In
the unlikely event that a problem relating to it is found, please inform the Central Secretariat at the address given below.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.
International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO 3452-6 was prepared by the European Committee for Standardization (CEN) Technical Committee
CEN/TC 138, Non-destructive testing, in collaboration with ISO Technical Committee TC 135, Non-destructive
testing, Subcommittee SC 2, Surface methods, in accordance with the Agreement on technical cooperation
between ISO and CEN (Vienna Agreement).

ISO 3452 consists of the following parts, under the general titte Non-destructive testing — Penetrant testing:
— Part 1: General principles

— Part 2: Testing of penetrant materials

— Part 3: Reference test blocks

— Part 4: Equipment

— Part 5: Penetrant testing at temperatures higher than 50 °C

— Part 6: Penetrant testing at temperatures lower than 10 °C

This corrected version incorporates the following corrections:

— in the Introduction, reference to EN 571-1 has been replaced with reference to ISO 3452-1;

— the normative reference ISO 3452-1 carries a footnote stating its equivalency to EN 571-1;

— in 3.2, list item d), the phrase “this standard temperature range” has been replaced with “the working
temperature range”;

— in 3.4, the second sentence of the first paragraph, the phrase “materials testing” has been replaced with
“testing materials”;

— 4.1, list items c) and d), are made requirements, and the last sentence of item d) reworded for greater
clarity;

— in4.2.3, the four occurrences of the word “cloth” have been replaced with “cloths”;
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