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BS EN ISO 3690:2001

National foreword

This British Standard is the official English language version of EN ISO 3690:2000.
It is identical with ISO 3690:2000. It supersedes BS 6693-1:1986, BS 6693-2:1986,
BS 6693-3:1988, BS 6693-4:1988 and BS 6693-5:1988 which are withdrawn.

The UK participation in its preparation was entrusted to Technical Committee
WEE/39, Welding consumables, which has the responsibility to:

— aid enquirers to understand the text;

— present to the responsible international/European committee any enquiries
on the interpretation, or proposals for change, and keep the UK interests
informed,;

— monitor related international and European developments and promulgate
them in the UK.

A list of organizations represented on this committee can be obtained on request to
its secretary.

Cross-references

Attention is drawn to the fact that CEN and CENELEC Standards normally include
an annex which lists normative references to international publications with their
corresponding European publications. The British Standards which implement these
international or European publications may be found in the BSI Standards
Catalogue under the section entitled “International Standards Correspondence
Index”, or by using the “Find” facility of the BSI Standards Electronic Catalogue.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, the EN ISO title page,
the EN ISO foreword page, the ISO title page, pages ii to v, a blank page, pages 1 to
20, an inside back cover and a back cover.

The BSI copyright notice displayed in this document indicates when the document
was last issued.

Amendments issued since publication

This British Standard, having
been prepared under the Amd. No. Date Comments
direction of the Engineering

Sector Committee, was published

under the authority of the 13119 April 2001 | Correcting supersession detail in National Foreword.
Standards Committee and comes  Corrigendum
into effect on 15 March 2001 No.1
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EUROPEAN STANDARD EN ISO 3690
NORME EUROPEENNE
EUROPAISCHE NORM December 2000

ICS 02.016.40

English version

Welding and allied processes - Determination of hydrogen
content in ferritic arc weld metal (ISO 3690:2000)

Soudage et techniques connexes - Détermination de la SchweiBen und verwandte Prozesse - Bestimmung des
teneur en hydrogéne dans la métal fondu pour le soudage diffusiblen Wasserstoffgehaltes im ferritischen SchweiBgut
a l'arc des aciers ferritiques (ISO 3690:2000) (ISO/FDIS 3690:2000)

This European Standard was approved by CEN on 15 December 2000.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the Management Centre or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the Management Centre has the same status as the official
versions.

CEN members are the national standards bodies of Austria, Belgium, Czech Republic, Denmark, Finland, France, Germany, Greece,
Iceland, Ireland, Italy, Luxembourg, Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and United Kingdom.

. — |

EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

Management Centre: rue de Stassart, 36 B-1050 Brussels

© 2000 CEN Al rights of exploitation in any form and by any means reserved Ref. No. EN ISO 3690:2000 E
worldwide for CEN national Members.
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EN ISO 3690:2000

Foreword

The text of the International Standard ISO 3690:2000 has been prepared by
Technical Committee ISO/TC 44 "Welding and allied processes" in collaboration with
Technical Committee CEN/TC 121 "Welding", the secretariat of which is held by DS.

This European Standard shall be given the status of a national standard, either by
publication of an identical text or by endorsement, at the latest by June 2001, and
conflicting national standards shall be withdrawn at the latest by June 2001.

According to the CEN/CENELEC Internal Regulations, the national standards
organizations of the following countries are bound to implement this European
Standard: Austria, Belgium, Czech Republic, Denmark, Finland, France, Germany,
Greece, Iceland, Ireland, Italy, Luxembourg, Netherlands, Norway, Portugal, Spain,
Sweden, Switzerland and the United Kingdom.

Endorsement notice

The text of the International Standard ISO 3690:2000 was approved by CEN as a
European Standard without any modification.
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INTERNATIONAL ISO
STANDARD 3690

Second edition
2000-12-15

Welding and allied processes —
Determination of hydrogen content
in ferritic steel arc weld metal

Soudage et techniques connexes — Détermination de la teneur en

hydrogéne dans le métal fondu pour le soudage a l'arc des aciers
ferritiques

Reference number
ISO 3690:2000(E)
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EN ISO 3690:2000

Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies (ISO
member bodies). The work of preparing International Standards is normally carried out through ISO technical
committees. Each member body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, governmental and non-governmental, in
liaison with ISO, also take part in the work. ISO collaborates closely with the International Electrotechnical
Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 3.

Draft International Standards adopted by the technical committees are circulated to the member bodies for voting.
Publication as an International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this International Standard may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights.

International Standard ISO 3690 was prepared in collaboration with the International Institute of Welding which has
been approved by the ISO Council as an international standardizing body in the field of welding.

This second edition cancels and replaces the first edition (ISO 3690:1977), which has been technically revised.

Annex A of this International Standard is for information only.
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Introduction

During welding processes hydrogen is absorbed by the weld pool from the arc atmosphere. During cooling some of
this hydrogen escapes from the solid bead by diffusion but some also diffuses into the HAZ and parent metal. The
amount which does so depends on several factors such as original amount absorbed, the size of the weld and the
time-temperature conditions of cooling. Other factors being equal, the more hydrogen present in the weld the
greater the risk of cracking. The principal sources of hydrogen in welding are:

— moisture contained in and picked up by electrode coatings and fluxes;

— other hydrogenous materials which may break down in the heat of the arc;

— oil, dirt and grease on the plate surface or trapped in the surface layers of welding wires;
— atmospheric moisture during welding.

Measurements of weld hydrogen level therefore provide the means of deciding the degree to which a given welding
consumable is introducing hydrogen to the weld pool. They may thus help to categorize the sources of hydrogen
and classify different welding consumables. In addition, such measurements provide a starting point for calculating
preheating temperatures and temperatures of heat treatment to remove hydrogen after welding.

Hydrogen is unlike other elements in ferritic weld metal in that it diffuses rapidly at normal room temperatures and
some of it may be lost before an analysis can be made. This, coupled with the fact that the concentrations to be
measured are usually at the parts per million level, means that special sampling and analysis procedures are
needed. In order that results be comparable between different laboratories and can be used to develop hydrogen
control procedures, some international standardization of these sampling and analysis methods is necessary.

It has become clear from work within the International Institute of Welding that the same sampling and analysis
procedure can be used with minor modifications to deal with a number of fusion welding procedures and also for
purposes other than the simple classification of consumables. The purpose of this document is therefore to define a
standardized procedure of sampling and analysis of weld metal for the determination of hydrogen. The essential
features of the International Standard provide for the production of a weld specimen in the form of a rapidly
quenched single bead, and the procedure is described in 3.1; 3.2 of this International Standard gives details of the
procedures to be used when different welding processes are under investigation. The specimen obtained in this
way is then compatible with the recommended analytical techniques specified in 3.3.

There are two principal ways in which this International Standard is intended to be used:

a) To provide information on the levels of weld hydrogen arising from the use of consumables in specific states
(e.g. wet or dry), or as a result of the use of specific welding parameters (e.g. different current levels). For such
purposes the method can be applied with a variety of welding parameters and states of consumable, and these
will be chosen on each occasion in order to provide the specific information sought. It is important however to
state such conditions when results are reported so that misunderstandings can be avoided.

b) To enable consumables to be classified and to assist in quality control. In such cases consumables have to be
treated in like manner — i.e. with fixed conditions of drying temperature and time, welding current and so on.

It is understood that mercury is a hazardous substance, and that its use may be restricted in some countries. It
should be recognized that this International Standard provides a reference method against which all other methods
are to be calibrated. Once a proper calibration of an alternate method against this reference method is established,
normal testing can be conducted with the alternate method. Then the reference method need only be used in rare
instances, such as for checking calibration or in cases of dispute.
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