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BS 2000 : Part 270 : 1996
—

National foreword

This British Standard was published under the authority of the Materials and
Chemicals Sector Board and comes into effect on 29 February 1996. 1t is the English
language version of EN ISO 3830 : 1995 Petroleum products - Determination of lead
content of gasoline - lodine monochloride method, published by the European
Committee for Standardization (CEN), which endorses ISO 3830 : 1993, published
by the International Organization for Standardization (ISO).

This British Standard supersedes BS 2000 : Part 270 : 1994 and BS 5657 : 1988,
which are withdrawn.

There are no technical differences between this British Standard and the previous
edition of BS 2000 : Part 270. A new edition has been made available to fulfil BSI’s
obligation to publish all approved European Standards.

BS 2000 comprises a series of test methods for petroleum and its products that are
published by the Institute of Petroleum (IP) and have been accorded the status of a
British Standard. Each method should be read in conjunction with the preliminary
pages of ‘IP Standard methods for analysis and testing of petroleum and related
products’ which gives details of the BSI/IP agreement for publication of the series,
provides general information on safety precautions, sampling and other matters, and
lists the methods published as Parts of BS 2000.

The numbering of the Parts of BS 2000 follows that of the corresponding methods
published in ‘IP Standard methods for analysis and testing of petroleum and related
products’. Under the terms of the agreement between BSI and the Institute of
Petroleum, BS 2000 : Part 270/BS EN ISO 3830 will be published by the IP (in
‘Standard methods for analysis and testing of petroleum and related products’ and as
a separate publication). BS 2000 : Part 270 : 1996 is thus identical with IP 270/96.

Compliance with a British Standard does not of itself confer immunity from legal
obligations.

© The Institute of Petroleum
& BSI 1996

The following BSI references
relate to the work of this
standard:

Committee reference PTI/13
Announcement in BSI News
March 1995
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EUROPEAN STANDARD EN I1SO 3830
NORME EUROPEENNE

EUROPAISCHE NORM August 1995

ICS 75.160.20 Supersedes EN 23830: 1989

Descriptors: petroleum products, gasoline, chemical analysis, determination of content, lead, volumetric analysis

English version

Petroleum products — Determination of lead
content of gasoline — lodine monochloride method
(1SO 3830: 1993)

Produits pétroliers — Déterminatrion de la Mineralolerzeugnisse — Bestimmung des
teneur en plomb de |'essence — Méthode au Bleigehaltes von Ottokraftstoffen —
monochlorure d'iode (ISO 3830: 1993) lodmonochlorid-Verfahren (ISO 3830: 1993)

This European Standard was approved by CEN on 1995-07-30. CEN members are bound to comply with the CEN/
CENELEC Internal Regulations which stipulate the conditions for giving this European Standard the status of a national
standard without any alteration.

Up-to-date lists and bibliographical references concerning such national standards may be obtained on application to
the Central Secretariat or to any CEN member.

The European Standards exist in three official versions (English, French, German). A version in any other language
made by translation under the responsibility of a CEN member into its own language and notified to the Central
Secretariat has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Denmark, Finland, France, Germany, Greece,
Iceland, Ireland, Italy, Luxembourg, Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and United Kingdom.

CEN

European Committee for Standardization
Comité Européen de Normalisation
Europaisches Komitee fir Normung

Central Secretariat: rue de Stassart, 36 B-1050 Brussels

© 1995 All rights of reproduction and communication in any form and by any means reserved in all
countries to CEN and its members.

Ref. no. EN I1SO 3830: 1995 E
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— LEAD IN GASOLINE ICL, IP 270 —
Foreword

The text of the International Standard from ISO/TC 28 “Petroleum products and lubricants” of the International
Organization for Standardization (1SO) has been taken over as a European Standard by the Technical Committee CEN/
TC 19 “Petroleum products, lubricants and related products”.

This European Standard supersedes EN 23830: 1989

This European Standard shall be given the status of a National Standard, either by publication of an identical text or by
endorsement, at the latest by February 1996, and conflicting national standards shall be withdrawn at the latest by
February 1996.

According to CEN/CENELEC Internal Regulations, the following countries are bound to implement this European
Standard: Austria, Belgium, Denmark, Finland, France, Germany, Greece, Iceland, Ireland, Italy, Luxembourg,
Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and the United Kingdom.

Endorsement notice

The text of the International Standard ISO 3830: 1993 has been approved by CEN as a European Standard without any
modification.
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