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National foreword

This British Standard has been prepared by Technical Committee PTI/12 and is
the English language version of EN ISO 3993:1995 Liquefied petroleum gas and
light hydrocarbons — Determination of density or relative density — Pressure

hydrometer method, published by the European Committee for Standardization
(CEN). It is identical with [[SO 3993:1984 published by the International
Organization for Standardization (ISO). BS EN ISO 3994 supersedes

BS 6665:1985 which is withdrawn.
This edition takes account of the adoption of [SO 3993:1984 as a European

Standard, but does not reflect a full review or revision which may be undertaken
in due course.

CAUTION. This British Standard calls for the use of procedures that may be
hazardous if adequate precautions are not taken. It refers only to technical
suitability and does not absolve the user from legal obligations relating to health
and safety at any stage. Particular attention is drawn to the cautionary notes
in 4.3 and 8.5.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages 1 and ii,
the EN ISO title page, pages 2 to 8 and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on the

inside front cover. Documents
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Descriptors: Petroleum products, liquefied petroleum gases, hydrocarbons, tests, physical tests, determination, density (mass/volume),
hydrometers, test equipment

English version

Liquefied petroleum gas and light hydrocarbons —
Determination of density or relative density —
Pressure hydrometer method

([SO 3993:1984)

Gaz de pétrole liquéfiés et hydrocarbures Flissiggas und leichte Kohlenwasserstoffe —
légers — Détermination de la masse volumique Bestimmung der Dichte oder der relativen

ou de la densité relative — Méthode de Dichte — Verfahren mittels Druck-Ardometer
I'aréomeétre sous pression (LSO 3993:1984)

([SO 3993:1984)

This European Standard was approved by CEN on 1995-07-06. CEN members
are bound to comply with the CEN/CENELEC Internal Regulations which
stipulate the conditions for giving this European Standard the status of a
national standard without any alteration.

Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the Central Secretariat or to any
CEN member.

This European Standard exists in three official versions (English, French,
German). A version in any other language made by translation under the
responsibility of a CEN member into its own language and notified to the
Central Secretariat has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium,
Denmark, Finland, France, Germany, Greece, Iceland, Ireland, Italy,
Luxembourg, Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and
United Kingdom.

CEN

European Committee for Standardization
Comité Européen de Normalisation
Europaisches Komitee fur Normung

Central Secretariat: rue de Stassart 36, B-1050 Brussels
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