BS EN ISO 4064-1:2014

Incorporating corrigendum November 2014

BSI Standards Publication

Water meters for cold potable

water and hot water

Part 1: Metrological and technical
requirements

L
bSlo .. making excelle Doewriembst

Document Sharing Hub

Full document details: BS EN ISO 4064-1:2014


http://www.avadocuments.com/doc/bs-en-iso-4064-1-2014
http://www.avadocuments.com/doc/bs-en-iso-4064-1-2014

BS EN ISO 4064-1:2014 BRITISH STANDARD

National foreword

This British Standard is the UK implementation of
EN ISO 4064-1:2014. Together with BS EN I1SO 4064-4:2014 it supersedes
BS EN 14154-1:2005+A2:2011, which is withdrawn.

The UK participation in its preparation was entrusted by Technical
Committee CPI/30, Measurement of fluid flow in closed conduits, to
Subcommittee CPI/30/7, Volume flow-rate methods.

A list of organizations represented on this subcommittee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary provisions
of a contract. Users are responsible for its correct application.

© The British Standards Institution 2014.
Published by BSI Standards Limited 2014

ISBN 978 0 580 88387 3
1CS 91.140.60

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the Standards
Policy and Strategy Committee on 30 June 2014.

Amendments/corrigenda issued since publication

Date Text affected

30 November 2014  Implementation of CEN Correction Notice
20 August 2014. Updated supersession details in
national and CEN foreword

30 November 2014  Implementation of CEN Correction Notice
15 October 2014: Corrected French title in CEN
title page

Documents

Document Sharing Hub

Full document details: BS EN ISO 4064-1:2014


http://dx.doi.org/10.3403/30236610
http://www.avadocuments.com/doc/bs-en-iso-4064-1-2014
http://www.avadocuments.com/doc/bs-en-iso-4064-1-2014

EUROPEAN STANDARD EN ISO 4064-1
NORME EUROPEENNE
EUROPAISCHE NORM June 2014

ICS 91.140.60 Supersedes EN 14154-1:2005+A2:2011

English Version

Water meters for cold potable water and hot water - Part 1:
Metrological and technical requirements (ISO 4064-1:2014)

Compteurs d'eau potable froide et d'eau chaude - Partie 1: Wasserzahler zum Messen von kaltem Trinkwasser und
Exigences métrologiques et techniques (ISO 4064-1:2014) heiRem Wasser - Teil 1: Metrologische und technische
Anforderungen (ISO 4064-1:2014)

This European Standard was approved by CEN on 21 September 2013.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation

under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management Centre has the same
status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania,
Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and United
Kingdom.

. — |

EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

CEN-CENELEC Management Centre: Avenue Marnix 17, B-1000 Brussels

© 2014 CEN  All rights of exploitation in any form and by any means reserved Ref. No. EN ISO 4064-1:2014 E
worldwide for CEN national Members.

Documents

Document Sharing Hub

Full document details: BS EN ISO 4064-1:2014


http://dx.doi.org/10.3403/30217190U
http://www.avadocuments.com/doc/bs-en-iso-4064-1-2014
http://www.avadocuments.com/doc/bs-en-iso-4064-1-2014

BS EN ISO 4064-1:2014
EN ISO 4064-1:2014 (E)

Foreword

This document (EN ISO 4064-1:2014) has been prepared by Technical Committee ISO/TC 30 “Measurement
of fluid flow in closed conduits” in collaboration with Technical Committee CEN/TC 92 “Water meters” the
secretariat of which is held by SNV.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by December 2014, and conflicting national standards shall be withdrawn
at the latest by June 2017.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 14154-1:2005+A2:2011.

This document has been prepared under a mandate given to CEN by the European Commission and the
European Free Trade Association, and supports essential requirements of EU Directive(s).

For relationship with EU Directive(s), see informative Annex ZA, which is an integral part of this document.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech
Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece,
Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal,
Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the United Kingdom.

Endorsement notice

The text of ISO 4064-1:2014 has been approved by CEN as EN ISO 4064-1:2014 without any modification.
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Annex ZA
(informative)

Relationship between this European Standard and the Essential
Requirements of Requirements of EU Directive 2004/22/EC

This European Standard has been prepared under a mandate given to CEN by the European Commission
and the European Free Trade Association to provide one means of conforming to Essential Requirements of
the New Approach Directive 2004/22/EC, Measuring instruments directive.

Once this standard is cited in the Official Journal of the European Communities under that Directive and has
been implemented as a national standard in at least one Member State, compliance with the normative
clauses of this standard confers, within the limits of the scope of this standard, a presumption of conformity
with the relevant Essential Requirements of that Directive and associated EFTA regulations.

WARNING: Other requirements and other EU Directives may be applicable to the products falling within the
scope of this standard.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2, www.iso.org/directives.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of any
patent rights identified during the development of the document will be in the Introduction and/or on
the ISO list of patent declarations received, www.iso.org/patents.

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

The committees responsible for this document are Technical Committee ISO/TC 30, Measurement of fluid
flow in closed conduits, Subcommittee SC 7, Volume methods including water meters and OIML Technical
Subcommittee TC 8/SC 5 Water meters.

This fourth edition of ISO 4064-1 cancels and partially replaces the third edition (ISO 4064-1:2005), which
has been technically revised. Some provisions of the third edition are addressed in ISO 4064-4:2014.

[SO 4064 consists of the following parts, under the general title Water meters for cold potable water and
hot water:

— Part 1: Metrological and technical requirements

— Part 2: Test methods

— Part 3: Test report format

— Part 4: Non-metrological requirements not covered in 1SO 4064-1
— Part 5: Installation requirements

This edition of ISO 4064-1 is identical to the corresponding edition of OIML R 49-1, which has been
issued concurrently. OIML R 49-1 was approved for final publication by the International Committee of
Legal Metrology at its 48th meeting in Ho Chi Minh City, Vietnam in October 2013. It will be submitted
to the International Conference on Legal Metrology in 2016 for formal sanction.
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Water meters for cold potable water and hot water —

Part 1:
Metrological and technical requirements

1 Scope

This part of [SO 4064||OIML R 49 specifies the metrological and technical requirements for water meters
for cold potable water and hot water flowing through a fully charged, closed conduit. These water meters
incorporate devices which indicate the integrated volume.

In addition to water meters based on mechanical principles, this part of [SO 4064||OIML R 49 applies to
devices based on electrical or electronic principles, and mechanical principles incorporating electronic
devices, used to measure the volume of cold potable water and hot water.

This part of [SO 4064|OIML R 49 also applies to electronic ancillary devices. Ancillary devices are
optional. However, it is possible for national or regional regulations to render some ancillary devices
mandatory in relation to the utilization of water meters.

NOTE Any national regulations apply in the country of use.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated
references, the latest edition of the referenced document (including any amendments) applies.

[SO 4064-2:2014)|0IML R 49-2:2013, Water meters for cold potable water and hot water — Part 2: Test
methods

3 Terms and definitions

For the purposes of this document, the following definitions apply.

NOTE This terminology conforms to that used in ISO/IEC Guide 99:2007|0IML V 2-200:2012,[11 OIML V
1:2013[2] and OIML D 11.[3] Modified versions of some terms defined in References[1]-[3] are listed here.

3.1 Water meter and its constituents

3.1.1

water meter

instrument intended to measure continuously, memorize, and display the volume of water passing
through the measurement transducer at metering conditions

Note 1 to entry: A water meter includes at least a measurement transducer, a calculator (including adjustment or
correction devices, if present) and an indicating device. These three devices can be in different housings.

Note 2 to entry: A water meter may be a combination meter (see 3.1.16).

Note 3 to entry: In this International Standard, a water meter is also referred to as a “meter”.
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3.1.2

measurement transducer

part of the meter that transforms the flow rate or volume of water to be measured into signals which are
passed to the calculator and includes the sensor

Note 1 to entry: The measurement transducer may function autonomously or use an external power source and
may be based on a mechanical, electrical or electronic principle.

3.1.3

sensor

element of a meter that is directly affected by a phenomenon, body or substance carrying a quantity to
be measured

[SOURCE:ISO/IEC Guide 99:2007|0IMLV 2-200:2012 (VIM), 3.8, modified — “meter” replaces “measuring
system”.]

Note 1 to entry: For a water meter, the sensor may be a disc, piston, wheel or turbine element, the electrodes on an
electromagnetic meter, or another element. The element senses the flow rate or volume of water passing through
the meter and is referred to as a “flow sensor” or “volume sensor”.

3.14

calculator

part of the meter that transforms the output signals from the measurement transducer(s) and, possibly,
from associated measuring instruments and, if appropriate, stores the results in memory until they are
used

Note 1 to entry: The gearing is considered to be the calculator in a mechanical meter.

Note 2 to entry: The calculator may be capable of communicating both ways with ancillary devices.

3.1.5

indicating device

part of the meter that provides an indication corresponding to the volume of water passing through the
meter

Note 1 to entry: For the definition of the term “indication”, see ISO/IEC Guide 99:2007|0IML V 2-200:2012 (VIM),
4.1.

3.1.6

adjustment device

partofthe meter thatallows an adjustment of the meter such that the error curve of the meteris generally
shifted parallel to itself to fit in the envelope of the maximum permissible errors

Note 1to entry: For the definition of the term “adjustment of a measuring system”, see ISO/IEC Guide 99:2007|OIML
V 2-200:2012 (VIM), 3.11.

3.1.7

correction device

device connected to or incorporated in the meter for automatic correction of the volume of water at
metering conditions, by taking into account the flow rate and/or the characteristics of the water to be
measured and the pre-established calibration curves

Note 1 to entry: The characteristics of the water, e.g. temperature and pressure, may be either measured using
associated measuring instruments or stored in a memory in the meter.

Note 2 to entry: For the definition of the term “correction”, see ISO/IEC Guide 99:2007|0IML V 2-200:2012 (VIM),
2.53.
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3.1.8

ancillary device

device intended to perform a specific function, directly involved in elaborating, transmitting or
displaying measured values

Note 1 to entry: For the definition of “measured value”, see ISO/IEC Guide 99:2007|0IML V 2-200:2012 (VIM), 2.10.

Note 2 to entry: The main ancillary devices are:

a) zero-setting device;

b) price-indicating device;

) repeating indicating device;

d) printing device;

e) memory device;

f) tariff control device;

g) pre-setting device;

h) self-service device;

i) flow sensor movement detector (for detecting movement of the flow sensor before this is clearly

visible on the indicating device);

i) remote reading device (which may be incorporated permanently or added temporarily).

Note 3 to entry: Depending on national legislation, ancillary devices may be subject to legal metrological control.

3.1.9

tariff control device

device that allocates measured values into different registers depending on tariff or other criteria, each
register having the possibility to be read individually

3.1.10

pre-setting device

device that permits the selection of the quantity of water to be measured and which automatically stops
the flow of water after the selected quantity has been measured

3.1.11

associated measuring instrument

instrument connected to the calculator or the correction device for measuring a quantity, characteristic
of water, with a view to making a correction and/or a conversion

3.1.12
meter for two constant partners
meter that is permanently installed and only used for deliveries from one supplier to one customer

3.1.13
in-line meter
type of meter that is fitted into a closed conduit by means of the meter end connections provided

Note 1 to entry: The end connections may be flanged or threaded.

3.1.14
complete meter
meter whose measurement transducer, calculator, and indicating device are not separable
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3.1.15
combined meter
meter whose measurement transducer, calculator, and indicating device are separable

3.1.16

combination meter

meter comprising one large meter, one small meter, and a changeover device that, depending on the
magnitude of the flow rate passing through the meter, automatically directs the flow through either the
small or the large meter, or both

Note 1 to entry: The meter reading is obtained from two independent totalizers, or from one totalizer which adds
up the values from both water meters.

3.1.17

equipment under test

EUT

complete meter, sub-assembly or ancillary device that is subjected to a test

3.1.18
concentric meter
type of meter that is fitted into a closed conduit by means of a manifold

Note 1 to entry: The inlet and outlet passages of the meter and the manifold are coaxial at the interface between
them.

3.1.19
concentric meter manifold
pipe fitting specific to the connection of a concentric meter

3.1.20

cartridge meter

type of meter that is fitted into a closed conduit by means of an intermediate fitting called a connection
interface

Note 1 to entry: The inlet and outlet passages of the meter and the connection interface are either concentric or
axial as specified in [[SO 4064-4.

3.1.21
cartridge meter connection interface
pipe fitting specific to the connection of an axial or concentric cartridge meter

3.1.22

meter with exchangeable metrological module

meter with a permanent flow rate 216 m3/h, comprising a connection interface and an exchangeable
metrological module from the same type approval

3.1.23
exchangeable metrological module
self-contained module comprising a measurement transducer, a calculator and an indicating device

3.1.24
connection interface for meters with exchangeable metrological modules
pipe fitting specific to the connection of exchangeable metrological modules
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3.2 Metrological characteristics

3.21

actual volume

Va

total volume of water passing through the meter, disregarding the time taken

Note 1 to entry: This is the measurand.

Note 2 to entry: The actual volume is calculated from a reference volume as determined by a suitable measurement
standard, taking into account differences in metering conditions, as appropriate.

3.2.2

indicated volume

Vi

volume of water indicated by the meter, corresponding to the actual volume

3.2.3
primary indication
indication which is subject to legal metrological control

3.24
error
measured quantity value minus a reference quantity value

[SOURCE: ISO/IEC Guide 99:2007|0IML V 2-200:2012 (VIM), 2.16]

Note 1 to entry: For the application of this part of [SO 4064||OIML R 49, the indicated volume is considered as the
measured quantity value and the actual volume as the reference quantity value. The difference between indicated
volume and actual volume is referred to as: error (of indication).

Note 2 to entry: In this International Standard, the error (of indication) is expressed as a percentage of the actual
(Vi _Va)

a

volume, and is equal to: x100 %

3.2.5

maximum permissible error

MPE

extreme value of measurement error, with respect to a known reference quantity value, permitted by
specifications or regulations for a given meter

[SOURCE: ISO/IEC Guide 99:2007|0IML V 2-200:2012 (VIM), 4.26, modified — “meter” replaces
“measurement, measuring instrument, or measuring system”]

3.2.6
intrinsic error
error of a meter determined under reference conditions

[SOURCE: OIML D 11:2013, 3.8, modified — “meter” replaces “measuring instrument,”]

3.2.7
initial intrinsic error
intrinsic error of a meter as determined prior to performance tests and durability evaluations

[SOURCE: OIML D 11:2013, 3.9, modified — “meter” replaces “measuring instrument”]

3.2.8
fault
difference between the error (of indication) and the intrinsic error of a meter

[SOURCE: OIML D 11:2013, 3.10, modified — “of indication” placed in parentheses; “meter” replaces
“measuring instrument”]

Documents

] Document Sharingg-lub
© IS0 2014 - All rights reserved

Full document details: BS EN ISO 4064-1:2014


http://dx.doi.org/10.3403/BSENISO4064
http://www.avadocuments.com/doc/bs-en-iso-4064-1-2014
http://www.avadocuments.com/doc/bs-en-iso-4064-1-2014

BS EN ISO 4064-1:2014
ISO 4064-1:2014(E)

3.29
significant fault
fault greater than the value specified in this part of [SO 4064||OIML R 49

[SOURCE: OIML D 11:2013, 3.12, modified — “this part of [SO 4064||OIML R 49” replaces “the relevant
Recommendation”]

Note 1 to entry: See 5.1.2, which specifies the value of a significant fault.

3.2.10
durability
ability of a meter to maintain its performance characteristics over a period of use

[SOURCE: OIML D 11:2013, 3.18, modified — “meter” replaces “measuring instrument”]

3.2.11
metering conditions
conditions of the water, the volume of which is to be measured, at the point of measurement

EXAMPLE Water temperature, water pressure.

3.2.12

first element of an indicating device

element which, in an indicating device comprising several elements, carries the graduated scale with the
verification scale interval

3.2.13
verification scale interval
lowest value scale division of the first element of an indicating device

3.2.14
resolution of a displaying device
smallest difference between displayed indications that can be meaningfully distinguished

[SOURCE: ISO/IEC Guide 99:2007|OIML V 2-200:2012 (VIM), 4.15]

Note 1 to entry: For a digital indicating device, this is the change in the indication when the least significant digit
changes by one step.

3.3 Operating conditions

3.3.1
flow rate

Q = dV/dt where Vis actual volume and t is time taken for this volume to pass through the meter

Note 1 to entry: [S0 4006:1991)[414.1.2 prefers the use of the symbol gy for this quantity, but Q is used in this
International Standard as it is well established in the industry.

3.3.2
permanent flow rate

Q3
highest flow rate within the rated operating conditions at which the meter is to operate within the
maximum permissible errors

Note 1 to entry: In this International Standard, flow rate is expressed in m3/h. See 4.1.3.
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3.3.3
overload flow rate

Q4

highest flow rate at which the meter is to operate for a short period of time within the maximum
permissible errors, while maintaining its metrological performance when it is subsequently operating
within the rated operating conditions

3.34
transitional flow rate

Q2

flow rate between the permanent flow rate and the minimum flow rate that divides the flow rate range
into two zones, the upper flow rate zone and the lower flow rate zone, each characterized by its own
maximum permissible errors

3.3.5
minimum flow rate

Q1

lowest flow rate at which the meter is to operate within the maximum permissible errors

3.3.6
combination meter changeover flow rate

Qx

flow rate at which the flow in the larger meter stops with decreasing flow rate (Qx1) or starts with
increasing flow rate (Qx2)

3.3.7

minimum admissible temperature

mAT

minimum water temperature that a meter can withstand permanently, within its rated operating
conditions, without deterioration of its metrological performance

Note 1 to entry: mAT is the lower of the rated operating conditions for temperature.

3.3.8

maximum admissible temperature

MAT

maximum water temperature that a meter can withstand permanently, within its rated operating
conditions, without deterioration of its metrological performance

Note 1 to entry: MAT is the upper of the rated operating conditions for temperature.

3.39

maximum admissible pressure

MAP

maximum internal pressure that a meter can withstand permanently, within its rated operating
conditions, without deterioration of its metrological performance

3.3.10

working temperature

Tw

water temperature in the pipe measured upstream of the meter

3.3.11
working pressure

Pw
average water pressure (gauge) in the pipe measured upstream and downstream of the meter
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