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Foreword 

The text of ISO 4180:2009 has been prepared by Technical Committee ISO/TC 122 “Packaging” of the 
International Organization for Standardization (ISO) and has been taken over as EN ISO 4180:2010 by 
Technical Committee CEN/TC 261 “Packaging” the secretariat of which is held by AFNOR. 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by March 2011, and conflicting national standards shall be withdrawn at 
the latest by March 2011. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights. 

This document supersedes EN 24180-1:1992, EN 24180-2:1992. 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech 
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, 
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, 
Sweden, Switzerland and the United Kingdom. 

Endorsement notice 

The text of ISO 4180:2009 has been approved by CEN as a EN ISO 4180:2010 without any modification. 
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Foreword 

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies 
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO 
technical committees. Each member body interested in a subject for which a technical committee has been 
established has the right to be represented on that committee. International organizations, governmental and 
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the 
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization. 

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2. 

The main task of technical committees is to prepare International Standards. Draft International Standards 
adopted by the technical committees are circulated to the member bodies for voting. Publication as an 
International Standard requires approval by at least 75 % of the member bodies casting a vote. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights. 

ISO 4180 was prepared by Technical Committee ISO/TC 122, Packaging, Subcommittee SC 3, Performance 
requirements and tests for means of packaging, packages and unit loads (as required by ISO/TC 122). 

This first edition of ISO 4180 cancels and replaces ISO 4180-1:1980 and ISO 4180-2:1980. 
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Packaging — Complete, filled transport packages — General 
rules for the compilation of performance test schedules 

1 Scope 

This International Standard establishes general rules to be used for the compilation of performance test 
schedules for complete, filled transport packages intended for use within any distribution system except for the 
packages used for dangerous goods. 

For a known distribution environment with experimental data available (case 1), this International Standard 
provides guide lines for the compilation of appropriate test schedules. 

For an unknown distribution environment (case 2), this International Standard provides test schedules in 
dependence of the test specimen mass and forecast destination. 

This International Standard also gives the factors to be considered in assessing the criteria of acceptance of 
such packages after they have been subjected to a package performance test schedule. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

ISO 2206, Packaging — Complete, filled transport packages — Identification of parts when testing 

ISO 2233, Packaging — Complete, filled transport packages and unit loads — Conditioning for testing 

ISO 2234, Packaging — Complete, filled transport packages and unit loads — Stacking tests using a static 
load 

ISO 2244, Packaging — Complete, filled transport packages and unit loads — Horizontal impact tests 

ISO 2248, Packaging — Complete, filled transport packages — Vertical impact test by dropping 

ISO 2873, Packaging — Complete, filled transport packages and unit loads — Low pressure test 

ISO 4178, Complete, filled transport packages — Distribution trials — Information to be recorded 

ISO 8318, Packaging — Complete, filled transport packages and unit loads — Sinusoidal vibration tests using 
a variable frequency 

ISO 12048, Packaging — Complete, filled transport packages — Compression and stacking tests using a 
compression tester 

ISO 13355:2001, Packaging — Complete, filled transport packages and unit loads — Vertical random 
vibration test 

EN 14149, Packaging — Complete, filled transport packages and unit loads — Impact test by rotational drop 

Full document details: BS EN ISO 4180:2010

http://dx.doi.org/10.3403/00181632U
http://dx.doi.org/10.3403/00156258U
http://dx.doi.org/10.3403/00157865U
http://dx.doi.org/10.3403/00156273U
http://dx.doi.org/10.3403/00157880U
http://dx.doi.org/10.3403/02794872U
http://dx.doi.org/10.3403/00103442U
http://dx.doi.org/10.3403/00169727U
http://dx.doi.org/10.3403/02170301U
http://dx.doi.org/10.3403/02561163
http://dx.doi.org/10.3403/03080882U
http://www.avadocuments.com/doc/bs-en-iso-4180-2010
http://www.avadocuments.com/doc/bs-en-iso-4180-2010


BS EN ISO 4180:2010
ISO 4180:2009(E) 

2 © ISO 2009 – All rights reserved
 

3 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

3.1 
performance test schedule 
single laboratory test, or series of tests, intended to ascertain the performance, under working conditions, of 
the subject under test 

3.2 
complete, filled transport package 
packaging, including contents, prepared for distribution 

NOTE ISO 21067 [6] provides terminology relating to packaging. 

3.3 
distribution system  
operations which take place after a package has been filled and closed, including all handling, transport and 
storage operations up to and including delivery to the user 

4 Distribution systems 

Distribution systems exist in great variety and complexity, but however great the complexity, they may be 
considered to be combinations of a number of simple elements. These simple elements are: 

a) transport of packages from one point to another, with or without change of mode of transport (where 
transport shall be considered to include the loading and unloading operations); 

b) storage. 

5 Hazards 

During distribution, a transport package is subjected to a number of hazards which might cause damage. 
These hazards are the result of a number of factors, the most important of which are: 

a) the characteristics of the distribution system, i. e. the carrier, the mode of transport, the geographic area; 

b) the design of the package, i.e. its dimensions, mass and shape and the mechanical characteristic of the 
materials of which it is composed. 

6 Tests 

6.1 General 

Laboratory tests on transport packages aim to simulate or represent the distribution hazards. 

6.2 Appropriate application of tests 

The appropriate application of tests requires 

a) a knowledge of the stress arising from these hazards, and 

b) the capability of reproducing these stresses by a particular test or, alternatively, of producing damage 
identical to that observed in practice. 
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6.3 Levels of intensity 

The levels of intensity selected for the tests could depend on the factors in 6.2 and: 

a) the mass of the package; 

b) the distance and the geographic location of the destination; 

c) the degree of assurance that the package should give; 

d) the nature of the contents and the frequency and value of the consignment. 

7 Determination of criteria for acceptance 

The criteria for acceptance of a complete filled transport package might be determined by 

⎯  the reduction of quality of the package and/or its contents,  

⎯ the extent of loss of package contents,  

⎯ the extent of deterioration of the package and/or its contents, or  

⎯ whether the damaged package represents a hazard or potential hazard in subsequent distribution, 
including storage. 

In determining the extent of damage that is acceptable the following factors should be considered: 

a) the unit value of the contents; 

b) the number of units in the complete, filled transport package; 

c) the number of complete, filled transport packages in the consignment; 

d) the cost of distribution. 

In addition it should be considered whether the contents are  

⎯ non-dangerous, or 

⎯ dangerous. 

Methods of quantifying damage to a package are given in Annex A. 

8 Selection of package attitude 

The package attitude selected for use in the test should be the attitude of the package presented by the 
hazard being simulated by the test. 
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