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National foreword

This British Standard is the official English language version of
EN ISO 4263-2:2003. It is identical with ISO 4263-2:2003.

The UK participation in its preparation was entrusted to Technical Committee
PTI1/13, Petroleum testing and terminology, which has the responsibility to:

— aid enquirers to understand the text;

—  present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep the
UK interests informed,;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this committee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international or European
publications referred to in this document may be found in the BSI Catalogue
under the section entitled “International Standards Correspondence Index”, or
by using the “Search” facility of the BSI Electronic Catalogue or of

British Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, the EN ISO title
page, the EN ISO foreword page, the ISO title page, pages ii to iv, pages 1

to 14, the Annex ZA page, and a back cover.

The BSI copyright date displayed in this document indicates when the
document was last issued.

Amendments issued since publication

Amd. No. Date Comments
14574 14 July 2003 |Correction to EN ISO foreword page and
Corrigendum No. 1 addition of Annex ZA page
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NORME EUROPEENNE

EUROPAISCHE NORM April 2003

ICS 75.120
English version
Petroleum and related products - Determination of the ageing
behaviour of inhibited oils and fluids - TOST test - Part 2:
Procedure for category HFC hydraulic fluids (ISO 4263-2:2003)

Pétrole et produits et produits connexes - Détermination du Mineralélprodukte und verwandte Erzeugnisse -

comportement au vieillissement des fluides et huiles Bestimmung des Alterungsverhaltens von wirkstoffhaltigen
inhibées - Essai TOST - Partie 2: Méthode pour les fluides Olen und FlUssigkeiten - TOST Test - Teil 2: Verfahren fiir

hydrauliques de catégorie HFC (ISO 4263-2:2003) Druckflissigkeiten der Klasse HFC (ISO 4263-2:2003)

This European Standard was approved by CEN on 25 March 2003.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the Management Centre or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the Management Centre has the same status as the official
versions.

CEN members are the national standards bodies of Austria, Belgium, Czech Republic, Denmark, Finland, France, Germany, Greece,
Hungary, Iceland, Ireland, Italy, Luxembourg, Malta, Netherlands, Norway, Portugal, Slovakia, Spain, Sweden, Switzerland and United
Kingdom.
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EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

Management Centre: rue de Stassart, 36 B-1050 Brussels

© 2003 CEN Al rights of exploitation in any form and by any means reserved Ref. No. EN ISO 4263-2:2003 E
worldwide for CEN national Members.
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CORRECTED 2003-06-25

Foreword

This document (EN ISO 4263-2:2003) has been prepared by Technical Committee ISO/TC 28
"Petroleum products and lubricants” in collaboration with Technical Committee CEN/TC 19
"Petroleum products, lubricants and related products”, the secretariat of which is held by NEN.

This European Standard shall be given the status of a national standard, either by publication of
an identical text or by endorsement, at the latest by October 2003, and conflicting national
standards shall be withdrawn at the latest by October 2003.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of
the following countries are bound to implement this European Standard: Austria, Belgium, Czech
Republic, Denmark, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy,
Luxembourg, Malta, Netherlands, Norway, Portugal, Slovakia, Spain, Sweden, Switzerland and
the United Kingdom.

Endorsement notice

The text of ISO 4263-2:2003 has been approved by CEN as EN ISO 4263-2:2003 without any
modifications.

NOTE Normative references to International Standards are listed in Annex ZA (normative).
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INTERNATIONAL ISO
STANDARD 1263-2

First edition
2003-04-15

Petroleum and related products —
Determination of the ageing behaviour of
inhibited oils and fluids — TOST test

Part 2:
Procedure for category HFC hydraulic
fluids

Pétrole et produits connexes — Détermination du comportement au
vieillissement des fluides et huiles inhibées — Essai TOST

Partie 2: Méthode pour les fluides hydrauliques de catégorie HFC

e —— Reference number
=, — ISO 4263-2:2003(E)

EISO: Documents

= [— Document Sharing Hub

Full document details: BS EN ISO 4263-2:2003


http://dx.doi.org/10.3403/02805755U
http://dx.doi.org/10.3403/02805755U
http://www.avadocuments.com/doc/bs-en-iso-4263-2-2003
http://www.avadocuments.com/doc/bs-en-iso-4263-2-2003

EN ISO 4263-2:2003

Documents

i Document Sharing Hub

Full document details: BS EN ISO 4263-2:2003


http://www.avadocuments.com/doc/bs-en-iso-4263-2-2003
http://www.avadocuments.com/doc/bs-en-iso-4263-2-2003

EN [SO 4263-2:2003

Contents Page
0T =TT o iv
1 8T e o o - P 1
2 [V 4B LAY =Y =Y =Y 4 o 1
3 L T o 1
4 Reagents and MaterialS.........cuuuiuieeieeeiemmiimeieiees e crcreece e s ns s s s e snsnsnsnsnsnsnsnsssnsssnssssssssssssssnssnennnnnnnnnnnns 2
5 N o] - 1 10 3
6 85 T= 14 o T ' PSSR 6
7 Preparation of materials and apparatus ........ccccccv i e 7
8 o T o= LT - 8
9 L0 11 1| - 1 T o PN 9
10 EXPression Of r@SUIES..... .. e mn e e e s mmn e e e e e s e smn e e e e e e e e nmnns 9
1 LIS A8 =] o e o R 9
Annex A (normative) Liquid-in-glass thermometer specifications ...........ccccceiiiiiiinniicccee, 10
Annex B (normative) Procedure for packaging and storage of catalyst coils..........ccccoenriinriiiinniniinenn, 1
Annex C (normative) Method for the determination of the insolubles content of category HFC

MY Araulic fIUIAS ...cuiiiiiieiee e s e s n e e e e s s s ssmn e e e e e ee s s s s nnme e e e e eessnnnneeneeessnnsnnnns 12
Annex D (normative) Appearance rating of catalyst-Coil Wires .........ccccccceemriimiiicccccsscrr e 13
[= 71 o7 [0 o = T o 17/ 14

Documents

Document Sharing Hub
iii

Full document details: BS EN ISO 4263-2:2003


http://dx.doi.org/10.3403/BSENISO4263
http://www.avadocuments.com/doc/bs-en-iso-4263-2-2003
http://www.avadocuments.com/doc/bs-en-iso-4263-2-2003

EN ISO 4263-2:2003

Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.
The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an

International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

SO 4263-4 was prepared by Technical Committee ISO/TC 28, Petroleum products and lubricants.

SO 4263 consists of the following parts, under the general title Petroleum and related products —
Determination of the ageing behaviour of inhibited oils and fluids — TOST test:

— Part 1: Procedure for mineral oils
— Part 2: Procedure for category HFC hydraulic fluids
— Part 3: Anhydrous procedure for synthetic hydraulic fluids

— Part 4: Procedure for industrial gear oils
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