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National foreword

This Part of BS 6670 has been prepared under the direction of the Surface 
Coatings (other than Paints) Standards Committee. It is identical with
ISO 4524-3:19851) “Metallic coatings — Test methods for electrodeposited gold 
and gold alloy coatings — Part 3: Electrographic tests for porosity” prepared 
by Sub-committee 3, Electrodeposited coatings and related finishes of Technical 
Committee 107, Metallic and other non-organic coatings, of the International 
Organization for Standardization (ISO) with the active participation and 
approval of the UK.
In 1994 the European Committee for Standardization (CEN) accepted
ISO 4524-3:1985 as European Standard EN ISO 4524-3:1994. As a consequence 
of implementing the European Standard this British Standard is renumbered as 
BS EN 4524-3:1995 and any reference to BS 6670-3 should be read as a reference 
to BS EN ISO 4524-3:1995.
A number of the Parts of BS 6670 are intended to replace certain of the 
appendices of BS 4292:1968, “Electroplated coatings of gold and gold alloy”. Now 
that the test methods required for this purpose have been published, 
BS 4292:1968 is being revised. Upon completion of the revision it will no longer 
contain the texts of test methods and BS 4292:1968 will be withdrawn.
At present, the following Parts of BS 6670 have been published.

— Part 1: Determination of coating thickness;
— Part 2: Environmental tests;
— Part 3: Electrographic tests for porosity;
— Part 4: Determination of gold content;
— Part 5: Adhesion tests.

Further Parts of this standard will be prepared, if required.
Terminology and conventions. The text of the International Standard has 
been approved as suitable for publication as a British Standard without 
deviation. Some terminology and certain conventions are not identical with those 
used in British Standards; attention is drawn especially to the following.
The comma has been used as a decimal marker. In British Standards it is current 
practice to use a full point on the baseline as the decimal marker.
In British Standards it is current practice to use the symbol “L” for litre rather 
than “l” and to use the spelling “sulphur”, etc. instead of “sulfur”, etc.
Wherever the words “this part of ISO 4524” appear, referring to this standard, 
they should be read as “this Part of BS 6670”.
This Part describes methods of test only and should not be used or 
quoted as a specification. Reference to this Part should state that the 
method of test used is in accordance with BS 6670-3.
A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, pages i and ii, 
the EN ISO title page, pages 2 to 6, an inside back cover and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on the 
inside front cover.

1) Corrected and reprinted March 1986.
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