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National foreword

This British Standard is the UK implementation of EN ISO
4628-8:2012. It supersedes BS EN ISO 4628-8:2005 which is
withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee STI/10, Test methods for paints.

A list of organizations represented on this committee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

© The British Standards Institution 2013. Published by BSI Standards
Limited 2013

ISBN 978 0 580 68300 8
ICS 87.040

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 28 February 2013.

Amendments issued since publication
Date Text affected
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ICS 87.040 Supersedes EN ISO 4628-8:2004

English Version

Paints and varnishes - Evaluation of degradation of coatings -
Designation of quantity and size of defects, and of intensity of
uniform changes in appearance - Part 8: Assessment of degree
of delamination and corrosion around a scribe or other artificial
defect (ISO 4628-8:2012)
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Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
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BS EN ISO 4628-8:2012
EN I1SO 4628-8:2012 (E)

Foreword

This document (EN ISO 4628-8:2012) has been prepared by Technical Committee ISO/TC 35 "Paints and
varnishes" in collaboration with Technical Committee CEN/TC 139 “Paints and varnishes” the secretariat of
which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by May 2013, and conflicting national standards shall be withdrawn at the
latest by May 2013.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN ISO 4628-8:2004.

According to the CEN/CENELEC Internal Regulations, the national standards organisations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech
Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece,
Hungary, Iceland, Ireland, ltaly, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal,
Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the United Kingdom.

Endorsement notice

The text of ISO 4628-8:2012 has been approved by CEN as a EN ISO 4628-8:2012 without any modification.
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BS EN ISO 4628-8:2012
ISO 4628-8:2012(E)

Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the International
Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

SO 4628-8 was prepared by Technical Committee ISO/TC 35, Paints and varnishes, Subcommittee SC 9,
General test methods for paints and varnishes.

This second edition cancels and replaces the first edition (JISO 4628-8:2005). For this revision:

a) the use of measurement and calculation to determine delamination and corrosion is preferred over the use
of pictorial standards;

b) artificial defects with shape other than a linear scribe mark are introduced.

S0 4628 consists of the following parts, under the general title Paints and varnishes — Evaluation of degradation
of coatings — Designation of quantity and size of defects, and of intensity of uniform changes in appearance:

— Part 1: General introduction and designation system

— Part 2: Assessment of degree of blistering

— Part 3: Assessment of degree of rusting

— Part 4: Assessment of degree of cracking

— Part 5: Assessment of degree of flaking

— Part 6: Assessment of degree of chalking by tape method

— Part 7: Assessment of degree of chalking by velvet method

— Part 8: Assessment of degree of delamination and corrosion around a scribe or other artificial defect

— Part 10: Assessment of degree of filiform corrosion
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BS EN ISO 4628-8:2012
ISO 4628-8:2012(E)

Introduction

[1] defines a system for designating the quantity and size of defects and the intensity of uniform
changes in appearance of coatings and outlines the general principles of the system. This system is intended
to be used, in particular, for defects caused by ageing and weathering, and for uniform changes such as colour
changes, for example yellowing.

The other parts of [SO 462§ provide pictorial standards or other means for evaluating particular types of defect.
As far as possible, already existing evaluation schemes have been used as the basis.

After exposure of a coated test panel with a scribe or other artificial defect in a corrosive environment, one, or
a combination of both of, the following phenomena can occur around the scribe or other artificial defect:

— delamination;
— corrosion.

Delamination and corrosion around the scribe or other artificial defect are evaluated separately to provide more
detailed information about the performance of a coating system in corrosive environments.

In addition to the procedure specified in this part of ]SO 4628, assessments of delamination and corrosion
around the scribe or other artificial defect may be carried out using optical image processing.

Rating of other defects is described in other parts of [ISO 4628.
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