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National foreword
This British Standard is the official English language version of 
EN ISO 5167-4:2003. It is identical with ISO 5167-4:2003. It, together with 
Parts 1, 2 and 3 of BS EN ISO 5167:2003, supersedes BS EN ISO 5167-1:1997 
which is withdrawn.

The UK participation in its preparation was entrusted by Technical Committee 
CPI/30, Measurement of fluid flow in closed conduits, to Subcommittee 
CPI/30/2, Pressure differential devices, which has the responsibility to: 

A list of organizations represented on this subcommittee can be obtained on 
request to its secretary.

Cross-references
The British Standards which implement international or European 
publications referred to in this document may be found in the BSI Catalogue 
under the section entitled “International Standards Correspondence Index”, or 
by using the “Search” facility of the BSI Electronic Catalogue or of 
British Standards Online.

This publication does not purport to include all the necessary provisions of a 
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

— aid enquirers to understand the text;

— present to the responsible international/European committee any 
enquiries on the interpretation, or proposals for change, and keep the 
UK interests informed;

— monitor related international and European developments and 
promulgate them in the UK.
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The BSI copyright date displayed in this document indicates when the 
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Amendments issued since publication

Amd. No. Date Comments

14518 
Corrigendum No.1

11 June 2003 Correction to EN ISO foreword page and 
incorporating the Annex ZA page.

Full document details: BS EN ISO 5167-4:2003

http://dx.doi.org/10.3403/01626280
http://www.avadocuments.com/doc/bs-en-iso-5167-4-2003
http://www.avadocuments.com/doc/bs-en-iso-5167-4-2003


EUROPEAN STANDARD

NORME EUROPÉENNE

EUROPÄISCHE NORM

EN ISO 5167-4

March 2003

ICS 17.120.10 Supersedes EN ISO 5167-1:1995

English version

Measurement of fluid flow by means of pressure differential
devices inserted in circular cross-section conduits running full -

Part 4: Venturi tubes (ISO 5167-4:2003)

Mesure de débit des fluides au moyen d'appareils
déprimogènes insérés dans des conduites en charge de
section circulaire - Partie 4: Tubes de Venturi (ISO 5167-

4:2003)

Durchflussmessung von Fluiden mit Drosselgeräten in voll
durchströmten Leitungen mit Kreisquerschnitt - Teil 4:

Venturirohre (ISO 5167-4:2003)

This European Standard was approved by CEN on 20 February 2003.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the Management Centre or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the Management Centre has the same status as the official
versions.

CEN members are the national standards bodies of Austria, Belgium, Czech Republic, Denmark, Finland, France, Germany, Greece,
Hungary, Iceland, Ireland, Italy, Luxembourg, Malta, Netherlands, Norway, Portugal, Slovak Republic, Spain, Sweden, Switzerland and
United Kingdom.

EUROPEAN COMMITTEE FOR STANDARDIZATION
C O M I T É  E U R O P É E N  D E  N O R M A LI S A T I O N
EUR OP ÄIS C HES  KOM ITEE FÜR  NOR M UNG

Management Centre: rue de Stassart, 36    B-1050 Brussels

© 2003 CEN All rights of exploitation in any form and by any means reserved
worldwide for CEN national Members.

Ref. No. EN ISO 5167-4:2003 E

Full document details: BS EN ISO 5167-4:2003

http://dx.doi.org/10.3403/02774335U
http://dx.doi.org/10.3403/01626280
http://dx.doi.org/10.3403/BSENISO5167
http://www.avadocuments.com/doc/bs-en-iso-5167-4-2003
http://www.avadocuments.com/doc/bs-en-iso-5167-4-2003


CORRECTED   2003-05-14

Foreword

This document (EN ISO 5167-4:2003) has been prepared by Technical Committee ISO/TC 30
"Measurement of fluid flow in closed conduits" in collaboration with CMC.

This European Standard shall be given the status of a national standard, either by publication of
an identical text or by endorsement, at the latest by September 2003, and conflicting national
standards shall be withdrawn at the latest by September 2003.

This document supersedes EN ISO 5167-1:1995.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of
the following countries are bound to implement this European Standard: Austria, Belgium, Czech
Republic, Denmark, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy,
Luxembourg, Malta, Netherlands, Norway, Portugal, Slovakia, Spain, Sweden, Switzerland and
the United Kingdom.

Endorsement notice

The text of ISO 5167-4:2003 has been approved by CEN as EN ISO 5167-4:2003 without any
modifications.

NOTE  Normative references to International Standards are listed in Annex ZA (normative).
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Foreword 

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies 
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO 
technical committees. Each member body interested in a subject for which a technical committee has been 
established has the right to be represented on that committee. International organizations, governmental and 
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the 
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization. 

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2. 

The main task of technical committees is to prepare International Standards. Draft International Standards 
adopted by the technical committees are circulated to the member bodies for voting. Publication as an 
International Standard requires approval by at least 75 % of the member bodies casting a vote. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights. 

ISO 5167-4 was prepared by Technical Committee ISO/TC 30, Measurement of fluid flow in closed conduits, 
Subcommittee SC 2, Pressure differential devices. 

This first edition of ISO 5167-4, together with the second edition of ISO 5167-1 and the first editions of 
ISO 5167-2 and ISO 5167-3, cancels and replaces the first edition of ISO 5167-1:1991, which has been 
technically revised, and ISO 5167-1:1991/Amd.1:1998. 

ISO 5167 consists of the following parts, under the general title Measurement of fluid flow by means of 
pressure differential devices inserted in circular cross-section conduits running full: 

 Part 1: General principles and requirements 

 Part 2: Orifice plates 

 Part 3: Nozzles and Venturi nozzles 

 Part 4: Venturi tubes 
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Introduction 

ISO 5167, divided into four parts, covers the geometry and method of use (installation and operating 
conditions) of orifice plates, nozzles and Venturi tubes when they are inserted in a conduit running full to 
determine the flowrate of the fluid flowing in the conduit. It also gives necessary information for calculating the 
flowrate and its associated uncertainty. 

ISO 5167 is applicable only to pressure differential devices in which the flow remains subsonic throughout the 
measuring section and where the fluid can be considered as single-phase, but is not applicable to the 
measurement of pulsating flow. Furthermore, each of these devices can only be used within specified limits of 
pipe size and Reynolds number. 

ISO 5167 deals with devices for which direct calibration experiments have been made, sufficient in number, 
spread and quality to enable coherent systems of application to be based on their results and coefficients to 
be given with certain predictable limits of uncertainty. 

The devices introduced into the pipe are called “primary devices”. The term primary device also includes the 
pressure tappings. All other instruments or devices required for the measurement are known as “secondary 
devices”. ISO 5167 covers primary devices; secondary devices1) will be mentioned only occasionally. 

ISO 5167 is divided into the following four parts. 

a) Part 1 of ISO 5167 gives general terms and definitions, symbols, principles and requirements as well as 
methods of measurement and uncertainty that are to be used in conjunction with Parts 2 to 4 of ISO 5167. 

b) Part 2 of ISO 5167 specifies orifice plates, which can be used with corner pressure tappings, D and D/2 
pressure tappings2), and flange pressure tappings. 

c) Part 3 of ISO 5167 specifies ISA 1932 nozzles3), long radius nozzles and Venturi nozzles, which differ in 
shape and in the position of the pressure tappings. 

d) This part of ISO 5167 specifies classical Venturi tubes4). 

Aspects of safety are not dealt with in Parts 1 to 4 of ISO 5167. It is the responsibility of the user to ensure 
that the system meets applicable safety regulations. 

 

                                                      

1) See ISO 2186:1973, Fluid flow in closed conduits — Connections for pressure signal transmissions between primary 
and secondary elements. 

2) Orifice plates with “vena contracta” pressure tappings are not considered in ISO 5167. 

3) ISA is the abbreviation for the International Federation of the National Standardizing Associations, which was 
succeeded by ISO in 1946. 

4) In the USA the classical Venturi tube is sometimes called the Herschel Venturi tube. 
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Measurement of fluid flow by means of pressure differential 
devices inserted in circular cross-section conduits running 
full — 

Part 4:  
Venturi tubes 

1 Scope 

This part of ISO 5167 specifies the geometry and method of use (installation and operating conditions) of 
Venturi tubes when they are inserted in a conduit running full to determine the flowrate of the fluid flowing in 
the conduit. 

This part of ISO 5167 also provides background information for calculating the flowrate and is applicable in 
conjunction with the requirements given in ISO 5167-1. 

This part of ISO 5167 is applicable only to Venturi tubes in which the flow remains subsonic throughout the 
measuring section and where the fluid can be considered as single-phase. In addition, each of these devices 
can only be used within specified limits of pipe size, roughness, diameter ratio and Reynolds number. This 
part of ISO 5167 is not applicable to the measurement of pulsating flow. It does not cover the use of Venturi 
tubes in pipes sized less than 50 mm or more than 1 200 mm, or where the pipe Reynolds numbers are below 
2 × 105. 

This part of ISO 5167 deals with the three types of classical Venturi tubes: 

a) cast; 

b) machined; 

c) rough welded sheet-iron. 

A Venturi tube is a device which consists of a convergent inlet connected to a cylindrical throat which is in turn 
connected to a conical expanding section called the “divergent”. The differences between the values of the 
uncertainty of the discharge coefficient for the three types of classical Venturi tube show, on the one hand, the 
number of results available for each type of classical Venturi tube and, on the other hand, the more or less 
precise definition of the geometric profile. The values are based on data collected many years ago. Venturi 
nozzles (and other nozzles) are dealt with in ISO 5167-3. 

NOTE 1 Research into the use of Venturi tubes in high-pressure gas [ W 1 MPa ( W 10 bar)] is being carried out at 
present (see References [1], [2], [3] in the Bibliography). In many cases for Venturi tubes with machined convergent 
sections discharge coefficients which lie outside the range predicted by this part of ISO 5167 by 2 % or more have been 
found. For optimum accuracy Venturi tubes for use in gas should be calibrated over the required flowrate range. In high-
pressure gas the use of single tappings (or at most two tappings in each plane) is not uncommon. 

NOTE 2 In the USA the classical Venturi tube is sometimes called the Herschel Venturi tube. 
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