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National foreword
This British Standard is the official English language version of                  
EN ISO 5356-1:2004. It is identical with ISO 5356-1:2004. It supersedes 
BS EN 1281-1:1997 which is withdrawn.

The UK participation in its preparation was entrusted by Technical Committee 
CH/121, Anaesthetic and respiratory equipment, to Subcommittee 
CH/121/1, Breathing attachments and anaesthetic machines, which has the 
responsibility to: 

A list of organizations represented on this subcommittee can be obtained on 
request to its secretary.

Cross-references
The British Standards which implement international or European 
publications referred to in this document may be found in the BSI Catalogue 
under the section entitled “International Standards Correspondence Index”, or 
by using the “Search” facility of the BSI Electronic Catalogue or of 
British Standards Online.

This publication does not purport to include all the necessary provisions of a 
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

— aid enquirers to understand the text;

— present to the responsible international/European committee any 
enquiries on the interpretation, or proposals for change, and keep the 
UK interests informed;

— monitor related international and European developments and 
promulgate them in the UK.

Summary of pages
This document comprises a front cover, an inside front cover, the EN ISO title
page, the EN ISO foreword page, the ISO title page, pages ii to v, a blank page,
pages 1 to 16, the Annex ZA page and a back cover.

The BSI copyright notice displayed in this document indicates when the 
document was last issued.
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Foreword 
 
 
This document (EN ISO 5356-1:2004) has been prepared by Technical Committee ISO/TC 121 
"Anaesthetic and respiratory equipment" in collaboration with Technical Committee CEN/TC 215 
"Respiratory and anaesthetic equipment", the secretariat of which is held by BSI. 
 
This European Standard shall be given the status of a national standard, either by publication of 
an identical text or by endorsement, at the latest by November 2004, and conflicting national 
standards shall be withdrawn at the latest by November 2004. 
 
This document supersedes EN 1281-1:1997. 
 
This document has been prepared under a mandate given to CEN by the European Commission 
and the European Free Trade Association, and supports essential requirements of EU 
Directive(s). 
 
For relationship with EU Directive(s), see informative Annex ZA, which is an integral part of this 
document. 
 
According to the CEN/CENELEC Internal Regulations, the national standards organizations of 
the following countries are bound to implement this European Standard: Austria, Belgium, 
Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, 
Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, 
Portugal, Slovakia, Slovenia, Spain, Sweden, Switzerland and United Kingdom. 
 
 

Endorsement notice 
 

The text of ISO 5356-1:2004 has been approved by CEN as EN ISO 5356-1:2004 without any 
modifications. 

EN ISO 5356−1:2004
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Foreword 

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies 
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO 
technical committees. Each member body interested in a subject for which a technical committee has been 
established has the right to be represented on that committee. International organizations, governmental and 
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the 
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization. 

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2. 

The main task of technical committees is to prepare International Standards. Draft International Standards 
adopted by the technical committees are circulated to the member bodies for voting. Publication as an 
International Standard requires approval by at least 75 % of the member bodies casting a vote. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights. 

ISO 5356-1 was prepared by Technical Committee ISO/TC 121, Anaesthetic and respiratory equipment, 
Subcommittee SC 1, Breathing attachments and anaesthetic machines. 

This third edition cancels and replaces the second edition (ISO 5356-1:1996), which has been technically 
revised. The major differences are the inclusion of 8,5 mm size connectors and some minor corrections to the 
figures and tables. 

ISO 5356 consists of the following parts, under the general title Anaesthetic and respiratory equipment — 
Conical connectors: 

 Part 1: Cones and sockets 

 Part 2: Screw-threaded weight-bearing connectors 
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Introduction 

In clinical practice, several breathing attachments used in anaesthetic and respiratory equipment may have to 
be joined together to provide a suitable breathing system. Items of medical equipment, such as a humidifier or 
a spirometer, are often incorporated into the breathing system which may also be connected to an 
anaesthetic-gas scavenging system. Connections for these purposes are usually cone and socket joints, and 
a lack of standardization of these connections has given rise to problems of interchangeability when 
connecting equipment made by different manufacturers. This part of ISO 5356 specifies the requirements and 
dimensions for conical connectors used in anaesthetic and respiratory equipment. 

An important consideration is that conical connections need to be secure but nevertheless disconnectable by 
the operator. The use of connectors meeting the requirements of this part of ISO 5356 will not necessarily 
prevent them being disconnected accidentally. To minimize the risk of 22 mm connectors being accidentally 
disconnected, latching connectors can be used. 

Annex A includes a figure and a table detailing plug and ring test gauges that are used to check conical 
connectors made of materials other than metal. Annexes B, C and D provide test methods for latching 
connectors, Annex E includes a figure and table detailing plug and ring test gauges that may be used to check 
metal conical connectors, and Annex F contains recommendations for testing security of latching connectors. 

Figure 1, detailing the dimensions and tolerances of metal conical connectors, has been prepared in 
accordance with ISO 3040. 
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