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National foreword

This British Standard is the UK implementation of EN ISO 5436-2:2012. It
supersedes BS EN ISO 5436-2:2001 which is withdrawn.

The UK participation in its preparation was entrusted to Technical Committee
TDW/4, Technical Product Realization.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

© The British Standards Institution 2012
Published by BSI Standards Limited 2012
ISBN 978 0 580 77834 6

ICS 17.040.30

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the Standards
Policy and Strategy Committee on 31 October 2012.

Amendments issued since publication

Amd. No. Date Text affected
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ICS 17.040.30 Supersedes EN ISO 5436-2:2001

English Version

Geometrical product specifications (GPS) - Surface texture:
Profile method; Measurement standards - Part 2: Software
measurement standards (ISO 5436-2:2012)

Spécification géométrique des produits (GPS) -,Etat de Geometrische Produktspezifikation (GPS) -
surface: Méthode du profil; Etalons - Partie 2: Etalons Oberflachenbeschaffenheit: Tastschnittverfahren; Normale
logiciels (ISO 5436-2:2012) - Teil 2: Software-Normale (ISO 5436-2:2012)

This European Standard was approved by CEN on 25 September 2012.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management Centre has the same
status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania,
Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and United
Kingdom.
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Foreword

This document (EN ISO 5436-2:2012) has been prepared by Technical Committee ISO/TC 213 "Dimensional
and geometrical product specifications and verification" in collaboration with Technical Committee
CEN/TC 290 “Dimensional and geometrical product specification and verification” the secretariat of which is
held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by April 2013, and conflicting national standards shall be withdrawn at the
latest by April 2013.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN ISO 5436-2:2001.

According to the CEN/CENELEC Internal Regulations, the national standards organisations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech
Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece,
Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal,
Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the United Kingdom.

Endorsement notice

The text of ISO 5436-2:2012 has been approved by CEN as a EN ISO 5436-2:2012 without any modification.
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Introduction

This part of ISO 5436 is a geometrical product specification (GPS) standard and is to be regarded as a general
GPS standard (see ISO/TR 14638). It influences chain link 6 of the chain of standards on roughness, waviness
and primary profiles.

The ISO/GPS Masterplan given in ISO/TR 14638 gives an overview of the ISO/GPS system of which this
document is a part. The fundamental rules of ISO/GPS given in ISO 8015 apply to this document and the
default decision rules given in ISO 14253-1 apply to specifications made in accordance with this document,
unless otherwise indicated.

For more detailed information on the relationship of this part of ISO 5436 to other standards and the GPS
matrix model, see Annex B.

This part of ISO 5436, together with ISO 5436-1, introduces two new measurement standards:
— Type E, for calibrating the profile co-ordinate system;
— Type F, for calibrating software.

This part of ISO 5436 is concerned with software measurement standards.
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Geometrical product specifications (GPS) — Surface texture:
Profile method; Measurement standards —

Part 2:
Software measurement standards

1 Scope

This part of ISO 5436 defines Type F1 and Type F2 software measurement standards (etalons) for verifying the
software of measuring instruments. It also defines the file format of Type F1 software measurement standards for
the calibration of instruments used for measuring the surface texture by the profile method defined in ISO 3274.

NOTE 1 Throughout this part of ISO 5436, the term “softgauge” is used as a substitute for “software measurement
standard Type F1”.

NOTE 2  Formerly, “measurement standards” were referred to as “calibration specimens”.

NOTE 3  ISO 3274 only refers to instruments with independent reference datums.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced document
(including any amendments) applies.

ISO 3274:1996, Geometrical Product Specifications (GPS) — Surface texture: Profile method — Nominal
characteristics of contact (stylus) instruments

ISO 5436-1:2000, Geometrical Product Specifications (GPS) — Surface texture: Profile method; Measurement
standards — Part 1: Material measures

ISO 12085:1996, Geometrical Product Specifications (GPS) — Surface texture: Profile method — Motif parameters

ISO 16610-21:2011, Geometrical product specifications (GPS) — Filtration — Part 21: Linear profile filters:
Gaussian filters

ISO 17450-2:2012, Geometrical product specifications (GPS) — General concepts — Part 2: Basic tenets,
specifications, operators, uncertainties and ambiguities

ISO/IEC Guide 98-3:2008, Uncertainty of measurement — Part 3: Guide to the expression of uncertainty in
Measurement (GUM:1995)

ISO/IEC Guide 99:2007, International vocabulary of metrology — Basic and general concepts and
associated terms (VIM)

3 Terms and definitions

For the purposes of this document, the terms and definitions given in ISO 3274, ISO 5436-1, ISO 12085,
ISO 16610-21:2011, ISO/IEC Guide 99 and the following apply.

31

software measurement standard

reference data or reference software intended to reproduce the value of a measurand with known uncertainty
in order to verify the software used to calculate the measurand in a measuring instrument
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