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National foreword

This British Standard has been prepared by Technical Committee PT1/15, and is
the English language version of EN ISO 6326-3:1997 Natural gas —
Determination of sulfur compounds — Part 3: Determination of hydrogen
sulfide, mercaptan sulfur and carbonyl sulfide sulfur by potentiometry, published
by the European Committee for Standardization (CEN). It is identical with

IS0 6326-3:1989, published by the International Organization for
Standardization (ISO). was prepared by Technical Committee 158,
Analysis of gases, in which the United Kingdom participated.

BS EN ISO 6326-3 retains the secondary identifier BS 3156-11.4.3, so that it
remains cross-referenced within the |BS 3154 series of standards. Each

Subsection of Section 11.4 of BS 3154 is identical with the corresponding Part of
[SO 6326, and Section 11.4 of BS 3154 consists of the following Subsections:

Subsection 11.4.1 Introduction

Subsection 11.4.2 Odoriferous sulfur compounds by gas chromatography
using an electrochemical detector

Subsection 11.4.3 Hydrogen sulfide, mercaptan sulfur, and carbonyl

(BS EN ISO 6326-9)  sulfide sulfur by potentiometry

Subsection 11.4.4 Hydrogen sulfide, carbonyl sulfide and
sulfur-containing odorants by gas chromatography
using a flame photometric detector

Subsection 11.4.5 Lingener combustion method
(BS EN IS0 6326-)

In the United Kingdom the preferred method is that given in Subsection 11.4.4 of
. The flame photometric detector is available from most manufacturers of
chromatographs, both laboratory and process units, and is applicable to any
sulfur compound. By contrast, the electrochemical detector is available from a
single supplier and is operated under completely different conditions in order to
measure carbonyl sulfide, to those used for all other sulfur compounds.

Cross-reference

Publication referred to Corresponding British Standard

[SO 1042:1983 BS 1792:1982 Specification for one-mark volumetric flasks

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages i and 11,
the EN title page, pages 2 to 8, an inside back cover and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on

the inside front cover. Documents
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English version

Natural gas — Determination of sulfur compounds —
Part 3: Determination of hydrogen sulfide, mercaptan
sulfur and carbonyl sulfide sulfur by potentiometry

(ISO 6326-3:1989)

Gaz naturel — Détermination des composés

soufrés — Partie 3: Détermination du sulfure

d’hydrogéne, des thiols et du sulfure de
carbonyle par potentiométrie
(ISO 6326-3:1989)

Erdgas — Bestimmung von

von Schwefelwasserstoff, Mercaptan

Schwefelverbindungen — Teil 3: Bestimmung

schwefel

und Kohlenstoffoxidsulfidschwefel durch

Potentiometrie
(ISO 6326-3:1989)

This European Standard was approved by CEN on 6 November 1997.

CEN members are bound to comply with the CEN/CENELEC Internal
Regulations which stipulate the conditions for giving this European Standard
the status of a national standard without any alteration. Up-to-date lists and
bibliographical references concerning such national standards may be obtained
on application to the Central Secretariat or to any CEN member.

This European Standard exists in three official versions (English, French,
German). A version in any other language made by translation under the
responsibility of a CEN member into its own language and notified to the
Central Secretariat has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium,
Czech Republic, Denmark, Finland, France, Germany, Greece, Iceland,
Ireland, Italy, Luxembourg, Netherlands, Norway, Portugal, Spain, Sweden,

Switzerland and United Kingdom.

CEN

European Committee for Standardization
Comité Européen de Normalisation
Européiisches Komitee fur Normung

Central Secretariat: rue de Stassart 36, B-1050 Brussels
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