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National foreword

This British Standard is the UK implementation of EN ISO 636:2008. It is
identical to ISO 636:2004. It supersedes [BS EN 1668:1997 which is withdrawn.

The UK participation in its preparation was entrusted to Technical Committee
WEE/39, Welding consumables.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was Amendments/corrigenda issued since publication
published under the authority
of the Standards Policy and

Strategy Committee Date Comments

on 30 June 2008
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EUROPEAN STANDARD EN ISO 636
NORME EUROPEENNE

EUROPAISCHE NORM May 2008

ICS 25.160.20 Supersedes EN 1668:199

English Version

Welding consumables - Rods, wires and deposits for tungsten
inert gas welding of non-alloy and fine-grain steels -
Classification (ISO 636:2004)

Produits consommables pour le soudage - Baguettes et fils Schweif3zuséatze - Stébe, Drahte und SchweiBgut zum
pour dépdts par soudage TIG des aciers non alliés et des Wolfram-Inertgasschweif3en von unlegierten Stahlen und
aciers a grains fins - Classification (ISO 636:2004) Feinkornstéhlen - Einteilung (ISO 636:2004)

This European Standard was approved by CEN on 5 April 2008.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the CEN Management Centre or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the CEN Management Centre has the same status as the
official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Cyprus, Czech Republic, Denmark, Estonia, Finland,
France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal,
Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland and United Kingdom.
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Foreword

The text of ISO 636:2004 has been prepared by Technical Committee ISO/TC 44 “Welding and allied
processes” of the International Organization for Standardization (ISO) and has been taken over as EN ISO
636:2008 by Technical Committee CEN/TC 121 “Welding” the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by November 2008, and conflicting national standards shall be withdrawn
at the latest by November 2008.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 1668:1997.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Cyprus, Czech
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, ltaly, Latvia,
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain,
Sweden, Switzerland and the United Kingdom.

Endorsement notice

The text of ISO 636:2004 has been approved by CEN as a EN ISO 636:2008 without any modification.
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Introduction

This International Standard provides a classification for the designation of rods and wires in terms of their
chemical composition and, where required, in terms of the yield strength, tensile strength and elongation of
the all-weld metal. The ratio of yield to tensile strength of weld metal is generally higher than that of parent
metal. Users should note that matching weld metal yield strength to parent metal yield strength will not
necessarily ensure that the weld metal tensile strength matches that of the parent material. Where the
application requires matching tensile strengths, selection of consumable should be made by reference to
column 3 of Table 1A or Table 1B.

It should be noted that the mechanical properties of all-weld metal test specimens used to classify the rods
and wires vary from those obtained in production joints because of differences in welding procedure such as
diameter, width of weave, welding position and material composition.

The classification according to system A is mainly based on EN 1668:1997, Welding consumables — Rods,
wires and deposits for tungsten inert gas welding of non alloy and fine grain steels — Classification. The
classification according to system B is mainly based upon standards used around the Pacific Rim.

Requests for official interpretations of any aspect of this International Standard should be directed to the
Secretariat of ISO/TC 44/SC 3, via your national standards body, a complete listing of which can be found at
WWW.is0.0rg.
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