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Figure 1 — Schematic diagrams of test apparatus for methods A and B
Figure A.1 — Real part E'; of the flexural complex modulus

versus temperature for poly(methyl methacrylate)(PMMA),

poly(vinyl chloride)(PVC) and polyethylene (PE), measured at 300 Hz
Figure A.2 — Real part E%; of the flexural complex modulus

versus the temperature for poly(methyl methacrylate)(PMMA),
poly(vinyl chloride)(PVC) and polyethylene (PE), measured at 1 000 Hz
Figure A.3 — Flexural loss factor (tan O;) versus temperature

for poly(methyl methacrylate)(PMMA), poly(vinyl chloride)(PVC)

and polyethylene (PE), measured at 300 Hz
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National foreword

This British Standard has been prepared by Technical Committee PRI/21 and is
the English language version of EN ISO 6721-3:1996 Plastics — Determination of
dynamic mechanical properties — Part 3: Flexural vibration — Resonance curve
method. It is identical with ISO 6721-3:1994, including its Technical
Corrigendum 1: March 1995, published by the International Organization for
Standardization (ISO).

This three part series of standards has been dual-numbered with
Methods of testing plastics — Part 8 Mechanical properties as follows:

BS EN ISO 6721-1]is designated Method 342A.
BS EN ISO 6721-9 is designated Method 342B.
BS EN ISO 6721-9 is designated Method 338A.

Cross-references

Publication referred to Corresponding British Standard

[[SO 6721-1:1994 BS EN ISO 6721 Plastics — Determination of dynamic
mechanical properties
BS EN ISO 6721-1:1996 General principles

NOTE International and European Standards as well as overseas standards, are available from
Customer Services, BSI, 389 Chiswick High Road, London, W4 4AL.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages i and ii,
the EN title page, pages 2 to 10, an inside back cover and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on the

inside front cover. Documents
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EUROPEAN STANDARD EN ISO 6721-3
NORME EUROPEENNE
EUROPAISCHE NORM February 1996

ICS 83.080

Descriptors: Plastics, rigid plastics, tests, vibration tests, determination, mechanical properties, dynamic properties, modulus of
elasticity, test equipment

English version

Plastics — Determination of dynamic mechanical
properties —
Part 3: Flexural vibration — Resonance-curve method

(ISO 6721-3:1994, including Technical Corrigendum 1:1995)

Plastiques — Détermination des propriétés Kunststoffe — Bestimmung

mécaniques dynamiques — dynamisch-mechanischer Eigenschaften —
Partie 3: Vibration en flexion — Méthode en Teil 3: Biegeschwingung —

résonance Resonanzkurven-verfahren

(ISO 6721-3:1994, Rectificatif (ISO 6721-3:1994, einschlieflich Technische
Technique 1:1995 inclus) Korrektur 1:1995)

This European Standard was approved by CEN on 1996-01-15. CEN members
are bound to comply with the CEN/CENELEC Internal Regulations which
stipulate the conditions for giving this European Standard the status of a
national standard without any alteration.

Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the Central Secretariat or to any
CEN member.

This European Standard exists in three official versions (English, French,
German). A version in any other language made by translation under the
responsibility of a CEN member into its own language and notified to the
Central Secretariat has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium,
Denmark, Finland, France, Germany, Greece, Iceland, Ireland, Italy,

Luxembourg, Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and
United Kingdom.

CEN

European Committee for Standardization
Comité Européen de Normalisation
Européiisches Komitee fir Normung

Central Secretariat: rue de Stassart 36, B-1050 Brussels

© 1996 Copyright reserved to CEN members
Ref. No. EDGOUMeEnts e

Document Sharing Hub

Full document details: BS EN ISO 6721-3:1996


http://dx.doi.org/10.3403/00768605U
http://www.avadocuments.com/doc/bs-en-iso-6721-3-1996
http://www.avadocuments.com/doc/bs-en-iso-6721-3-1996

