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National foreword

This British Standard is the UK implementation of EN ISO 7012-3:2025. It
is identical to ISO 7012-3:2025.

The UK participation in its preparation was entrusted to Technical
Committee STI/10, Test methods for paints.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
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This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.
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European foreword

This document (EN ISO 7012-3:2025) has been prepared by Technical Committee ISO/TC 35 "Paints
and varnishes" in collaboration with Technical Committee CEN/TC 139 “Paints and varnishes” the
secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by October 2025, and conflicting national standards shall
be withdrawn at the latest by October 2025.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

Any feedback and questions on this document should be directed to the users’ national standards
body/national committee. A complete listing of these bodies can be found on the CEN website.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland,
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of
North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and the
United Kingdom.

Endorsement notice

The text of ISO 7012-3:2025 has been approved by CEN as ENISO 7012-3:2025 without any
modification.
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Foreword

[SO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through
ISO technical committees. Each member body interested in a subject for which a technical committee
has been established has the right to be represented on that committee. International organizations,
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely
with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described
in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the different types
of ISO document should be noted. This document was drafted in accordance with the editorial rules of the
[SO/IEC Directives, Part 2 (see www.iso.org/directives).

[SO draws attention to the possibility that the implementation of this document may involve the use of (a)
patent(s). ISO takes no position concerning the evidence, validity or applicability of any claimed patent
rights in respect thereof. As of the date of publication of this document, ISO had not received notice of (a)
patent(s) which may be required to implement this document. However, implementers are cautioned that
this may not represent the latest information, which may be obtained from the patent database available at
www.iso.org/patents. ISO shall not be held responsible for identifying any or all such patent rights.

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and expressions
related to conformity assessment, as well as information about ISO's adherence to the World Trade
Organization (WTO) principlesin the Technical Barriers to Trade (TBT), see www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 35, Paints and varnishes, Subcommittee SC 16,
Chemical analysis, in collaboration with the European Committee for Standardization (CEN) Technical
Committee CEN/TC 139, Paints and varnishes, in accordance with the Agreement on technical cooperation
between ISO and CEN (Vienna Agreement).

Alist of all parts in the ISO 7012 series can be found on the ISO website.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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International Standard ISO 7012-3:2025(en)

Paints and varnishes — Determination of preservatives in
water-dilutable coating materials —

Part 3:
Determination of in-can isothiazolinones with LC-UV and LC-MS

1 Scope

This document specifies the apparatus and the analytical methods for determining the content of in-can
isothiazolinone preservatives in water-dilutable coating materials or related products.

This document is also applicable to polymer dispersions.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content constitutes
requirements of this document. For dated references, only the edition cited applies. For undated references,
the latest edition of the referenced document (including any amendments) applies.

[SO 1513, Paints and varnishes — Examination and preparation of test samples
ISO 3696, Water for analytical laboratory use — Specification and test methods

ISO 15528, Paints, varnishes and raw materials for paints and varnishes — Sampling

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.
[SO and [EC maintain terminology databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

31

ready for use

state of a product when it is mixed in accordance with the manufacturer’s instructions in the correct
proportions and thinned if required using the correct thinners so that it is ready for application by the
approved method

[SOURCE: [SO 11890-2:2020, 3.7]
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3.2

water-dilutable coating material

water-reducible coating material

water-based coating material

water-borne coating material

water-thinnable coating material

DEPRECATED: water paint

coating material whose viscosity is reduced by the addition of water

[SOURCE: ISO 4618:2023, 3.272]

3.3
detection limit of instrument
three times the standard deviation of the result obtained in the blank test using a specific instrument

[SOURCE: ISO 8124-5:2015, 3.5]

3.4

in-can preservative

biocide used to prevent growth of microorganisms during storage of a stock solution of a coating material or
water-based coating material (3.2)

[SOURCE: ISO 4618:2023, 3.141]

4 Principle

The sample is extracted with suitable dilution solvent using an appropriate homogenization method, such as
ultrasonic water bath. The extractis purified by centrifugation, after which the isothiazolinones are identified
and quantified by liquid chromatography (LC) in combination with ultraviolet/visible (UV/VIS) detection
or different mass spectrometry detectors. This includes liquid chromatography-tandem quadrupole mass
spectrometry (LC-MS/MS) and liquid chromatography-single quadrupole mass spectrometry (LC-MS).

For the purposes of this document, LC also designates high-performance liquid chromatography (HPLC) or
ultra-performance liquid chromatography (e.g. UPLC or UHPLC).

Atmospheric pressure chemical ionization (APCI) and electrospray ionization (ESI) have been found suitable.
Other ionization techniques and mass analysers with sufficient performance can also be used.

NOTE The difference between the results is expected to be smaller than the reproducibility limits of the methods
for a standard water-borne coating sample. In the interlaboratory test according to Annex E, the determination by
the LC-UV/VIS method and the LC-MS or LC-MS/MS method turned out to deliver comparable results within the
reproducibility limits of the methods, validating the above statement.

This document is generally applicable for n-octyl-4-isothiazolin-3-one (OIT) and 4,5-dichloro-n-octyl-
4-isothiazolin-3-one (DCOIT). However, the document was not validated for OIT and DCOIT in the
interlaboratory test. There are national standards covering these compounds.

5 Apparatus

5.1 General

The usual laboratory apparatus and, in particular, the following apparatus stated in 5.2 to 5.4 shall be used.
5.2 Equipment for extraction and sample preparation

5.2.1 High speed centrifuge, with an acceleration at a suitable speed.

NOTE A rotation speed of (5 000 - 30 000) revolutions per minute (r/min) has been found suitable.
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5.2.2 Ultrasonic water bath, with a frequency from 35 kHz to 45 kHz.
5.2.3 Analytical balance, capable of weighing to an accuracy of 0,1 mg.
5.2.4 One-mark volumetric flask, of 10 ml, 25 ml, 50 ml and 100 ml nominal capacity.
5.2.5 Pipettes, suitable single-volume pipettes, graduated pipettes and Pasteur pipettes.
5.2.6 Centrifuge tubes, with a suitable snap/screw cap.
5.2.7 Glass autosampler vials, with a suitable snap/screw pre-slit cap, 2 ml.
5.2.8 Syringe, minimum volume 2 ml.

5.2.9 Filtration membrane, about 0,22 pm pore size.

5.3 LC-UV/VIS system

5.3.1 LC system, equipped with a sample injection system, a solvent pumping system capable of mixing
solvents, a sample compartment capable of maintaining required temperature and a temperature-controlled
column compartment, a degassing system and data processing software. An LC system that can perform
at the flows, pressures, controlled temperatures, sample volumes and other requirements of the document
shall be used.

5.3.2 Analytical column; reverse phase C18 particle columns were used to develop this test method. Any
column that achieves adequate resolution may be used. The retention times and order of elution may change
depending on the column used and shall be monitored.

5.3.3 UV/VIS detector, or optionally a diode array detector (DAD).

5.4 LC-MS/MS or LC-MS system

5.4.1 LC system, equipped with a sample injection system, a solvent pumping system capable of mixing
solvents, a sample compartment capable of maintaining required temperature and a temperature-controlled
column compartment, a degassing system and data processing software. An LC system that can perform at
the flows, pressures, controlled temperatures, sample volumes, and other requirements of the document
shall be used.

5.4.2 Analytical column, as specified in 5.3.2.

5.4.3 MS/MS or MS-system, equipped with APCI or ESI. Other ionization techniques and mass analysers
with sufficient performance can also be used.

6 Reagents and materials

During the analysis, unless otherwise stated, use only reagents of recognized analytical grade and only
distilled water or water of grade 1 in accordance with ISO 3696. Solvents shall be of a suitable quality for LC-
UV/VIS and LC-MS, i.e. LC-MS grade for LC-MS analysis.
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