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National foreword

This British Standard is the UK implementation of EN ISO 7096:2008,
incorporating corrigendum May 2009. It is identical to [SO_7096:2000. It
supersedes BS EN ISO 7096:2000 which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee B/513/1, Earth moving machinery (International).

A list of organizations represented on this committee can be obtained
on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

Compliance with a British Standard cannot confer immunity
from legal obligations.

This British Standard Amendments/corrigenda issued since publication
was published under the
authority of the Standards

Policy and Strategy Date Comments
Committee on 31 January
2009
31 March 2010 Implementation of CEN corrigendum May 2009;
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This European Standard was approved by CEN on 25 August 2008.
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Foreword

The text of has been prepared by Technical Committee ISO/TC 127 “Earth-moving machinery”
of the International Organization for Standardization (ISO) and has been taken over as EN ISO 7096:2008 by
Technical Committee CEN/TC 151 “Construction equipment and building material machines - Safety” the
secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by March 2009, and conflicting national standards shall be withdrawn at
the latest by December 2009.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN ISO 7096:2000.

This document has been prepared under a mandate given to CEN by the European Commission and the
European Free Trade Association, and supports essential requirements of EC Directive(s).

For relationship with EU Directives, see informative Annexes ZA and ZB, which are integral parts of this
document.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Cyprus, Czech
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia,
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain,
Sweden, Switzerland and the United Kingdom.

Endorsement notice

The text of [SO 7096:2000 has been approved by CEN as a EN ISO 7096:2008 without any modification.
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Annex ZA
(informative)

Relationship between this European Standard and the Essential
Requirements of EU Directive 98/37/EC

This European Standard has been prepared under a mandate given to CEN by the European Commission
and the European Free Trade Association to provide a means of conforming to Essential Requirements of the
New Approach Directive Machinery 98/37/EC, amended by 98/79/EC.

Once this standard is cited in the Official Journal of the European Communities under that Directive and has
been implemented as a national standard in at least one Member State, compliance with the normative
clauses of this standard confers, within the limits of the scope of this standard, a presumption of conformity
with the relevant Essential Requirements 1.5.9 and 3.2.2 of that Directive and associated EFTA regulations.

WARNING — Other requirements and other EU Directives may be applicable to the product(s) falling within
the scope of this standard.
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Annex ZB
(informative)

Relationship between this European Standard and the Essential
Requirements of EU Directive 2006/42/EC

This European Standard has been prepared under a mandate given to CEN by the European Commission
and the European Free Trade Association to provide a means of conforming to Essential Requirements of the
New Approach Directive 2006/42/EC on machinery.

Once this standard is cited in the Official Journal of the European Communities under that Directive and has
been implemented as a national standard in at least one Member State, compliance with the normative
clauses of this standard confers, within the limits of the scope of this standard, a presumption of conformity
with the relevant Essential Requirements 1.1.8 and 1.5.9 of that Directive and associated EFTA regulations.

WARNING — Other requirements and other EU Directives may be applicable to the product(s) falling within
the scope of this standard.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies (ISO
member bodies). The work of preparing International Standards is normally carried out through ISO technical
committees. Each member body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, governmental and non-governmental, in
liaison with ISO, also take part in the work. ISO collaborates closely with the International Electrotechnical
Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 3.

Draft International Standards adopted by the technical committees are circulated to the member bodies for voting.
Publication as an International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this International Standard may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights.

International Standard |SO 7096 was prepared by Technical Committee ISO/TC 127, Earth-moving machinery,
Subcommittee SC 2, Safety requirements and human factors.

This third edition cancels and replaces the second edition (ISO 7096:1994)), which has been technically revised.
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Introduction

The operators of earth-moving machinery are often exposed to a low frequency vibration environment partly
caused by the movement of the vehicles over uneven ground and the tasks carried out. The seat constitutes the
last stage of suspension before the driver. To be efficient at attenuating the vibration, the suspension seat should
be chosen according to the dynamic characteristics of the vehicle. The design of the seat and its suspension are a
compromise between the requirements of reducing the effect of vibration and shock on the operator and providing
him with stable support so that he can control the machine effectively.

Thus, seat vibration attenuation is a compromise of a number of factors and the selection of seat vibration
parameters needs to be taken in context with the other requirements for the seat.

The performance criteria provided in this International Standard have been set in accordance with what is
attainable using what is at present the best design practice. They do not necessarily ensure the complete
protection of the operator against the effects of vibration and shock. They may be revised in the light of future
developments and improvements in suspension design.

The test inputs included in this International Standard are based on a very large number of measurements taken in
situ on earth-moving machinery used under severe but typical operating conditions. The test methods are based on

SO 10326-1|, which is a general method applicable to seats for different types of vehicles.
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INTERNATIONAL STANDARD EN ISO 7096:2008 (E)

Earth-moving machinery — Laboratory evaluation of
operator seat vibration

1 Scope

1.1 This International Standard specifies, in accordance with , a laboratory method for measuring
and evaluating the effectiveness of the seat suspension in reducing the vertical whole-body vibration transmitted to
the operator of earth-moving machines at frequencies between 1 Hz and 20 Hz. It also specifies acceptance criteria
for application to seats on different machines.

1.2 This International Standard is applicable to operator seats used on earth-moving machines as defined in

[SO 6168,

1.3 This International Standard defines the input spectral classes required for the following earth-moving
machines. Each class defines a group of machines having similar vibration characteristics:

— rigid frame dumpers > 4 500 kg operating mass!)
— articulated frame dumpers

— scrapers without axle or frame suspension?

— wheel-loaders > 4 500 kg operating mass?
— graders

— wheel-dozers

— soil compactors (wheel type)

— backhoe-loaders

— crawler loaders

— crawler-dozers < 50 000 kg operating mass!): 3
— compact dumpers < 4 500 kg operating mass™)
— compact loaders < 4 500 kg operating mass?)

— skid-steer loaders < 4 500 kg operating mass)

1) See SO 6014.

2) For tractor scrapers with suspension, either a seat with no suspension may be used, or one having a suspension with high
damping.

3) For crawler dozers greater than 50 000 kg, the seat performance requirements are suitably provided by a cushion type seat.

Documents

Document Sharing_ﬁub
© ISO 2000 — All rights reserved

Full document details: BS EN ISO 7096:2008


http://dx.doi.org/10.3403/00344233U
http://dx.doi.org/10.3403/00188984U
http://dx.doi.org/10.3403/30143944U
http://www.avadocuments.com/doc/bs-en-iso-7096-2008
http://www.avadocuments.com/doc/bs-en-iso-7096-2008

