BS EN ISO 7396-3:2025)

Medical gas pipeline systems

Part 3: Proportioning units for the production of synthetic medical air

°
bSl. Documents

Document Sharing Hub

Full document details: BS EN ISO 7396-3:2025


https://doi.org/10.3403/BSENISO7396?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/bs-en-iso-7396-3-2025
http://www.avadocuments.com/doc/bs-en-iso-7396-3-2025

BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN ISO 7396-3:2025. It

is identical to ISO 7396-3:2025].

The UK participation in its preparation was entrusted to Technical
Committee CH/121/6, Medical gas supply systems.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

© The British Standards Institution 2025
Published by BSI Standards Limited 2025

ISBN 978 0 539 27025 9
ICS 11.040.10

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 July 2025.

Amendments/corrigenda issued since publication

Date Text affected

Documents

Document Sharing Hub

Full document details: BS EN ISO 7396-3:2025


https://doi.org/10.3403/BSENISO7396?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/BSENISO7396?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/bs-en-iso-7396-3-2025
http://www.avadocuments.com/doc/bs-en-iso-7396-3-2025

|
EUROPEAN STANDARD EN ISO 7396-3

NORME EUROPEENNE
EUROPAISCHE NORM July 2025

ICS 11.040.10

English Version

Medical gas pipeline systems - Part 3:Proportioning units
for the production of synthetic medical air (ISO 7396+
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Systemes de distribution de gaz médicaux - Partie 3: Rohrleitungssysteme fiir medizinische Gase - Teil 3:
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European foreword

This document (EN ISO 7396-3:2025) has been prepared by Technical Committee ISO/TC 121
"Anaesthetic and respiratory equipment " in collaboration with Technical Committee CEN/TC 215
“Respiratory and anaesthetic equipment” the secretariat of which is held by BSI.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by January 2026, and conflicting national standards shall
be withdrawn at the latest by January 2026.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

Any feedback and questions on this document should be directed to the users’ national standards
body/national committee. A complete listing of these bodies can be found on the CEN website.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland,
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of
North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and the
United Kingdom.

Endorsement notice

The text of ISO 7396-3:2025 has been approved by CEN as EN ISO 7396-3:2025 without any
modification.
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Foreword

[SO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through
ISO technical committees. Each member body interested in a subject for which a technical committee
has been established has the right to be represented on that committee. International organizations,
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely
with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described
in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the different types
of ISO document should be noted. This document was drafted in accordance with the editorial rules of the
[SO/IEC Directives, Part 2 (see www.iso.org/directives).

[SO draws attention to the possibility that the implementation of this document may involve the use of (a)
patent(s). ISO takes no position concerning the evidence, validity or applicability of any claimed patent
rights in respect thereof. As of the date of publication of this document, ISO had not received notice of (a)
patent(s) which may be required to implement this document. However, implementers are cautioned that
this may not represent the latest information, which may be obtained from the patent database available at
www.iso.org/patents. ISO shall not be held responsible for identifying any or all such patent rights.

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and expressions
related to conformity assessment, as well as information about ISO’s adherence to the World Trade
Organization (WTO) principlesin the Technical Barriers to Trade (TBT), see www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 121, Anaesthetic and respiratory equipment,
Subcommittee SC 6, Medical gas supply systems, in collaboration with the European Committee for
Standardization (CEN) Technical Committee CEN/TC 215, Respiratory and anaesthetic equipment, in
accordance with the Agreement on technical cooperation between ISO and CEN (Vienna Agreement).

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

Proportioning units are components of a supply system intended to supply synthetic medical air to a medical
gas pipeline distribution system complying with ISO 7396-1.

[SO 7396-1 requires that a supply system consists of at least three sources of supply which can typically be,
in addition to a proportioning unit, cylinder manifolds with associated pressure regulators.

The selection of the components to be associated to a proportioning unit within the supply system, included
the reservoir, is therefore the responsibility of the manufacturer of the pipeline system.

When a proportioning unit is used as primary source of supply, the other sources of supply are used as the
secondary and/or reserve source to supply the pipeline distribution system in the event of failure of the
proportioning unit.

This document pays particular attention to:

— use of suitable materials;

— safety (mechanical strength, leakage, safe relief of excess pressure);
— compliance of the product gas with specification;

— monitoring of the production process;

— cleanliness;

— testing;

— marking;

— packaging;

— information supplied by the manufacturer.

Annex C contains rationale statements for some of the requirements of this document.

NOTE Synthetic medical air is referred to as “air, synthetic medicinal” in the most current European
Pharmacopoeia monograph.
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Medical gas pipeline systems —

Part 3:
Proportioning units for the production of synthetic medical air

1 Scope

1.1 This document specifies requirements relating to the construction and operation of devices producing air
through the blending of oxygen and nitrogen for use as sources of supply in supply systems for medical gases.

1.2 This document is applicable to proportioning units intended to produce synthetic medical air and air
for driving surgical tools by mixing in defined proportions oxygen and nitrogen.

1.3 This document is applicable to proportioning units intended to be components of a medical gas supply
system for medical air which supplies a medical gas pipeline distribution system complying with ISO 7396-1.

1.4 The number of proportioning units within the medical air supply system and their combination with
other sources of supply (e.g. cylinder manifolds) to ensure that the supply system consists of at least three
sources of supply is outside the scope of this document.

Requirements for the supply systems for medical air are given in [SO 7396-1.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content constitutes
requirements of this document. For dated references, only the edition cited applies. For undated references,
the latest edition of the referenced document (including any amendments) applies.

[SO 4126-1, Safety devices for protection against excessive pressure — Part 1: Safety valves

[SO 7396-1, Medical gas pipeline systems — Part 1: Pipeline systems for compressed medical gases and vacuum
ISO 14971, Medical devices — Application of risk management to medical devices

[SO 15001, Anaesthetic and respiratory equipment — Compatibility with oxygen

ISO 20417, Information to be supplied by the manufacturer

Safety of machinery - Electrical equipment of machines - Part 1: General requirements

Degrees of protection provided by enclosures (IP Code)

EC 61000-6-2, Electromagnetic compatibility (EMC) - Part 6-2: Generic standards - Immunity standard for
industrial environments

IEC 61000-6-4, Electromagnetic compatibility (EMC) - Part 6-4: Generic standards - Emission standard for
industrial environments

EC 61439-1], Low-voltage switchgear and control gear assemblies - Part 1: General rules
EC 62304, Medical device software — Software life cycle processes
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3 Terms and definitions
For the purposes of this document, the terms and definitions given in ISO 7396-1 and the following apply.
[SO and IEC maintain terminology databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

3.1

applicable policy

set of requirements relating to the medical device or accessory and its attributes such as form, fit, function,
process or information to be supplied by the manufacturer (3.7)

Note 1 to entry: The applicable policy shall be established by the authority having jurisdiction.

Note 2 to entry: The applicable policy may include specification for the format of the information to be supplied by the
manufacturer.

Note 3 to entry: Applicable policies can include regulations or guidelines and local laws.

3.2

air for driving surgical tools

natural or synthetic mixture of gases, mainly composed of oxygen (3.13) and nitrogen in specified
proportions, with defined limits for the concentration of contaminants, supplied by a medical gas pipeline
system (3.9) and intended for driving surgical tools

[SOURCE: [SO 7396-1:2016, 3.2, modified — Note to entry deleted.]

3.3
control system
device or set of devices to manage, command, direct or regulate the behaviour of other device(s) or system(s)

[SOURCE: [SO 7396-1:2016, 3.8]

3.4

double-stage pipeline distribution system

pipeline distribution system (3.14) in which gas is initially distributed from the supply system (3.26) at a
pressure higher than the nominal distribution pressure (3.10), and is then reduced to the nominal distribution
pressure by line pressure regulator(s) (3.6)

Note 1 to entry: This initial higher pressure is the nominal supply system pressure.

[SOURCE: [SO 7396-1:2016, 3.12]

3.5
information signal
signal that is not an alarm signal or a reminder signal

[SOURCE: [SO 7396-1:2016, 3.25]

3.6

line pressure regulator

pressure regulator (3.15) used in a double-stage pipeline distribution system (3.4) to reduce the nominal
supply system pressure to the nominal distribution pressure (3.10)

[SOURCE: [SO 7396-1:2016, 3.26]
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3.7

manufacturer

natural or legal person with responsibility for the design, manufacture, packaging and labelling of a device
before it is placed on the market under their own name, regardless of whether these operations are carried
out by that person themself or on their behalf by a third party

[SOURCE: [SO 7396-1:2016, 3.33, modified — Definition made gender neutral.]

3.8

medical air

natural or synthetic mixture of gases, mainly composed of oxygen (3.13) and nitrogen in specified
proportions, with defined limits for the concentration of contaminants, supplied by a medical gas pipeline
system (3.9) and intended for administration to patients

Note 1 to entry: Medical air may be produced by supply systems (3.26) with air compressors or by supply systems with
proportioning units (3.18). Medical air produced by air compressor systems is called “medicinal air”, and medical air
produced by proportioning systems is called “synthetic medicinal air” by the European Pharmacopoeia.

[SOURCE: [SO 7396-1:2016, 3.35]

39

medical gas pipeline system

complete system which comprises a supply system (3.26), a monitoring and alarm system and a distribution
system with terminal units at the points where medical gases or vacuum are required

[SOURCE: [SO 7396-1:2016, 3.36]

3.10
nominal distribution pressure
pressure which the medical gas pipeline system (3.9) is intended to deliver at the terminal units

[SOURCE: [SO 7396-1:2016, 3.38]

3.11
non-return valve
valve which permits flow in one direction only

[SOURCE: [SO 7396-1:2016, 3.41]

3.12
operating alarm
alarm to indicate to technical staff that it is necessary to replenish the gas supply or to correct a malfunction

[SOURCE: [SO 7396-1:2016, 3.42]

3.13

oxygen

gas for medicinal use where the oxygen concentration is at least the minimum specified in the relevant
pharmacopoeia monograph

[SOURCE: [SO 7396-1:2016, 3.45]

3.14

pipeline distribution system

portion of a medical gas or vacuum pipeline system linking the sources of supply of the supply system (3.26)
to the terminal units

[SOURCE: [SO 7396-1:2016, 3.48]
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