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Committees responsible for this
British Standard

The preparation of this British Standard was entrusted to Technical
Committee STI/10, Test methods for paints, upon which the following bodies
were represented:

British Coatings Federation Ltd.
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National foreword

This British Standard is the English language version of EN ISO 7783-1:1999. It
is identical with ISO 7783-1:1996, including Technical Corrigendum 1:1998.

Cross-references

The British Standards which implement international or European publications
referred to in this document may be found in the BSI Standards Catalogue under
the section entitled “International Standards Correspondence Index” or by using
the “Find” facility of the BSI Standards Electronic Catalogue.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages 1 and ii, the
EN ISO title page, pages 2 to 10, an inside back cover and a back cover.

The BSI copyright notice displayed in this document indicates when the
document was last issued.
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EUROPEAN STANDARD EN ISO 7783-1
NORME EUROPEENNE
EUROPAISCHE NORM April 1999

ICS 87.040

English version

Paints and varnishes — Determination of water-vapour
transmission rate — Part 1: Dish method for free films
(ISO 7783-1:1996, including Technical
Corrigendum 1:1998)

Peintures et vernis — Détermination du Beschichtungsstoffe — Bestimmung der
coefficient de transmission de la vapeur Wasserdampf- Diffusionsstromdichte —
d’eau — Teil 1: Schalenverfahren fir freie Filme

Partie 1: Méthode de la capsule pour feuils libres  (ISO 7783-1:1996, einschlieBlich Technische
(ISO 7783-1:1996, Rectificatif Technique 1:1998 Korrektur 1:1998)
inclus)

This European Standard was approved by CEN on 1 April 1999.

CEN members are bound to comply with the CEN/CENELEC Internal
Regulations which stipulate the conditions for giving this European Standard
the status of a national standard without any alteration. Up-to-date lists and
bibliographical references concerning such national standards may be obtained
on application to the Central Secretariat or to any CEN member.

This European Standard exists in three official versions (English, French,
German). A version in any other language made by translation under the
responsiblity of a CEN member into its own language and notified to the
Central Secretariat has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Czech
Republic, Denmark, Finland, France, Germany, Greece, Iceland, Ireland, Italy,
Luxembourg, Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and
United Kingdom.

CEN

European Committee for Standardization
Comité Européen de Normalisation
Européisches Komitee fiir Normung

Central Secretariat: rue de Stassart, 36 B-1050 Brussels
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