
BRITISH STANDARD BS EN ISO 
7823-1:1996

Poly (methyl 
methacrylate) sheets — 
Types, dimensions and 
characteristics —

Part 1: Cast sheets

The European Standard EN ISO 7823-1:1996 has the status of a 
British Standard

ICS 83.140

Full document details: BS EN ISO 7823-1:1996

http://www.avadocuments.com/doc/bs-en-iso-7823-1-1996
http://www.avadocuments.com/doc/bs-en-iso-7823-1-1996


BS EN ISO 7823-1:1996

This British Standard, having 
been prepared under the 
direction of the Sector Board 
for Materials and Chemicals, 
was published under the 
authority of the Standards 
Board and comes into effect 
on 15 September 1996 

© BSI 11-1998

The following BSI references 
relate to the work on this 
standard: 
Committee reference PRI/75 
Draft for comment 90/39202 DC

ISBN 0 580 26173 5

Committees responsible for this 
British Standard

The preparation of this British Standard was entrusted to Technical 
Committee PRI/75, Plastics and rubber film and sheets, upon which the 
following bodies were represented:

British Plastics Federation
Her Majesty’s Stationery Office
Institute of Trading Standards Administration
Ministry of Defence
Packaging and Industrial Films Association
PIRA International

Amendments issued since publication

Amd. No. Date Comments

Full document details: BS EN ISO 7823-1:1996

http://www.avadocuments.com/doc/bs-en-iso-7823-1-1996
http://www.avadocuments.com/doc/bs-en-iso-7823-1-1996


BS EN ISO 7823-1:1996

© BSI 11-1998 i

Contents

Page
Committees responsible Inside front cover
National foreword ii

Foreword 2
1 Scope 3
2 Normative references 3
3 Definitions 3
4 Composition 3
5 General requirements 4
6 Test methods 5
7 Retest and rejection 7

Annex A (normative) Determination of dimensional change at elevated 
temperature (shrinkage) 8

Table 1 — Classification of defects 4
Table 2 — Tolerances on length and width 4
Table 3 — Requirements for basic properties 5
Table 4 — Typical values for special properties 5

List of references Inside back cover

Full document details: BS EN ISO 7823-1:1996

http://www.avadocuments.com/doc/bs-en-iso-7823-1-1996
http://www.avadocuments.com/doc/bs-en-iso-7823-1-1996


BS EN ISO 7823-1:1996

ii © BSI 11-1998

National foreword

This British Standard has been prepared by Technical Committee PRI/75 and is 
the English language version of EN ISO 7823-1:1996 Poly(methyl methacrylate) 
sheets — Types, dimensions and characteristics — Part 1: Cast sheets, published 
by the European Committee for Standardization (CEN). It is identical 
with ISO 7823-1:1991 published by the International Organization for 
Standardization (ISO).
Cross-references

Publication referred to Corresponding British Standard

BS 2782 Methods of testing plastics
Part 4 Chemical properties

ISO 62:1980 Methods 430A to 430D: 983 Determination of water 
absorption at 23 °C. Determination of water absorption 
at 23 °C with allowance for water-soluble matter.
Determination of boiling water absorption. Determination 
of boiling water absorption with allowance for 
water-soluble matter
Part 1 Thermal properties

ISO 75:19871) Methods 121A to 121C:1994 Determination of
temperature of deflection under load of plastics and
ebonite
Part 3 Mechanical properties

ISO 179 19822) Method 359:1993 Determination of charpy impact 
strength
ISO 306:1987 Methods 120A, 120B, 120D and 120E:1990 

Determination of Vicat softening temperature of
thermoplastics
Part 5 Optical and colour properties, weathering

ISO 489:1983 Method 531A:1992 Determination of refractive index of
transparent plastics
Part 6 Dimensional properties

ISO 1183:1987 Method 620A to 620D:1991 Determination of density and
relative density of non-cellular plastics
Part 3 Mechanical properties

ISO 2039-2:1987 Method 365C:1992, Determination of Rockwell hardness
Part 9 Sampling and test specimen preparation

ISO 2818:1980 Method 930A:1977 Preparation of test specimens by
machining 
BS 6001 Sampling procedures for inspection by attributes

ISO 2859-1:1989 Part 1:1991 Specification for sampling plans indexed by
acceptable quality level (AQL) for lot-by-lot inspection 
BS 2782 Methods of testing plastics
Part 5 Optical and colour properties, weathering

ISO 4582:1980 Method 552A:1981 Determination of changes in colour
and variations in properties after exposure to daylight
under glass, natural weathing or artificial light

ISO 4607:1978 Method 550A:1981 Methods of exposure to natural 
weathering

1) ISO 75:1987 has been superseded by ISO 75-2:1993 with which the cited British Standard is 
identical.
2) ISO 179:1982 has been superseded by ISO 179:1993 with which the cited British Standard is 
identical.
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ISO 4892:1981 Method 540B:1982 Methods of exposure to laboratory light 
sources, (xenon arc lamp, enclosed carbon arc lamp, 
open-flame carbon arc lamp, fluorescent tube lamps)
BS EN 2155 Specification for test methods for transparent 
materials for aircraft glazing

EN 2155-5:1989 BS EN 2155-5:1989 Determination of visible light 
transmission

EN 2155-9:1989 BS EN 2155-9:1989 Determination of haze
A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Summary of pages 
This document comprises a front cover, an inside front cover, pages i to iv, 
the EN ISO title page, pages 2 to 8, an inside back cover and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on the 
inside front cover.
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