BRITISH STANDARD BS EN ISO
8031:2009

Rubber and plastics
hoses and hose
assemblies —
Determination of
electrical resistance
and conductivity (ISO
8031:2009)

ICS 23.040.70

BV
gl.

NO COPYING WITHOUT BSI PERMISSION EXCEPT AS PERMITTED BY COPYRIGHT LAV, |:|le
L]

sH'Standa

g

o
-
=0

Full document details: BS EN ISO 8031:2009


http://www.avadocuments.com/doc/bs-en-iso-8031-2009
http://www.avadocuments.com/doc/bs-en-iso-8031-2009

BS EN ISO 8031:2009

National foreword

This British Standard is the UK implementation of EN ISO 8031:2009. It
supersedes BS EN ISO 8031:1997 which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee PRI/66/-/4, Methods of test.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions
of a contract. Users are responsible for its correct application.

Compliance with a British Standard cannot confer immunity
from legal obligations.

This British Standard Amendments/corrigenda issued since publication
was published under

the authority of the
Standards Policy and Date Comments
Strategy Committee on 30
November 2009
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EN ISO 8031:2009 (E)

Foreword

This document (EN ISO 8031:2009) has been prepared by Technical Committee ISO/TC 45 "Rubber and
rubber products" in collaboration with Technical Committee CEN/TC 218 “Rubber and plastics hoses and
hose assemblies” the secretariat of which is held by BSI.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by April 2010, and conflicting national standards shall be withdrawn at the
latest by April 2010.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN ISO 8031:1997.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Cyprus, Czech
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, ltaly, Latvia,
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain,
Sweden, Switzerland and the United Kingdom.

Endorsement notice

The text of ISO 8031:2009 has been approved by CEN as a EN ISO 8031:2009 without any modification.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

SO 8031 was prepared by Technical Committee ISO/TC 45, Rubber and rubber products, Subcommittee
SC 1, Hoses (rubber and plastics).

This third edition cancels and replaces the second edition (ISO 8031:1993), which has been technically
revised (for details, see the Introduction).
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Introduction

This edition of [SO 8031 addresses the problems encountered in field testing and during product acceptance
_O 8031:1993

tests in a production facility in following the test procedures specified in the previous edition ( )
and a more practical approach is suggested. Also, a test procedure for determining electrical continuity
between the end fittings of a hose assembly without actually measuring the resistance has been introduced.
This test is frequently carried out in the field and in the factory when the product standard does not require the
exact electrical resistance to be measured, but only requires verification of electric conductivity between both
metal end fittings.

Special test methods to determine the electrical resistance through the hose wall (now required in some
product standards for hoses used in explosive atmospheres) have been added.

Some test methods which have been standard practice in the hose industry for some time have now been
included, as have several new methods to determine the ability of a hose assembly (with metal end fittings) to
dissipate static electric charges when the metal end fitting is connected to earth. A total of four new
explanatory sketches are included. The hose and hose assembly product standard applicable will have to
specify which method is most suitable for the purpose of verification of the required property.

Annex A, an amended version of informative Annex A, “Recommended terminology and limits for electrical

resistance”, in ]SO 8330:2007, has been included.
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