BS EN ISO 80601-2-69:2020)

BSI Standards Publication

Medical electrical equipment

Part 2-69: Particular requirements for the basic safety and

essential performance of oxygen concentrator equipment

°
bSl. Documents

Document Sharing Hub

Full document details: BS EN ISO 80601-2-69:2020


https://doi.org/10.3403/BSENISO80601?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/bs-en-iso-80601-2-69-2020
http://www.avadocuments.com/doc/bs-en-iso-80601-2-69-2020

BRITISH STANDARD

National foreword

This British Standard is the UK implementation of
EN ISO 80601-2-69:2020. It is identical to [SO 80601-2-69:2020, It
supersedes BS EN ISO 80601-2-69:2014, which is withdrawn.

BSI, as a member of CEN, is obliged to publish EN ISO 80601-2-69 as a
British Standard. However, attention is drawn to the fact that during the
development of this European Standard, the UK committee voted against
its approval.

The UK committee submitted a negative vote as they did not agree

with the requirement mandating that operator accessible outlets of
accessories shall include a means to prevent the propagation of fire back
through the outlet connector. The UK committee believes that a means
to prevent the propagation of fire commonly known as a fire break is a
separate issue and that it is impractical to mandate that all accessories
such as nasal cannulae, therapy facemasks and therapy tubing must be
supplied with such a means. The UK committee believes this would be
cost prohibitive, and that having two or three fire breaks on the same
piece of medical equipment is both wasteful and unnecessary.

The UK committee is also concerned that this document makes no
reference to the standards that are written for these accessories such as
[SO 17256 Anaesthetic and respiratory equipment — Respiratory therapy
tubing and connectors, IS0 23368 Anaesthetic and respiratory equipment
— Low flow nasal cannulae for oxygen therapy, or even for the standard
[SO 19211 Anaesthetic and respiratory equipment — Fire-activated oxygen
shut-off devices for use during oxygen therapy. These standards address
the issue of fire breaks in a more practicable way than 80601-2-69 which
will only lead to confusion in the market place.

The UK participation in its preparation was entrusted to Technical
Committee CH/121, Anaesthetic and respiratory equipment.

Alist of organizations represented on this committee can be obtained on
request to its committee manager.

This publication does not purport to include all the necessary provisions
of a contract. Users are responsible for its correct application.

© The British Standards Institution 2020
Published by BSI Standards Limited 2020

ISBN 978 0 539 01163 0
ICS 11.040.10

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 30 November 2020.

Amendments/corrigenda issued since publication

Date Text affected
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This European Standard was approved by CEN on 15 October 2020.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this
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concerning such national standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN
member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by
translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management
Centre has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway,
Poland, Portugal, Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and
United Kingdom.

. — |

EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

CEN-CENELEC Management Centre: Rue de la Science 23, B-1040 Brussels

© 2020 CEN  All rights of exploitation in any form and by any means reserved Ref. No. EN ISO 80601-2-69:2020 E
worldwide for CEN national Members.

Documents

Document Sharing Hub

Full document details: BS EN 1ISO 80601-2-69:2020


https://doi.org/10.3403/BSENISO80601?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/bs-en-iso-80601-2-69-2020
http://www.avadocuments.com/doc/bs-en-iso-80601-2-69-2020

EN ISO 80601-2-69:2020 (E)

Contents Page
EUTOPEAN fOT@WOTI(......iuiiuinnsnsssisisssssmssssssssssssssssssssssssssssssssasas s sssssssssssssssssssssssasasss s e s s sessasss s sasasasasansnsn ssnsnssssssasanass 3
Documents

Document Sharing Hub

Full document details: BS EN ISO 80601-2-69:2020


https://doi.org/10.3403/BSENISO80601?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/bs-en-iso-80601-2-69-2020
http://www.avadocuments.com/doc/bs-en-iso-80601-2-69-2020

EN ISO 80601-2-69:2020 (E)

European foreword

This document (EN ISO 80601-2-69:2020) has been prepared by Technical Committee ISO/TC 121
"Anaesthetic and respiratory equipment” in collaboration with Technical Committee CEN/TC 215
“Respiratory and anaesthetic equipment” the secretariat of which is held by BSI.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by May 2021, and conflicting national standards shall be
withdrawn at the latest by May 2021.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN ISO 80601-2-69:2014.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland,
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of
North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the
United Kingdom.

Endorsement notice

The text of ISO 80601-2-69:2020 has been approved by CEN as EN ISO 80601-2-69:2020 without any
modification.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national
standards bodies (ISO member bodies). The work of preparing International Standards is normally
carried out through ISO technical committees. Each member body interested in a subject for which a
technical committee has been established has the right to be represented on that committee.
International organizations, governmental and non-governmental, in liaison with ISO, also take part in
the work. ISO collaborates closely with the International Electrotechnical Commission (IEC) on all
matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to the
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see
www.iso.org/iso/foreword.html.

This document was prepared jointly by Technical Committee ISO/TC 121, Anaesthetic and respiratory
equipment, Subcommittee SC 3, Respiratory devices and related equipment used for patient care, and
Technical Committee IEC/TC 62, Electrical equipment in medical practice, Subcommittee SC D,
Electromedical equipment, in collaboration with the European Committee for Standardization (CEN)
Technical Committee CEN/TC 215, Respiratory and anaesthetic equipment, in accordance with the
Agreement on technical cooperation between ISO and CEN (Vienna Agreement).

This second edition cancels and replaces the first edition (ISO 80601-2-69:2014), which has been
technically revised.

The main changes compared to the previous edition are as follows:
— changes to the low oxygen concentration alarm condition;

— changes to the gas outlet connector;

— changes to the test method for the filter for the delivered gas;

— reformatting to provide a unique identifier for each requirement;
— harmonization with the ‘A2 project’ of the general standard.

Alist of all parts in the ISO and IEC 80601 series can be found on the ISO and IEC websites.
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Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

Oxygen supplementation can be part of management of patients with chronic, acute-on-chronic or acute
respiratory disorders. The amount of supplemental oxygen depends on the individual patient’s needs
under various conditions. The managing healthcare team typically prescribes the endpoint of treatment,
for example a target value for oxygen saturation. The amount of supplemental oxygen can be controlled
by the flowrate.

The goal of long-term oxygen therapy is to keep the oxygen saturation above a target value in patients
that require supplemental oxygen. The flowrate should be adjusted for rest, exertion and sleep to meet
the individual patient’s needs under these various conditions. Ideally, the resting flowrate is adjusted to
maintain SpO; greater than the target value as indicated by pulse oximetry.

Supplemental oxygen is supplied by various sources: medical gas pipeline systems, oxygen concentrators,
compressed gas cylinders and liquid oxygen reservoirs. Oxygen concentrators produce oxygen-enriched
air from room air for delivery to a patient requiring oxygen therapy. The most common oxygen
concentrator uses molecular sieve beds to filter and concentrate oxygen molecules from the ambient air,
generating oxygen concentrations of typically 90 % to 96 %. The main component of this type of oxygen
concentrator is the molecular sieve, which adsorbs nitrogen from air to produce a product gas, which is
a mixture of typically up to 95 % oxygen and 5 % of other gases. The periodic adsorbing and purging of
nitrogen is referred to as the pressure swing adsorption process.

Long-term oxygen therapy has been demonstrated in randomized, controlled clinical trials to prolong
survival in patients with chronic respiratory disease and documented hypoxemia. Typical sources of
therapeutic long-term oxygen therapy include gaseous oxygen from cylinders or from liquid oxygen and
oxygen from an oxygen concentrator.

In this document, the following print types are used:

— requirements and definitions: roman type;

— test specifications and terms defined in Clause 3 of the general standard, in this particular document
or as noted: italic type; and

— informative material appearing outside of tables, such as notes, examples and references: in smaller type.
Normative text of tables is also in a smaller type.

In referring to the structure of this document, the term.

— “clause” means one of the three numbered divisions within the table of contents, inclusive of all
subdivisions (e.g. Clause 201 includes subclauses 201.7, 201.8, etc.); and

— “subclause” means a numbered subdivision of a clause (e.g. 201.7, 201.8 and 201.9 are all
subclauses of Clause 201).

References to clauses within this document are preceded by the term “Clause” followed by the clause
number. References to subclauses within this particular document are by number only.

In this document, the conjunctive “or” is used as an “inclusive or” so a statement is true if any
combination of the conditions is true.

For the purposes of this document, the auxiliary verb:
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— “shall” means that conformance with a requirement or a test is mandatory for conformance with
this document;

— "should” means that conformance with a requirement or a test is recommended but is not
mandatory for conformance with this document;

— "may” is used to describe a permission (e.g., permissible way to achieve conformance with a
requirement or test;

— "can" is used to describe a possibility or capability; and

— "must" is used to express an external constraint.

Annex C contains a guide to the marking and labelling requirements in this document.
Annex D contains a summary of the symbols referenced in this document.

An asterisk (*) as the first character of a title or at the beginning of a paragraph or table title indicates
that there is guidance or rationale related to that item in Annex AA.
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Medical electrical equipment

Part 2-69:
Particular requirements for the basic safety and
essential performance of oxygen concentrator equipment

201.1 *Scope, object and related standards

[EC 60601-1:2005+AMD1:2012+AMD2:2020, Clause 1 applies, except as follows:

NOTE The general standard is IEC 60601-1:2005+AMD1:2012+AMD2:2020.

201.1.1 Scope
[EC 60601-1:2005+AMD1:2012, 1.1 is replaced by:

This document specifies requirements for the basic safety and essential performance of an oxygen
concentrator in combination with its accessories, hereafter referred to as MFE equipment, intended to
increase the oxygen concentration of gas intended to be delivered to a single patient. Such oxygen
concentrators are typically intended for use in the home healthcare environment by a single patient in
various environments including any private and public transportation as well as in commercial aircraft.

NOTE 1 Such oxygen concentrators can also be used in professional healthcare facilities.

This document is applicable to a transit-operable and non-transit-operable oxygen concentrator. This
document is applicable to an oxygen concentrator integrated into or used with other medical devices,
ME equipment or ME systems.

EXAMPLE 1 An oxygen concentrator with integrated oxygen conserving equipment function or humidifier
function.

EXAMPLE 2 An oxygen concentrator used with a flowmeter stand.

EXAMPLE 3 An oxygen concentrator as part of an anaesthetic system for use in areas with limited logistical
supplies of electricity and anaesthetic gases(?.

EXAMPLE 4 An oxygen concentrator with an integrated liquid reservoir function or gas cylinder filling system
function.

This document is also applicable to those accessories intended by their manufacturer to be connected to
an oxygen concentrator, where the characteristics of those accessories can affect the basic safety or
essential performance of the oxygen concentrator.

NOTE 2 Such accessories can include, but are not limited to, masks, cannulae, extension tubing, humidifiers,
carts, carrying cases, external power sources and oxygen conserving equipment.

This document does not specify requirements for oxygen concentrators for use with a medical gas
pipeline system.
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If a clause or subclause is specifically intended to be applicable to ME equipment only, or to ME systems
only, the title and content of that clause or subclause will say so. If that is not the case, the clause or
subclause applies both to ME equipment and to ME systems, as relevant.

Hazards inherent in the intended physiological function of ME equipment or ME systems within the
scope of this document are not covered by specific requirements in this document except in 7.2.13 and
8.4.1 of the general standard.

NOTE 3 See also 4.2 of the general standard.

201.1.2 Object
IEC 60601-1:20085, 1.2 is replaced by:

The object of this document is to establish particular basic safety and essential performance
requirements for an oxygen concentrator (as defined in 201.3.202) and its accessories.

NOTE 1 Accessories are included because the combination of the oxygen concentrator and the accessories needs
to be adequately safe. Accessories can have a significant impact on the basic safety or essential performance of an
oxygen concentrator.

NOTE 2 This document has been prepared to address the relevant essential principles'® and labelling(®]
guidances of the International Medical Devices Regulators Forum (IMDRF) as indicated in Annex BB.

NOTE 3 This document has been prepared to address the relevant essential principles of safety and performance
of ISO 16142-1:2016 as indicated in Annex CC.

NOTE 4 This document has been prepared to address the relevant general safety and performance requirements
of European regulation (EU) 2017 /7457 as indicated in Annex DD.

201.1.3 Collateral standards
IEC 60601-1:2005+AMD1:2012+AMD?2: 2020, 1.3 applies with the following addition:

IEC 60601-1-2:2014+AMD1:2020, IEC 60601-1-6:2010+AMD1:2013+AMD2:2020 and
IEC 60601-1-11:2015+AMD1:2020 apply as modified in Clauses 202, 206 and 211 respectively.
IEC 60601-1-3:2008+AMD1:2013 does not apply. All other published collateral standards in the
[EC 60601-1 series apply as published.

201.1.4 Particular standards
Replacement:

In the IEC 60601 series, particular standards define basic safety and essential performance requirements,
and may modify, replace or delete requirements contained in the general standard and collateral
standards as appropriate for the particular ME equipment under consideration.

A requirement of a particular standard takes priority over the general standard.

For brevity, IEC 60601-1+AMD1:2012+AMD2:2020 is referred to in this document as the general
standard. Collateral standards are referred to by their document number.

The numbering of clauses and subclauses of this document corresponds to that of the general standard

with the prefix “201” (e.g. 201.1 in this document addresses the content of Clause 1 of the general

standard) or applicable collateral standard with the prefix “20x”, where x is the final digit(s) of the
Documents
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collateral standard document number (e.g. 202.4 in this document addresses the content of Clause 4 of
the iEC 60601-1-2 collateral standard, 211.4 in this document addresses the content of Clause 4 of the
IEC 60601-1-11collateral standard, etc.). The changes to the text of the general standard are specified
by the use of the following words.

— "Replacement” means that the clause or subclause of the general standard or applicable collateral
standard is replaced completely by the text of this document.

— "Addition" means that the text of this document is additional to the requirements of the general
standard or applicable collateral standard.

— "Amendment" means that the clause or subclause of the general standard or applicable collateral
standard is amended as indicated by the text of this document.

Clauses, subclauses, figures or tables which are additional to those of the general standard are
numbered starting from 201.101. However, due to the fact that definitions in the general standard are
numbered 3.1 through 3.147, additional definitions in this document are numbered beginning from
201.3.201. Additional annexes are lettered AA, BB, etc., and additional items aa), bb), etc.

Subclauses, figures or tables which are additional to those of a collateral standard are numbered
starting from 20x, where “x” is the number of the collateral standard, e.g. 202 for [EC 60601-1-2, 211 for

IEC 60601-1-11, etc.

The term "this document" is used to make reference to the general standard, any applicable collateral
standards and this particular document taken together.

Where there is no corresponding clause or subclause in this document, the clause or subclause of the
general standard or applicable collateral standard, although possibly not relevant, applies without
modification; where it is intended that any part of the general standard or applicable collateral standard,
although possibly relevant, is not to be applied, a statement to that effect is given in this document.

201.2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

IEC 60601-1:2005+AMD1:2012+AMD?2: 2020, Clause 2 applies, except as follows:
Replacement:

ISO 15223-1:—1, Medical devices — Symbols to be used with medical device labels, labelling and
information to be supplied — Part 1: General requirements

IEC 61672-1:2013, Electroacoustics — Sound level meters — Part 1: Specifications

Addition:

ISO 3744:2010, Acoustics — Determination of sound power levels and sound energy levels of noise sources
using sound pressure — Engineering methods for an essentially free field over a reflecting plane

1 Under preparation. Stage at the time of publication: ISO/DIS 15223-1:2020.
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[SO 7396-1:2016, Medical gas pipeline systems — Part 1: Pipeline systems for compressed medical gases
and vacuum

[SO 9000:2015, Quality management systems — Fundamentals and vocabulary

ISO 14937:2009, Sterilization of health care products — General requirements for characterization of a
sterilizing agent and the development, validation and routine control of a sterilization process for medical
devices

ISO 16142-1:2016, Medical devices — Recognized essential principles of safety and performance of
medical devices — Part 1: General essential principles and additional specific essential principles for all
non-1VD medical devices and guidance on the selection of standards

[SO 17664:2017, Processing of health care products — Information to be provided by the medical device
manufacturer for the processing of medical devices

ISO 18562-1:2017, Biocompatibility evaluation of breathing gas pathways in healthcare applications —
Part 1: Evaluation and testing within a risk management process

[SO 19223:2019, Lung ventilators and related equipment — Vocabulary and semantics

ISO 80601-2-67:2020, Medical Electrical Equipment — Part 2-67: Particular requirements for basic
safety and essential performance of oxygen conserving equipment

ISO 80601-2-74:2017, Medical electrical equipment — Part 2-74: Particular requirements for basic safety
and essential performance of respiratory humidifying equipment

IEC 60601-1:2005+AMD1:2012+AMD2: 2020, Medical electrical equipment — Part 1: General
requirements for basic safety and essential performance

IEC 60601-1-2:2014, Medical electrical equipment — Part 1-2: General requirements for basic safety and
essential performance — Collateral Standard: Electromagnetic disturbances — Requirements and tests

[EC 60601-1-8:2006+AMD1:2012+AMD2:2020 Medical electrical equipment — Part 1-8: General
requirements for basic safety and essential performance — Collateral Standard: General requirements,
tests and guidance for alarm systems in medical electrical equipment and medical electrical systems

[EC 60601-1-11:2015+AMD1:2020, Medical electrical equipment — Part 1-11: General requirements for
basic safety and essential performance — Collateral standard: Requirements for medical electrical
equipment and medical electrical systems used in the home healthcare environment

IEC 62366-1:2015+AMD1:2020, Medical devices - Application of usability engineering to medical devices

EN 13544-2:2002+AMD1:2009, Respiratory therapy equipment — Part 2: Tubing and connectors

201.3 Terms and definitions

For the purposes of this document, the terms and definitions given in ISO 3744:2010, [SO 7396-1:2016,
1SO 16142-1:2016, [SO 17664:2017, 1SO 18562-1:2017, 1SO 19223:2019, ﬁ
67:2020, IS0 80601-2-74:2017, IEC 60601-1:2005+AMD1:2012+AMD2:2020, IEC 60601-1-2:2014,
IEC 60601-1-8:2006+AMD1:2012+AMD2:2020, IEC 60601-1-11:2015, IEC 62366-1:2015+AMD1:2020
and the following apply.

ISO and IEC maintain terminological databases for use in standardization at the following addresses:
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— ISO Online browsing platform: available at https://www.iso.org/obp

—  IEC Electropedia: available at http://www.electropedia.org/

NOTE An index of defined terms is found in Annex EE.

Addition:

201.3.201

flow-direction-sensitive component

component or accessory through which gas flow is in one direction only for proper functioning or
patient safety

[SOURCE: ISO 4135:—11, definition 3.1.7, modified — Added ‘or accessory’ and replaced ‘must’ with ‘is’]

201.3.202

oxygen concentrator

ME equipment, which by selective removal of constituents of ambient air, increases the concentration of
oxygen in the output gas

201.4 General requirements

[EC 60601-1:2005+AMD1:2012, Clause 4 applies, except as follows:

201.4.3 Essential performance
IEC 60601-1:2005+AMD1:2012, 4.3 applies, except as follows:

Additional subclause:

201.4.3.101 * Additional requirements for essential performance

Additional essential performance requirements are found in the subclauses listed in Table 201.101.
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Table 201.101 — Distributed essential performance requirements

Requirement Subclause
The oxygen concentration in the delivered gas, in both normal 201.12.1.1012
condition and single fault condition, within the performance levels as 201.12.1.102
indicated in the instructions for use 201.12.1.103

or generation of an alarm condition

power supply failure technical alarm condition 201.11.8.101.1
internal electrical power source nears depletion technical alarm 201.11.8.101.2
condition

low oxygen concentration technical alarm condition 201.12.4.102
malfunction technical alarm condition 201.13.2.101
start-up period technical alarm condition 201.12.4.4.101.2

2 Subclause 202.8.1.101 indicates methods of evaluating delivered oxygen concentration as
acceptance criteria following specific tests required by this document.

201.4.6 * ME equipment or ME system parts that contact the patient
Amendment (add at end of 4.6 prior to the conformance check):
a) An oxygen concentrator or its parts or accessories that can come into contact with the patient shall

be subject to the requirements for applied parts according to this subclause (i.e., 4.6 of the general
standard).

201.5 General requirements for testing of ME equipment

IEC 60601-1:2005+AMD1:2012+AMD2:2020, Clause 5 applies, except as follows:
Addition:

201.5.101 * Additional requirements for general requirements for testing of
ME equipment

a) For the purposes of this document, tolerances declared in the accompanying documents shall
include the uncertainty of the measurement used to determine the specification.

b) The manufacturer shall disclose the measurement uncertainty for each disclosed tolerance in the
technical description.

Check conformance by inspection of the accompanying documents and the technical description.

201.6 Classification of ME equipment and ME systems

IEC 60601-1:2005+AMD1:2012+AMD2:2020, Clause 6 applies.
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201.7 ME equipment identification, marking and documents

IEC 60601-1:2005+AMD1:2012+AMD?2:2020, Clause 7 applies, except as follows:

201.7.1.2 * Legibility of markings
[EC 60601-1:2005+AMD1:2012+AMD2:2020, 7.1.2 applies, except as follows:

Amendment (at the end of the second sentence of the second paragraph of the conformance check):
Replace ‘1 m’ with ‘1 m and for body-worn ME equipment 0,4 m’.

Additional subclauses:

201.7.2.4.101 Additional requirements for accessories

a) Accessories supplied separately shall:
1) fulfil the requirements of 201.7.2.101; and

2) be marked with an indication of any limitations or adverse effects of the accessory on the basic
safety or essential performance of an oxygen concentrator, if applicable.

b) If marking the accessory is not practicable, this information may be placed in the instructions for use.
NOTE Additional requirements are found in 201.102.
Check conformance by inspection and inspection of the risk management file for any limitations or adverse

effects of the accessory.

201.7.2.13.101 Additional requirements for physiological effects

a) Any natural rubber latex-containing components in the gas pathways or accessories shall be marked
as containing latex.

b) Such marking shall be clearly legible.

c) Symbol ISO 7000-2725 or symbol 5.4.5 from ISO 15223-1:—, (Table 201.D.1.101, symbol 4) may be
used.

d) The instructions for use shall also disclose any natural rubber latex-containing components.

Check conformance by inspection.

201.7.2.17.101 Additional requirements for protective packaging

a) The indication of single use shall be consistent for a model or type reference.
b) The packaging for a model or type reference that is for single use shall be marked accordingly.
c) Packages shall have clearly legible markings of:

1) adescription of the contents;
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2) anidentification reference to the batch, type or serial number:

i) symbol ISO 7000-2492 or symbol 5.1.5, from ISO 15223-1:— (Table 201.D.1.101, symbol 1,)
may be used for batch;

ii) symbol ISO 7000-2493 or symbol 5.1.6 from 1SO 15223-1:— (Table 201.D.1.101, symbol 2)
may be used for type;

iii) symbol I1SO 7000-2498 or symbol 5.1.7 from ISO 15223-1:— (Table 201.D.1.101, symbol 3)
may be used for serial number;

3) if containing natural rubber latex,

i) the word "LATEX", or

ii) the symbol ISO 7000-2725 or symbol 5.4.5 from ISO 15223-1:— (Table 201.D.1.101, symbol
4).

d) Protective packaging shall maintain the integrity and cleanliness of the contents.
e) For accessories intended to be sterilized prior to use:

1) the protective packaging shall be suitable taking account of the method of sterilization indicated
by the manufacturer; and

2) the protective packaging shall minimise the risk of microbial contamination.
Check conformance by inspection.

201.7.2.101 Additional requirements for marking on the outside of ME equipment or
ME equipment parts

a) The marking of ME equipment, parts and accessories shall be clearly legible.
b) The marking of ME equipment, parts and accessories shall include:
1) any particular storage, handling and operating instructions;

2) any particular warnings and precautions relevant to the immediate operation of the oxygen
concentrator.

c) If applicable, operator-accessible ME equipment, parts and accessories shall have clearly legible
markings of the following:

1) an arrow indicating the direction of the flow for flow-direction-sensitive components that are
operator-removable without the use of a tool; and

2) awarning against removal of the access cover by unauthorized persons.
d) Notwithstanding requirement b) and c), if the size of ME equipment, parts or accessory, or the nature
of its enclosure, does not allow affixation of these markings, the remaining markings shall be

included in the instructions for use.

Check conformance by inspection.
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201.7.4.3 * Units of measurement
IEC 60601-1:2005+AMD1:2012, 7.4.3 applies, except as follows:

Amendment (add to the bottom as a new row in Table 1):

Gas volume and flowrate specifications for gas delivered to the patient shall be expressed at STPD
(standard temperature and pressure, dry).

NOTE For the purposes of this document, STPD is 101,3 kPa at an operating temperature of 20 °C, dry.
201.7.5 Safety signs

IEC 60601-1:2005+AMD1:2012+AMD2:2020, 7.5 applies, except as follows:

Amendment (add before the conformance test):

The following safety signs shall be clearly legible from the intended position of the operator:

aa) safety sign 1SO 7010-P002 (Table 201.D.2.101, safety sign 1) or a warning to the effect of “No
Smoking”.

bb) safety sign I1SO 7010-P003 (Table 201.D.2.101, safety sign 2) or a warning to the effect of “No Open

Flame”.

201.7.9.1 Additional general
IEC 60601-1:2005+AMD1:2012, 7.9.1 applies, except as follows:

Amendment (replace the first dash with):

— Name or trade name and address of

— the manufacturer; and

— where the manufacturer does not have an address within the locale, an authorized
representative within the locale,

to which the responsible organization can refer;

Addition:

201.7.9.1.101 Additional general requirements

The accompanying documents shall instruct the responsible organization to assess the needs of the
patient for backup supplies of supplementary oxygen in case of oxygen concentrator or power failure:

a) atinstallation based on
1) the condition of the patient,
2) the environment in which the patient lives, and
3) the ability to resupply the patient with backup supplies of supplementary oxygen; and

b) periodically as these attributes change.
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201.7.9.2 Instructions for use
IEC 60601-1:2005+AMD1:2012+AMD?2:2020, 7.9.2 applies, except as follows:

Additional subclauses:

201.7.9.2.1.101Additional general requirements

The instructions for use shall include the following:

a) asummary of the use specification (see [EC 62366-1:2015);

b) a statement of the time required from switching on the oxygen concentrator until it can be relied
upon to deliver the set flowrate and concentration of oxygen;

c) astatement that the air intake as well as the exhaust of the oxygen concentrator should be located in
a well-ventilated area;

d) a statement advising the operator of actions to take when the oxygen concentrator indicates an
abnormal condition;

e) astatement that the oxygen concentrator should be located so as to avoid pollutants or fumes;

f) if the oxygen concentrator, its parts or accessories are intended for single use, information on known
characteristics and technical factors known to the manufacturer that could pose a risk if the oxygen
concentrator, its parts or accessories were reused;

g) a statement to the effect that the oxygen delivery settings of the oxygen concentrator should be
periodically reassessed for the effectiveness of the therapy;

NOTE In some countries, the supervising clinician has the responsibility to periodically reassess the oxygen
delivery settings.

h) a statement to the effect that the accessories and oxygen concentrator setup used to deliver oxygen
to the patient should include a means, as specified in the instructions for use, to reduce the extent of
the propagation of fire if ignition occurs;

EXAMPLE Such means include, but are not limited to, a heat or smoke detector that stops the flow of gas in
the tubing or stops the oxygen concentrator.

If applicable, the instructions for use shall disclose the following:

i) atleastone type of humidifier that is suitable for use with the oxygen concentrator and its preferred
location.

Check conformance by inspection.

201.7.9.2.2.101Additional requirements for warnings and safety notices
The instructions for use shall include:
a) a warning statement to the effect that “WARNING: There is a risk of fire associated with oxygen

enrichment during oxygen therapy. Do not use the oxygen concentrator or accessories near sparks
or open flames.”;
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b) a warning statement to the effect that “WARNING: To ensure receiving the therapeutic amount of
oxygen delivery according to your medical condition [insert model and brand] must:

1) be used with settings that have been individually determined or prescribed for you at your
activity levels with your accessories;

2) be used with the specific combination of parts and accessories that are in line with the
specification of the concentrator or accessory manufacturer.”;

c) a warning statement to the effect that “WARNING: Use only water-based lotions or salves that are
oxygen-compatible before and during oxygen therapy. Never use petroleum-based or oil-based
lotions or salves to avoid the risk of fire and burns”;

d) a warning statement to the effect that “WARNING: Do not lubricate fittings, connections, tubing, or
other accessories of the oxygen concentrator to avoid the risk of fire and burns.”;

e) a warning statement to the effect that “WARNING: Use only spare parts recommended by the
manufacturer to ensure proper function and to avoid the risk of fire and burns.”;

f) a warning statement to the effect that “WARNING: Use of this device at an altitude above [insert
maximum rated altitude] or outside a temperature of [insert rated temperature range] or a relative
humidity above [insert maximum rated relative humidity] is expected to adversely affect the
flowrate and the percentage of oxygen and consequently the quality of the therapy.”;

g) a warning statement to the effect that “WARNING: Oxygen makes it easier for a fire to start and
spread. Do not leave the nasal cannula or mask on bed coverings or chair cushions, if the oxygen
concentrator is turned on, but not in use; the oxygen will make the materials more flammable. Turn
the oxygen concentrator off when not in use to prevent oxygen enrichment.”;

h) a warning statement to the effect that “WARNING: If you feel discomfort or are experiencing a
medical emergency while undergoing oxygen therapy, seek medical assistance immediately to avoid
harm.”;

i) a warning statement to the effect that “WARNING: Geriatric, paediatric or any other patient unable
to communicate discomfort can require additional monitoring and or a distributed alarm system to
convey the information about the discomfort and or the medical urgency to the responsible care
giver to avoid harm.”;

j) awarning statement to the effect that “WARNING: Smoking during oxygen therapy is dangerous and
is likely to result in facial burns or death. Do not allow smoking or open flames within the same
room as the oxygen concentrator or any oxygen-carrying accessories. If you smoke, you must
always turn the oxygen concentrator off, remove the cannula and leave the room where either the
cannula or mask or the oxygen concentrator is located. If unable to leave the room, you must wait
10 minutes after you have turned the oxygen concentrator off.”;

k) a warning statement to the effect that “WARNING: Open flames during oxygen therapy are
dangerous and are likely to result in fire or death. Do not allow open flames within 2 m of the
oxygen concentrator or any oxygen-carrying accessories.”

Check conformance by inspection of the instructions for use.

201.7.9.2.5.101Additional requirements for ME equipment description

The instructions for use shall include:
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