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Foreword 

This document (EN ISO 8230-1:2008) has been prepared by Technical Committee ISO/TC 72 "Textile 
machinery and machinery for dry-cleaning and industrial laundering" in collaboration with Technical 
Committee CEN/TC 214 “Textile machinery and accessories” the secretariat of which is held by SNV. 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by April 2009, and conflicting national standards shall be withdrawn at the 
latest by December 2009. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights. 

This document supersedes EN ISO 8230:1997. 

This document has been prepared under a mandate given to CEN by the European Commission and the 
European Free Trade Association, and supports essential requirements of EC Directives. 

For relationship with EC Directives, see informative Annex ZA, B, which is an integral part of this document. 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Cyprus, Czech 
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, 
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, 
Sweden, Switzerland and the United Kingdom. 

Endorsement notice 

The text of ISO 8230-1:2008 has been approved by CEN as a EN ISO 8230-1:2008 without any modification. 
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Annex ZA 
(informative) 

Relationship between this International Standard and the Essential 
Requirements of EU Directive 98/37/EC 

This International Standard has been prepared under a mandate given to CEN by the European Commission 
and the European Free Trade Association to provide one means of conforming to Essential Requirements of 
the New Approach Directive 98/37/EC, Machinery, amended by 98/79/EC. 

Once this standard is cited in the Official Journal of the European Communities under that Directive and has 
been implemented as a national standard in at least one Member State, compliance with the normative 
clauses of this standard confers, within the limits of the scope of this standard, a presumption of conformity 
with the relevant Essential Requirements of that Directive and associated EFTA regulations. 

WARNING — Other requirements and other EU Directives may be applicable to the product(s) falling 
within the scope of this standard. 
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Annex ZB 
(informative) 

Relationship between this International Standard and the Essential 
Requirements of EU Directive 2006/42/EC 

This International Standard has been prepared under a mandate given to CEN by the European Commission 
and the European Free Trade Association to provide one means of conforming to Essential Requirements of 
the New Approach Directive 2006/42/EC, Machinery. 

Once this standard is cited in the Official Journal of the European Communities under that Directive and has 
been implemented as a national standard in at least one Member State, compliance with the normative 
clauses of this standard confers, within the limits of the scope of this standard, a presumption of conformity 
with the relevant Essential Requirements of that Directive and associated EFTA regulations. 

WARNING — Other requirements and other EU Directives may be applicable to the product(s) falling 
within the scope of this standard. 
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Foreword 

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies 
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO 
technical committees. Each member body interested in a subject for which a technical committee has been 
established has the right to be represented on that committee. International organizations, governmental and 
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the 
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization. 

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2. 

The main task of technical committees is to prepare International Standards. Draft International Standards 
adopted by the technical committees are circulated to the member bodies for voting. Publication as an 
International Standard requires approval by at least 75 % of the member bodies casting a vote. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights. 

ISO 8230-1 was prepared by Technical Committee ISO/TC 72, Textile machinery and accessories, 
Subcommittee SC 5, Industrial laundry and dry-cleaning machinery and accessories. 

This first edition of ISO 8230-1, together with ISO 8230-2:2008 and ISO 8230-3:2008, cancels and replaces 
ISO 8230:1997, of which it constitutes a technical revision. 

ISO 8230 consists of the following parts, under the general title Safety requirements for dry-cleaning 
machines: 

⎯ Part 1: Common safety requirements 

⎯ Part 2: Machines using perchloroethylene 

⎯ Part 3: Machines using combustible solvents 
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Introduction 

This document is a type-C standard as stated in ISO 12100. 

The machinery concerned and the extent to which hazards, hazardous situations or hazardous events are 
covered are indicated in the Scope of this document. 

When requirements of this type-C standard are different from those which are stated in type-A or -B 
standards, the requirements of this type-C standard take precedence over the requirements of the other 
standards for machines that have been designed and built according to the requirements of this type-C 
standard. 
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Safety requirements for dry-cleaning machines — 

Part 1: 
Common safety requirements 

1 Scope 

This part of ISO 8230 specifies common safety requirements for dry-cleaning machines. 

It is applicable to dry-cleaning machines of all sizes intended for industrial and commercial use for the 
cleaning of articles made of textile, leather, furs and skins, using exclusively either perchloroethylene or 
combustible solvent as the cleaning medium. 

It is not applicable to: 

⎯ machines placed at the disposal of the general public (self-service); 

⎯ barrier machines as defined in 3.1.5; 

⎯ transfer machines as defined in 3.1.4; 

⎯ ironing presses (see ISO 10472-1 and ISO 10472-6); 

⎯ ancillary equipment, e.g. room ventilation equipment, waste recuperation systems of the still, external 
water cooling systems or external systems for solvent recovery from the still sludge. 

This part of ISO 8230 deals with all significant hazards arising from the use of the dry-cleaning machine, 
where “use of the dry-cleaning machine” comprises both intended use and foreseeable abnormal situations 
and includes commissioning, use and maintenance. It defines the common safety requirements for 
dry-cleaning machines and is intended to be used in conjunction with ISO 8230-2 and ISO 8230-3, as 
relevant. Specific requirements in those other parts of ISO 8230 take precedence over the respective 
requirements of this part of ISO 8230. 

It does not deal with hazards caused by processing items that can create an explosive atmosphere (e.g. 
printers' wipers containing a low-flash solvent), nor with machines processing loads that can contain “foreign 
solvents”, which could lead to a change in a property (characteristic) of the cleaning solvent, e.g. cause 
foaming or make it carcinogenic. 

This part of ISO 8230 applies to machines manufactured after the date of its issue. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

IEC 60204-1:2005, Safety of machinery — Electrical equipment of machines — Part 1: General requirements 
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IEC 61496-1:2004, Safety of machinery — Electro-sensitive protective equipment — Part 1: General 
requirements and tests 

ISO 3744:1994 1), Acoustics — Determination of sound power levels of noise sources using sound pressure 
— Engineering method in an essentially free field over a reflecting plane 

ISO 4871:1996, Acoustics — Declaration and verification of noise emission values of machinery and 
equipment 

ISO 5232:1998, Graphical symbols for textile machinery 

ISO 6178:1983, Centrifuges — Construction and safety rules — Method for the calculation of the tangential 
stress in the shell of a cylindrical centrifuge rotor 

ISO 8230-2, Safety requirements for dry-cleaning machines — Part 2: Machines using perchloroethylene 

ISO 8230-3, Safety requirements for dry-cleaning machines — Part 3: Machines using combustible solvents 

ISO 8232:1988, Closed-circuit dry-cleaning machines — Defining and checking of machine characteristics 

ISO 11201:1995, Acoustics — Noise emitted by machinery and equipment — Measurement of emission 
sound pressure levels at a work station and at other specified positions — Engineering method in an 
essentially free field over a reflecting plane 

ISO/TR 11688-1:1995, Acoustics — Recommended practice for the design of low-noise machinery and 
equipment — Part 1: Planning 

ISO/TR 11688-2:1998, Acoustics — Recommended practice for the design of low-noise machinery and 
equipment — Part 2: Introduction to the physics of low-noise design 

ISO 12100-1:2003, Safety of machinery — Basic concepts, general principles for design — Part 1: Basic 
terminology, methodology 

ISO 12100-2:2003, Safety of machinery — Basic concepts, general principles for design — Part 2: Technical 
principles 

ISO 13732-1, Ergonomics of the thermal environment — Methods for the assessment of human responses to 
contact with surfaces — Part 1: Hot surfaces 

ISO 13732-3:2005, Ergonomics of the thermal environment — Methods for the assessment of human 
responses to contact with surfaces — Part 3: Cold surfaces  

ISO 13849-1:2006, Safety of machinery — Safety-related parts of control systems — Part 1: General 
principles for design 

ISO 13850:2006, Safety of machinery — Emergency stop — Principles for design 

ISO 13852:1996, Safety of machinery — Safety distances to prevent danger zones being reached by the 
upper limbs 

ISO 13855:2002, Safety of machinery — Positioning of protective equipment with respect to the approach 
speeds of parts of the human body 

ISO 13856-1:2001, Safety of machinery — Pressure-sensitive protective devices — Part 1: General principles 
for design and testing of pressure-sensitive mats and pressure-sensitive floors 

                                                      

1) Under revision. 

Full document details: BS EN ISO 8230-1:2008

http://dx.doi.org/10.3403/00684183
http://dx.doi.org/10.3403/30201649
http://dx.doi.org/10.3403/30127238U
http://dx.doi.org/10.3403/30127242U
http://dx.doi.org/10.3403/30202828
http://dx.doi.org/10.3403/30202866
http://dx.doi.org/10.3403/01925234
http://dx.doi.org/10.3403/02925544
http://dx.doi.org/10.3403/02925556
http://dx.doi.org/10.3403/30024784U
http://dx.doi.org/10.3403/30192255
http://dx.doi.org/10.3403/30086351
http://dx.doi.org/10.3403/30160951
http://www.avadocuments.com/doc/bs-en-iso-8230-1-2008
http://www.avadocuments.com/doc/bs-en-iso-8230-1-2008


BS EN ISO 8230-1:2008 
ISO 8230-1:2008(E) 

© ISO 2008 – All rights reserved 3

ISO 14119:1998, Safety of machinery — Interlocking devices associated with guards — Principles for design 
and selection 

ISO 14120:2002, Safety of machinery — Guards — General requirements for the design and construction of 
fixed and movable guards 

ISO 14122-1:2001, Safety of machinery — Permanent means of access to machinery — Part 1: Choice of 
fixed means of access between two levels 

ISO 14122-2:2001, Safety of machinery — Permanent means of access to machinery — Part 2: Working 
platforms and walkways 

ISO 14122-3:2001, Safety of machinery — Permanent means of access to machinery — Part 3: Stairs, 
stepladders and guard-rails 

EN 378-1:2000, Refrigerating systems and heat pumps — Safety and environmental requirements — Part 1: 
Basic requirements, definitions, classification and selection criteria 

EN 378-2:2000, Refrigerating systems and heat pumps — Safety and environmental requirements — Part 2: 
Design, construction, testing, marking and documentation 

EN 614-1:2006, Safety of machinery — Ergonomic design principles — Part 1: Terminology and general 
principles 

EN 981:1996, Safety of machinery — System of auditory and visual danger and information signals 

EN 983:1996, Safety of machinery — Safety requirements for fluid power systems and their components — 
Pneumatics 

EN 61310-1:1995, Safety of machinery — Indication, marking and actuation — Part 1: Requirements for visual, 
auditory and tactile signals 

3 Terms and definitions 

For the purposes of this document, the terms and definitions given in ISO 12100-1 and the following apply. 

3.1 Machine configuration 

3.1.1 
dry-cleaning machine 
equipment in which articles made of textile, leather, fur or skin are cleaned, treated and dried 

NOTE Equipment such as solvent recovery, inerting and distilling equipment can also be part of the dry-cleaning 
machine. 

3.1.2 
closed-circuit dry-cleaning machine 
dry-cleaning machine in accordance with ISO 8232, in which reduction is carried out without any contact 
between the air in the drum and the air in the workroom 

3.1.3 
open-circuit dry-cleaning machine 
dry-cleaning machine, in which the deodorization takes place by an intake of fresh air and evacuation of any 
solvent/air mixture out of the dry-cleaning machine, prior to the opening of the loading/unloading door 

3.1.4 
transfer machine 
equipment where cleaning machine and tumbler are separated and where the load has to be transferred after 
extraction from the cleaning machine to the tumbler 
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