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National foreword

This British Standard is the official English language version of
EN ISO 8254-2:2003. It is identical with ISO 8254-2:2003.

The UK participation in its preparation was entrusted to Technical Committee
PAI/11, Test methods for paper, board and pulps, which has the responsibility
to:

— aid enquirers to understand the text;

— present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep the
UK interests informed,;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this committee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international or European
publications referred to in this document may be found in the BSI Catalogue
under the section entitled “International Standards Correspondence Index”, or
by using the “Search” facility of the BSI Electronic Catalogue or of

British Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, the EN ISO title
page, pages 2 to 16, an inside back cover and a back cover.

The BSI copyright date displayed in this document indicates when the
document was last issued.

Amendments issued since publication

Amd. No. Date Comments
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This European Standard was approved by CEN on 9 September 2002.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the Management Centre or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
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versions.
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Foreword

This document (EN ISO 8254-2:2003) has been prepared by Technical Committee CEN /TC 172, "Pulp, paper and
board", the secretariat of which is held by DIN, in collaboration with Technical Committee ISO/TC 6 "Paper, board
and pulps".

This European Standard shall be given the status of a national standard, either by publication of an identical text or
by endorsement, at the latest by July 2003, and conflicting national standards shall be withdrawn at the latest by
July 2003.

This Standard contains the following parts:
Part 1: 75° gloss with a converging beam, TAPPI method
Part 2: 75° gloss with a parallel beam, DIN method
Part 3: 20° gloss

In addition, CEN has developed the European Standard EN 14084 "Paper and board - Measurement of specular
gloss - 45° gloss with a parallel beam, DIN-method.

The European Standard EN 14086 and the International Standard ISO/DIS 8254-3 are intended for use with high
gloss papers.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Czech Republic, Denmark, Finland,
France, Germany, Greece, Hungary, Iceland, Ireland, ltaly, Luxembourg, Malta, Netherlands, Norway, Portugal,
Slovakia, Spain, Sweden, Switzerland and the United Kingdom.
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Introduction

Visual gloss is a sensory impression which cannot yet be described completely. Some important physical variables
which influence gloss are however known. The sensory perception of gloss under a suitable illumination results
from a physical stimulus due to reflection of light from a surface. This reflection is defined by an indicatrix which
changes with the angle of incidence. The maximum indicatrix value which is decisive for visual gloss impression is
associated with specular reflection, at an angle of reflection which is approximately equal to the angle of incidence.
The reflectometer value is determined by averaging the reflection in a defined angular region centered in the
specular direction.

NOTE 1 A reflectometer value is a measure of the visual gloss only when the optical conditions of measurement,
such as angles and apertures of illumination and observation are similar to the conditions of viewing.

NOTE 2 Because luminance and structure enter to some extent into the reflectometer value of the test piece, only
the comparison of test pieces with nearly the same luminance and structure is meaningful. The influence of
luminance on the measurement result decreases rapidly with increasing reflectometer value and increasing angle
of reflection.

The proportion of specular reflection in the entire reflection increases with increasing angle of incidence. Very matt
surfaces generate a noticeable degree of specular reflection and, therefore, a noticeable gloss effect only above a
certain minimum angle of incidence. On the other hand, a large angle of incidence reduces the ability to differentiate
between surfaces of high gloss.

NOTE 3 Manufacturers of coated papers usually divide their products into two classes, according to their surface
gloss: matt coating and gloss coating. However, these classes are only defined approximately. The matt class has
reflectometer values, measured according to this European Standard, from 0 to approximately 20. The glossy class
has reflectometer values higher than this value. As there is no precise correlation between reflectometer values
measured with different geometries, it is advisable to compare the reflectometer values only within a single class of
papers and using the same measuring geometry.

This European Standard describes measurement at an angle of incidence of 75 using a parallel beam geometry

commonly known as the 75° DIN method. A second European Standard describes measurement at an angle of 45
(see EN 14086).

1 Scope

This European Standard specifies a photometric test method for the assessment of visual gloss by means of a
reflectometer value measured at an angle of 75 . It is applicable to plane paper and board surfaces of gloss levels
below 65, measured according to this European Standard. It should be the preferred method for paper and board
surfaces of gloss levels below 20, measured according to this European Standard. Materials containing optical
brightening agents may be measured.

2 Normative references

This European Standard incorporates by dated or undated reference, provisions from other publications. These
normative references are cited at the appropriate places in the text, and the publications are listed hereafter. For
dated references, subsequent amendments to or revisions of any of these publications apply to this European
Standard only when incorporated in it by amendment or revision. For undated references the latest edition of the
publication referred to applies (including amendments).

CIE-Publication No. 38, Radiometric and photometric characteristics.
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