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Foreword 

The text of ISO 8292-2:2008 has been prepared by Technical Committee ISO/TC 34 “Food products” of the 
International Organization for Standardization (ISO) and has been taken over as EN ISO 8292-2:2010 by 
Technical Committee CEN/TC 307 “Oilseeds, vegetable and animal fats and oils and their by-products - 
Methods of sampling and analysis” the secretariat of which is held by AFNOR. 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by October 2010, and conflicting national standards shall be withdrawn at 
the latest by October 2010. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights. 

This document supersedes EN ISO 8292:1995. 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech 
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, 
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, 
Sweden, Switzerland and the United Kingdom. 

Endorsement notice 

The text of ISO 8292-2:2008 has been approved by CEN as a EN ISO 8292-2:2010 without any modification. 
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Foreword 

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies 
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO 
technical committees. Each member body interested in a subject for which a technical committee has been 
established has the right to be represented on that committee. International organizations, governmental and 
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the 
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization. 

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2. 

The main task of technical committees is to prepare International Standards. Draft International Standards 
adopted by the technical committees are circulated to the member bodies for voting. Publication as an 
International Standard requires approval by at least 75 % of the member bodies casting a vote. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights. 

ISO 8292-2 was prepared by Technical Committee ISO/TC 34, Food products, Subcommittee SC 11, Animal 
and vegetable fats and oils. 

This part of ISO 8292, together with ISO 8292-1, cancel and replace ISO 8292:1991. 

ISO 8292 consists of the following parts, under the general title Animal and vegetable fats and oils — 
Determination of solid fat content by pulsed NMR: 

⎯ Part 1: Direct method 

⎯ Part 2: Indirect method 
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Animal and vegetable fats and oils — Determination of solid fat 
content by pulsed NMR — 

Part 2: 
Indirect method 

1 Scope 

This part of ISO 8292 specifies an indirect method for the determination of the solid fat content in animal and 
vegetable fats and oils (hereafter designated “fats”) using low-resolution pulsed nuclear magnetic resonance 
(NMR) spectrometry. 

Two alternative thermal pre-treatments are specified: one for general purpose fats not exhibiting pronounced 
polymorphism and which stabilize mainly in the β′-polymorph; and one for fats similar to cocoa butter which 
exhibit pronounced polymorphism and stabilize in the β-polymorph. Additional thermal pre-treatments, which 
may be more suitable for specific purposes, are given in an informative annex. 

The indirect method is less easy to carry out and less reproducible than the direct method, but is more 
accurate and more universally applicable to all fats. 

NOTE A direct method is specified in ISO 8292-1. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

ISO 661, Animal and vegetable fats and oils — Preparation of test sample 

ISO 3960, Animal and vegetable fats and oils — Determination of peroxide value — Iodometric (visual) 
endpoint determination 

ISO 8292-1, Animal and vegetable fats and oils — Determination of solid fat content by pulsed NMR — Part 1: 
Direct method 

3 Terms and definitions 

For the purposes of this document, the terms and definitions given in ISO 8292-1 apply. 
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4 Symbols and abbreviated terms 

f conversion (extrapolation) factor to correct the NMR signal observed at 11 µs to that at time zero 
np number of pulses 
S1 magnetization decay signal measured at about 11 µs 
S2 magnetization decay signal measured at about 70 µs 
SFC solid fat content 
SL magnetization decay signal corresponding to the liquid phase 
SS magnetization decay signal corresponding to the solid phase 
SS+L magnetization decay signals corresponding to both solid and liquid phases 
trep repetition time 
wSFC,i “true” SFC (measured in accordance with this part of ISO 8292) 

wSFC,T SFC at measurement temperature, T 

5 Principle 

The sample is tempered to a stable state at a specific temperature and then heated to, and stabilized at, the 
measurement temperature. Unless otherwise specified, measurement temperatures can be any or all of: 0 °C; 
5 °C; 10 °C; 15 °C; 20 °C; 25 °C; 27,5 °C; 30 °C; 32,5 °C; 35 °C; 37,5 °C; 40 °C; 45 °C; 50 °C; 55 °C; 60 °C. 

After electromagnetic equilibration in the static magnetic field of the NMR spectrometer and application of a 
90º radio frequency pulse, the magnetization decay signal from the protons in the liquid phase only is 
measured and the solid fat calculated by reference to a standard sample consisting entirely of liquid fat. 
Provided that the liquid fat measurements have been made at the start of the SFC determination, results can 
be displayed immediately as in the direct method. 

6 Triolein standard sample 

The liquid fat standard sample shall contain a minimum 99 % mass fraction of triolein. The peroxide value 
determined according to ISO 3960 shall be less than 5. Store triolein stocks at a temperature below 0 °C. 
Store reference tubes containing triolein in a refrigerator at 0 °C to 8 °C when not in use, and replace them 
every 2 weeks. 

7 Apparatus 

7.1 Pulsed nuclear magnetic resonance (NMR) spectrometer, low resolution 

The NMR spectrometer shall have: 

a) a magnet with a sufficiently uniform field to ensure that the half-life of the magnetization of a reference 
sample of liquid fat is longer than 1 000 µs; 

b) an automatic measuring device which operates as soon as the measurement tubes (7.2) are inserted; 

c) an adjustable measurement repetition time; 

d) a 10 mm measurement cell/probe for test portion tubes which is temperature-controlled at 40 °C. 

For preference, the instrument should be equipped with a computer which automatically takes the required 
measurements, performs the required calculations and presents the results directly on the computer screen or 
other display.  
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