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BS EN ISO 8321-2:2000

National foreword

This British Standard is the official English language version of EN ISO 8321-2:2000.
It is identical with ISO 8321-2:2000.

The UK participation in its preparation was entrusted by Technical Committee
CH/78, Ophthalmic optics, to Subcommittee CH/78/4, Physical properties of contact
lenses, which has the responsibility to:

— aid enquirers to understand the text;

— present to the responsible international/European committee any enquiries
on the interpretation, or proposals for change, and keep the UK interests
informed,

— monitor related international and European developments and promulgate
them in the UK.

A list of organizations represented on this subcommittee can be obtained on request
to its secretary.

Cross-references

Attention is drawn to the fact that CEN and CENELEC Standards normally include
an annex which lists normative references to international publications with their
corresponding European publications. The British Standards which implement these
international or European publications may be found in the BSI Standards
Catalogue under the section entitled “International Standards Correspondence
Index”, or by using the “Find” facility of the BSI Standards Electronic Catalogue.

Textual errors

The textual errors set out below were discovered when the English language
version of EN ISO 8321-2 was adopted as the national standard. They have been
reported to CEN in a proposal to amend the text of the European Standard.

i) Table 1, footnote e - the footnote, as written makes no sense and is not correct.
The proposed amended text reads: "The reference of the prism direction has to be
defined."

ii) Annex NA, Example A.2.2 - degree symbols (°) have been inserted throughout
and should not be used. The degree symbol (°) is not used due to possible confusion
when handwriting prescriptions, for example 10° could be read as 100.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, the EN ISO title page,
the EN ISO foreword page, the ISO title page, pages ii to iv, pages 1 to 7, the annex
ZA page, the annex ZB page and a back cover.

The BSI copyright notice displayed in this document indicates when the document
was last issued.

This British Standard, having

been prepared under the

direction of the Health and

Environment Sector Committee, Amendments issued since publication
was published under the
authority of the Standards Amd. No. Date Comments

Committee and comes into effect
on 15 June 2000
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EUROPEAN STANDARD EN ISO 8321-2
NORME EUROPEENNE
EUROPAISCHE NORM March 2000

ICS 11.040.00

English version

Opthalmic optics - Specifications for material, optical and
dimensional properties of contact lenses - Part 2: Single-vision
hydrogel lenses (ISO 8321-2:2000)

Optique ophtalmique - Spécifications des propriétés des Augenoptik - Grundanforderungen an
matériaux et des propriétés optiques et dimensionelles des Materialeigenschaften, optische Eigenschaften und MaR3e
lentilies de contact - Partie 2: Lentilles de contact en von Kontaktlinsen - Teil 2: Einstérken-Hydrogelkontaklinsen
hydrogel unifocales (ISO 8321-2:2000) (1ISO 8321-2:2000)

This European Standard was approved by CEN on 1 March 2000.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the Central Secretariat or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the Central Secretariat has the same status as the official
versions.

CEN members are the national standards bodies of Austria, Belgium, Czech Republic, Denmark, Finland, France, Germany, Greece,
Iceland, Ireland, Italy, Luxembourg, Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and United Kingdom.
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EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

Central Secretariat: rue de Stassart, 36 B-1050 Brussels

© 2000 CEN  All rights of exploitation in any form and by any means reserved Ref. No. EN I1SO 8321-2:2000 E
worldwide for CEN national Members.
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EN ISO 8321-2:2000

Foreword

The text of the International Standard 1SO 8321-2:2000 has been prepared by Technical
Committee ISO/TC 172 ,Optics and optical instruments” in collaboration with Technical
Committee CEN/TC 170 ,,Ophthalmic optics®, the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication
of an identical text or by endorsement, at the latest by September 2000, and conflicting
national standards shall be withdrawn at the latest by September 2000.

According to the CEN/CENELEC Internal Regulations, the national standards organizations
of the following countries are bound to implement this European Standard: Austria, Belgium,
Czech Republic, Denmark, Finland, France, Germany, Greece, Iceland, Ireland, Italy,
Luxembourg, Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and the United
Kingdom.

EN ISO 8321 consists of the following parts, under the general titte Ophthalmic optics -
Specifications for material, optical and dimensional properties of contact lenses:.

- Part 1: Rigid corneal and scleral contact lenses
- Part 2: Single-vision hydrogel contact lenses

Annex A of this part of EN ISO 8321 is for information only.

Endorsement notice

The text of the International Standard ISO 8321-2:2000 was approved by CEN as a
European Standard without any modification.

NOTE: Normative references to International Standards are listed in Annex ZA (normative).
A-deviations are given in Annex ZB (informative).

Documents

Document Sharing Hub

Full document details: BS EN ISO 8321-2:2000


http://www.avadocuments.com/doc/bs-en-iso-8321-2-2000
http://www.avadocuments.com/doc/bs-en-iso-8321-2-2000

Full document details: BS EN ISO 8321-2:2000

EN ISO 8321-2:2000

INTERNATIONAL ISO
STANDARD 8321-2

Second edition
2000-03-01

Ophthalmic optics — Specifications for
material, optical and dimensional
properties of contact lenses —

Part 2:
Single-vision hydrogel contact lenses

Optique ophtalmique — Spécifications des propriétés des matériaux et des
propriétés optiques et dimensionnelles des lentilles de contact —

Partie 2 : Lentilles de contact en hydrogel unifocales
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