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National foreword

This Part of BS 3483 has been prepared under the direction of the Pigments, 
Paints and Varnishes Standards Policy Committee. It is identical with
ISO 8780-1:1990 “Pigments and extenders — Methods of dispersion for 
assessment of dispersion characteristics — Part 1: Introduction”, published by the 
International Organization for Standardization (ISO).
In 1994 the European Committee for Standardization (CEN) accepted
ISO 8780-2:1990 as European Standard EN ISO 8780-1:1995. As a consequence 
of implementing the European Standard this British Standard is renumbered 
BS EN ISO 8780-1 and any reference to BS 3483-D1 should be read as a reference 
to BS EN ISO 8780-1. 

A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Cross-references

International Standard Corresponding British Standard

BS 3483 Methods for testing pigments for paints
ISO 8780-2:1990 Part D2:1991 Method of dispersion for assessment of 

dispersion characteristics using an oscillatory shaking 
machine
(Identical)

ISO 8780-3:1990 Part D3:1991 Method of dispersion for assessment of 
dispersion characteristics using a high-speed impeller 
mill
(Identical)

ISO 8780-4:1990 Part D4:1991 Method of dispersion for assessment of 
dispersion characteristics using a bead mill
(Identical)

ISO 8780-5:1990 Part D5:1991 Method of dispersion for assessment of 
dispersion characteristics using an automatic muller
(Identical)

ISO 8780-6:1990 Part D6:1991 Method of dispersion for assessment of 
dispersion characteristics using a triple-roll mill
(Identical)

ISO 8781-1:1990 Part E1:1991 Assessment of dispersion characteristics 
from the change in tinting strength of coloured pigments
(Identical)

ISO 8781-2:1990 Part E2:1991 Assessment of dispersion characteristics 
from the change in fineness of grind
(Identical)

ISO 8781-3:1990 Part E3:1991 Assessment of dispersion characteristics 
from the change in gloss
(Identical)
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