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National foreword

This British Standard has been prepared by Technical Committee PRI/32, and is 
the English language version of EN ISO 8986-2:1995 Plastics — Polybutene (PB) 
moulding and extrusion materials — Part 2: Preparation of test specimens and 
determination of properties, including amendment A1:2000, published by the 
European Committee for Standardization (CEN). EN ISO 8986-2:1995 was 
produced as a result of international discussions in which the United Kingdom 
took an active part.

EN ISO 8986-2:1995 has been approved by CEN member bodies under the 
weighted voting procedures introduced in 1988 to coincide with the introduction 
of “New Approach” Directives from the Commission of the European Community.

Cross-references

The British Standards which implement international or European publications 
referred to in this document may be found in the BSI Standards Catalogue under 
the section entitled “International Standards Correspondence Index”, or by using 
the “Find” facility of the BSI Standards Electronic Catalogue.

A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, pages i to ii, 
the EN ISO title page, pages 2 to 7, and a back cover.

The BSI copyright notice displayed in this document indicates when the 
document was last issued

Sidelining in this document indicates the most recent changes by amendment.
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