BRITISH STANDARD BS EN ISO
899-2:1997
BS 2782-3:
Method 324B:
1997

Plastics —

Determination of creep

behaviour —

Part 2: Flexural creep by three-point

loading

The European Standard EN ISO 899-2:1996 has the status of a

British Standard
. e @
LAY W =
B~

NO COPYING WITHOUT BSI PERMISSION EXCEPT AS PERMITTED BY COPYRIGHT LAW
Y\ W

Document Sharing Hub

Full document details: BS EN ISO 899-2:1997


http://www.avadocuments.com/doc/bs-en-iso-899-2-1997
http://www.avadocuments.com/doc/bs-en-iso-899-2-1997

BS EN ISO 899-2:1997

Committees responsible for this
British Standard

The preparation of this British Standard was entrusted to Technical
Committee PRI/21, Testing of plastics, upon which the following bodies were
represented:
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Department of the Environment (Building Research Establishment)
Department of Trade and Industry (National Physical Laboratory)
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National foreword

This British Standard has been prepared by Technical Committee PRI/21 and is
the English language version of EN ISO 899-2:1996 Plastics — Determination of
creep behaviour — Part 2: Flexural creep by three-point loading, published by the
European Committee for Standardization (CEN). It is identical with

ISO 899-2:1993 published by the International Organization for Standardization
(IS0).

This standard is dual numbered and is included in the BS 2782 series as

BS 2782-3: Method 324B.

NOTE International and European Standards as well as overseas standards, are available from
Customer Services, BSI, 389 Chiswick High Road, London, W4 4AL.

Cross-references

Publication referred to  Corresponding British Standard

EN ISO 178:1996 BS 2782 Methods of testing plastics
(ISO 178:1993) Method 335A:1993 Determination of flexural properties
ISO 472:1988 BS ISO 472:1988 Plastics — Vocabulary

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages 1 and ii,
the EN ISO title page, pages 2 to 14 page and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on

the inside front cover.
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EUROPEAN STANDARD EN ISO 899-2
NORME EUROPEENNE
EUROPAISCHE NORM December 1996

ICS 83.080
Descriptors: Plastics, rigid plastics, tests, creep tests, determination, creep properties, flexing

English version

Plastics — Determination of creep behaviour —
Part 2: Flexural creep by three-point loading

(ISO 899-2:1993)

Plastiques — Détermination du comportement Kunststoffe — Bestimmung des

au fluage — Partie 2: Fluage en flexion par mise  Kriechverhaltens —

en charge en trois points (ISO 899-2:1993) Teil 2: Zeitstand-Biegeversuch bei
Dreipunkt-Belastung (ISO 899-2:1993)

This European Standard was approved by CEN on 1994-12-22. CEN members
are bound to comply with the CEN/CENELEC Internal Regulations which
stipulate the conditions for giving this European Standard the status of a
national standard without any alteration.

Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the Central Secretariat or to any
CEN member.

The European Standards exist in three official versions (English, French,
German). A version in any other language made by translation under the
responsibility of a CEN member into its own language and notified to the
Central Secretariat has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium,
Denmark, Finland, France, Germany, Greece, Iceland, Ireland, Italy,
Luxembourg, Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and
United Kingdom.

CEN

European Committee for Standardization
Comité Européen de Normalisation
Europaisches Komitee fur Normung

Central Secretariat: rue de Stassart 36, B-1050 Brussels

© 1996 Copyright reserved to CEN members
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EN ISO 899-2:1996

Foreword

The text of the International Standard from
Technical Committee ISO/TC 61 “Plastics” of the
International Organization for Standardization
(ISO) has been taken over as an European Standard
by Technical Committee CEN/TC 249 “Plastics”, the
secretariat of which is held by IBN.

This European Standard shall be given the status of
a national standard, either by publication of an
identical text or by endorsement, at the latest by
June 1997, and conflicting national standards shall
be withdrawn at the latest by June 1997.

According to the CEN/CENELEC Internal
Regulations, the national standards organizations
of the following countries are bound to implement
this European Standard: Austria, Belgium,
Denmark, Finland, France, Germany, Greece,
Iceland, Ireland, Italy, Luxembourg, Netherlands,
Norway, Portugal, Spain, Sweden, Switzerland and
the United Kingdom.

Endorsement notice

The text of the International Standard
ISO 899-2:1993 has been approved by CEN as a
European Standard without any modification.

NOTE Normative references to International Standards are
listed in annex ZA (normative).
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