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National foreword

This British Standard is the UK implementation of EN ISO 9012:2011.
It is identical to ISO 9012:2008. It supersedes BS EN 731:1996 which is

withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee WEE/18, Gas welding and cutting appliances.

A list of organizations represented on this committee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

© BSI 2011
ISBN 978 0 580 74055 8
1CS 25.160.30

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 October 2011.
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Documents

Document Sharing Hub

Full document details: BS EN ISO 9012:2011


http://dx.doi.org/10.3403/00577942
http://www.avadocuments.com/doc/bs-en-iso-9012-2011
http://www.avadocuments.com/doc/bs-en-iso-9012-2011

EUROPEAN STANDARD EN ISO 9012
NORME EUROPEENNE

EUROPAISCHE NORM October 2011

ICS 25.160.30 Supersedes EN 731:1995

English Version

Gas welding equipment - Air-aspirated hand blowpipes -
Specifications and tests (ISO 9012:2008)

Equipement de soudage aux gaz - Chalumeaux manuels Gasschweillgerate - Handbrenner fir angesaugte Luft -
aéro-gaz a air aspiré - Spécifications et essais (ISO Anforderungen und Prifungen (ISO 9012:2008)
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This European Standard was approved by CEN on 18 September 2011.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
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This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management Centre has the same
status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland,
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Foreword

The text of ISO 9012:2008 has been prepared by Technical Committee ISO/TC 44 “Welding and allied
processes” of the International Organization for Standardization (ISO) and has been taken over as EN ISO
9012:2011 by Technical Committee CEN/TC 121 “Welding” the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by April 2012, and conflicting national standards shall be withdrawn at the
latest by April 2012.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 731:1995.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia,
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain,
Sweden, Switzerland and the United Kingdom.

Endorsement notice

The text of ISO 9012:2008 has been approved by CEN as a EN ISO 9012:2011 without any modification.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. 1ISO shall not be held responsible for identifying any or all such patent rights.

SO 9012 was prepared by Technical Committee ISO/TC 44, Welding and allied processes, Subcommittee
SC 8, Equipment for gas welding, cutting and allied processes.

This third edition cancels and replaces the second edition (ISO 9012:1998), which has been technically
revised.

Requests for official interpretations of any aspect of this International Standard should be directed to the
Secretariat of ISO/TC 44/SC 8 via your national standards body. A complete listing of these bodies can be
found at www.iso.org.
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BS EN ISO 9012:2011
INTERNATIONAL STANDARD ISO 9012:2008(E)

Gas welding equipment — Air-aspirated hand blowpipes —
Specifications and tests

1 Scope

This International Standard specifies requirements and test methods for air-aspirated hand blowpipes.

This International Standard applies to blowpipes for brazing, soldering, heating, fusion and other allied thermal
processes, which use a fuel gas and aspirated air (injector-type blowpipes), and are intended for manual use.

This International Standard is applicable to:

— air-aspirated hand blowpipes which are fed with a fuel gas in the gaseous phase, at a controlled pressure
by a regulator, through a gas supply hose;

— air-aspirated hand blowpipes which are fed with a liquefied fuel gas in the gaseous phase at the container
pressure, through a gas supply hose;

— so-called liquid-phase blowpipes which are fed with a fuel gas in the liquid phase, and where thermal
evaporation takes place within the blowpipe.

It does not apply to blowpipes in which the fuel gas leaves the injector in the liquid phase, or to so-called
“cartridge” blowpipes where the gas supply is fixed directly onto the blowpipe and possibly constitutes the
shank.

NOTE Figures 1 to 4 of this International Standard are given for guidance only, to facilitate the explanation of the
terms. They do not specify the construction details which are left to the discretion of the manufacturer.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

ISO 554, Standard atmospheres for conditioning and/or testing — Specifications
SO 9090, Gas tightness of equipment for gas welding and allied processes

SO 9539, Materials for equipment used in gas welding, cutting and allied processes

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

31

air-aspirated blowpipe

blowpipe in which the fuel gas leaves the injector in the gaseous phase, being subsequently mixed in the
mixing zone with a sufficient quantity of air, aspirated from the ambient atmosphere, to produce a technically
usable flame
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