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National foreword

This British Standard is the UK implementation of EN ISO
9015-1:2011. It is identical to ISO 9015-1:2001. It supersedes
043-1:19964 which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee WEE/-/1, Briefing committee for welding.

A list of organizations represented on this committee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

© BSI 2011
ISBN 978 0 580 72102 1
ICS 25.160.40

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 May 2011.
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Foreword

The text of 1ISO 9015-1:2001 has been prepared by Technical Committee ISO/TC 44 “Welding and allied
processes” of the International Organization for Standardization (ISO) and has been taken over as EN I1SO
9015-1:2011 by Technical Committee CEN/TC 121 “Welding” the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by September 2011, and conflicting national standards shall be
withdrawn at the latest by September 2011.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 1043-1:1995.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, ltaly, Latvia,
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain,
Sweden, Switzerland and the United Kingdom.

Endorsement notice

The text of ISO 9015-1:2001 has been approved by CEN as a EN ISO 9015-1:2011 without any modification.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies (ISO
member bodies). The work of preparing International Standards is normally carried out through ISO technical
committees. Each member body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, governmental and non-governmental, in
liaison with ISO, also take part in the work. ISO collaborates closely with the International Electrotechnical
Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 3.

Draft International Standards adopted by the technical committees are circulated to the member bodies for voting.
Publication as an International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this part of ISO 9015 may be the subject of patent
rights. 1SO shall not be held responsible for identifying any or all such patent rights.

International Standard |SO 9015-1 was prepared by Technical Committee ISO/TC 44, Welding and allied
processes, Subcommittee SC 5, Testing and inspection of welds.

SO 9015 consists of the following parts, under the general title Destructive tests on welds in metallic materials —
Hardness testing:

— Part 1: Hardness test on arc welded joints
— Part 2: Microhardness testing of welded joints

Annexes A and B of this part of ]SO 901§ are for information only.

Documents

. Document Sharing Hub
v © 1SO 2001 — All rights reserved

Full document details: BS EN ISO 9015-1:2011


http://dx.doi.org/10.3403/30230969U
http://dx.doi.org/10.3403/BSENISO9015
http://dx.doi.org/10.3403/BSENISO9015
http://www.avadocuments.com/doc/bs-en-iso-9015-1-2011
http://www.avadocuments.com/doc/bs-en-iso-9015-1-2011
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INTERNATIONAL STANDARD ISO 9015-1:2001(E)

Destructive tests on welds in metallic materials — Hardness
testing —

Part 1:
Hardness test on arc welded joints

1 Scope

This part of ]SO 9015 specifies hardness tests on transverse sections of arc welded joints of metallic materials. It
covers Vickers hardness tests in accordance with |SO 6507-1|, normally with test loads of 49,03 N or 98,07 N (HV 5
or HV 10).

However, the principles may be applied to Brinell hardness testing (with appropriate testing loads of HB 2,5/15,625
or HB 1/2,5) in accordance with |SO 6506-1| and micro hardness testing in accordance with |SO 6507-1 and

S0 9015-3

NOTE Testing should be carried out to ensure that the highest and the lowest level of hardness of both parent metal and
weld metal is determined.

This part of |[SO 9015 does not apply to test welds in austenitic stainless steels.

2 Normative references

The following normative documents contain provisions which, through reference in this text, constitute provisions of
this part of ISO 9015. For dated references, subsequent amendments to, or revisions of, any of these publications
do not apply. However, parties to agreements based on this part of ISO 9015 are encouraged to investigate the
possibility of applying the most recent editions of the normative documents indicated below. For undated
references, the latest edition of the normative document referred to applies. Members of ISO and IEC maintain
registers of currently valid International Standards.

SO 6506-1|, Metallic materials — Brinell hardness test — Part 1: Test method.
S0 6507-1|, Metallic materials —- Vickers hardness test — Part 1: Test method.

SO 9015-3, Destructive tests on welds in metallic materials — Hardness testing — Part 2: Microhardness testing
on welded joints.

3 Principle

The type and extent of testing shall be as specified by the relevant application standard or by agreement between
the contracting parties.

Hardness testing shall be carried out in accordance with |[SO 6507-1 or ISO 6506-1.
The hardness tests may be carried out in the form of rows of indentations, R, or as individual indentations, E.

When types of weld are not shown in the examples in Figures 1 and 2, the test procedure shall be appropriate to
the welded joint.

Unless otherwise specified, the test shall be carried out at ambient temperature (23 £ 5) °C.
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4 Symbols and terms

The symbols and terms to be used are specified in Table 1 and represented on Figures 1 to 8.

Table 1 — Symbols and terms

Symbol Term Unit
E Individual indentation -
R Row of indentations -
HV Vickers hardness a
HBW Brinell hardness b
L Distance between the centrepoint of the indentations in heat mm

affected zone

H Distance of rows of indentations from the surface reference mm
line or fusion zone

t Thickness of test specimen mm

& The unit of symbolisation for Vickers hardness is given in ]SO 6507-1].
b The unit of symbolisation for Brinell hardness is given in ]SO 6506-1|.

5 Preparation of test specimens

The preparation of the test specimen shall be in accordance with ]SO 6507-1| or |SO 6506-1.

A cross-section of test piece shall be taken by mechanical cutting, usually transverse to the welded joint.

This operation and the subsequent preparation of the surface shall be carried out carefully so that the hardness of
the surface to be tested is not affected metallurgically.

The surface to be tested shall be properly prepared and preferably etched, so that accurate measurements of the
indentations can be obtained in the different zones of the welded joint.

6 Test procedure

6.1 Rows of indentations (R)

Figures 1 to 7 give examples of hardness indentations made in rows including the distance from the surface in such
a way that these rows or parts of them permit an assessment of the welded joint. If required by the contracting
parties, additional rows of indentations and/or different locations may be made. The location shall be stated in the
test report.

In metals such as aluminium, copper and their alloys, the rows on the root-side of butt welds [see Figure 2 a)] may
be unnecessary. Typical rows for T-joints in these materials are given in Figure 2.
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