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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through 
ISO technical committees. Each member body interested in a subject for which a technical committee 
has been established has the right to be represented on that committee. International organizations, 
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely 
with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described 
in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the different types 
of ISO document should be noted. This document was drafted in accordance with the editorial rules of the 
ISO/IEC Directives, Part 2 (see www.iso.org/directives).

ISO draws attention to the possibility that the implementation of this document may involve the use of (a) 
patent(s). ISO takes no position concerning the evidence, validity or applicability of any claimed patent 
rights in respect thereof. As of the date of publication of this document, ISO had not received notice of (a) 
patent(s) which may be required to implement this document. However, implementers are cautioned that 
this may not represent the latest information, which may be obtained from the patent database available at 
www.iso.org/patents. ISO shall not be held responsible for identifying any or all such patent rights.

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and expressions 
related to conformity assessment, as well as information about ISO's adherence to the World Trade 
Organization (WTO) principles in the Technical Barriers to Trade (TBT), see www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 180, Solar energy, in collaboration with the 
European Committee for Standardization (CEN) Technical Committee CEN/TC 312, Thermal solar systems 
and components, in accordance with the Agreement on technical cooperation between ISO and CEN (Vienna 
Agreement).

This third edition cancels and replaces the second edition (ISO 9806:2017), which has been technically 
revised.

The main changes are as follows:

—	 Subclause 5.2: language used concerning maximum operating conditions is harmonised by introducing 
the concept of the design operating range;

—	 description of the testing of tracking collectors, such as parabolic trough collectors and Linear Fresnel 
collectors, is updated in several places to improve coherence with the standards of IEC/TC 117, Solar 
thermal electric plants;

—	 Clause  16: new clause is introduced to clarify the procedures for testing collectors with active self-
protection mechanisms;

—	 mathematical model for the thermal performance is simplified; thermal performance parameter a7 is 
removed without direct replacement;

—	 reduced wind speed u’ is replaced by u;

—	 Annex I: new validation procedure (Valicol) introduced to allow verification of the measured thermal 
performance parameters;

—	 Introduction: comprehensive statement on the environmental impact of thermal solar collectors and their 
potential contribution to achieving the United Nations Sustainable Development Goals (SDGs) is added;

—	 Annex B: gross yield concept is introduced to allow for a standardized rating of the possible energy yield 
of solar thermal collectors;
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—	 Annex G: material use assessment is now a mandatory part of the final inspection.

Any feedback or questions on this document should be directed to the user’s national standards body. A 
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

0.1   Solar thermal collectors

According to the International Energy Agency (IEA), heat is the largest end-use of energy, accounting for 
nearly 50  % of global final energy consumption. This is significantly more than the shares of electricity 
and transport, which are approximately 20  % and 30  %, respectively. More than 50  % of the total heat 
consumption is used in industrial processes, with the rest consumed in buildings for space and water 
heating, and other applications. Furthermore, heat generation is responsible for over 40 % of global energy-
related carbon dioxide emissions. This significant contribution to CO2 emissions is primarily due to the 
continued reliance on fossil fuels for heat production, with renewable sources meeting less than a quarter of 
global heat demand.

Solar thermal technologies directly use the sun's energy to produce heat for various applications. Solar 
thermal technologies are, therefore, key technologies for reducing global carbon dioxide emissions. The core 
element of any solar thermal system is the solar thermal collector. There are several different types of solar 
thermal technologies and solar thermal collectors, with typical characteristics and applications such as the 
following.

—	 Solar thermal water heaters use solar collectors to heat a fluid to heat water stored in a tank for domestic 
or commercial use. These systems can be active, using pumps to circulate the fluid, or passive, using 
natural convection to move the fluid.

—	 Solar thermal space heating systems use solar collectors to generate heat, which is then transferred to 
indoor spaces for heating purposes. These systems can use liquids or air as heat transfer fluid.

—	 Solar thermal process heat systems provide heat for industrial processes such as drying, food processing, 
pasteurisation, washing, cleaning and all other manufacturing processes at medium temperatures.

—	 Solar thermal district heating (SDH) uses solar thermal collectors to provide heat to centralised heating 
systems serving entire neighbourhoods or communities. This approach enables greater efficiency and 
cost-effectiveness by exploiting economies of scale and maximising the use of solar energy.

—	 Solar thermal pool heaters use solar collectors to heat water in swimming pools, extending the swimming 
season and reducing the need for conventional pool heating methods.

Solar thermal applications are also used to power many other technologies, such as solar thermal 
desalination, solar thermal electricity generation, ground source regeneration or as a source for heat pumps, 
to name only a few. Solar thermal technologies can be used wherever heat is used, either as a replacement or 
as a supporting technology to reduce the use of other energy sources.

Various solar thermal collector technologies can be used for the applications listed above. The most common 
products are given in the list below.

—	 Flat plate collectors consist of a flat absorber plate with tubes or channels through which a heat transfer 
fluid flows. These collectors are manufactured with transparent glazing for higher-temperature 
applications or without for lower-temperature applications.

—	 Evacuated tube collectors consist of rows of parallel glass tubes, each containing an absorber. The space 
between the absorber and the outer glass tube is evacuated to reduce heat loss.

—	 Concentrating collectors, such as parabolic trough collectors or linear Fresnel collectors, use reflectors 
to concentrate sunlight onto a receiver to achieve higher temperatures.

Some solar thermal collectors combine the generation of heat with the direct generation of electricity, 
usually by using photovoltaic elements as absorbers.

The heat transfer fluid in solar thermal collectors is usually plain water, water-based antifreeze or air. For 
some specific applications, other media such as high-temperature oils or evaporating liquids are used.

0.2   Application range of this document

ix
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Collectors tested according to this document represent a wide range of applications, e.g. glazed flat plate 
collectors and evacuated tube collectors for domestic hot water and space heating, collectors for heating 
swimming pools or other low-temperature systems or tracking concentrating collectors for thermal power 
generation and process heat applications. This document applies to liquids, air, and heat transfer fluid 
collectors. Similarly, collectors using external power sources for regular operation and/or safety purposes 
(overheating protection, environmental hazards, etc.) and co-generating devices generating thermal and 
electrical power are also considered.

This document defines procedures for testing fluid heating solar collectors for thermal performance, 
reliability, durability and safety under well-defined and repeatable conditions. It contains outdoor test 
methods using solar irradiance and natural or simulated wind. as well as indoor procedures using simulated 
irradiance and simulated wind. Outdoor tests can be performed either as steady-state or as quasi-dynamic 
measurements.

This document intentionally does not specify any product requirements, as these depend on the intended 
use and place of installation. Specific local standards, building codes, certification schemes, tax rebates and 
incentive schemes define applicable requirements as appropriate. This document is intended to provide a 
solid basis for these schemes with harmonised and reliable product testing.

Climate change is expected to accelerate the degradation of all exposed products, such as also solar thermal 
collectors, potentially undermining their performance, reliability and safety. Requirements should be 
re-evaluated and adapted from time to time to future operating conditions to lower degradation rates 
and the chances of failure using the methods set out in the ISO 14090. This process also ascertains solar 
thermal collectors' durability, functionality, and safety amidst changing climate patterns and reinforces the 
commitment to advancing sustainable and adaptable technologies to environmental and climatic shifts.

0.3   Environmental impact of Solar thermal collectors

By providing the tools to assess the materials used in the production of solar thermal collectors and their 
potential for energy savings and greenhouse gas reductions, this document is aligned with the principles 
of the ISO 14000 series on environmental management, with the ISO 50000 series on energy management 
systems and with the ISO 59000 series on circular economy.

The annual yield and the efficiency of converting incoming solar radiation into useful heat can reach 
more than 80  %, depending on the temperature required and the technology chosen. In fact, the annual 
energy yield per area is higher with solar thermal collectors than with any other technology. The yield 
per area is around three times higher than photovoltaic power generation and 50 to 100 times higher 
than photosynthesis for biomass production. Given the range of products and applications, it is impossible 
to quantify this technology's greenhouse gas reduction or climate change mitigation potential in general 
terms. The greenhouse gas reduction potential of a solar thermal collector depends on the environmental 
conditions and the application in which it is used. It is recommended to make this quantification using the 
global warming potential (GWP) for each greenhouse gas (GHG) as per Table 7.15 of the Sixth Assessment 
Report (AR6) of the Intergovernmental Panel on Climate Change (IPCC) by aggregating the reduction 
potential in CO2  equivalent emissions.[1] Quantification should be made for the whole heating system’s 
lifecycle in analysis, from raw material extraction to end-of-life disposal. It should account for direct (scope 1) 
and indirect (scope 2 – from electricity, heat, or steam use; scope 3 – all other indirect GHG emissions in 
the value chain) GHG emissions. Special care should be taken regarding GHG emissions if supplementary 
external power sources are used, which can lead to indirect GHG emissions that should be considered. 
Special care should also be taken regarding other GHGs, such as freon-charged solar heating systems, as 
these systems are associated with the potential release, intentional or unintentional, of fluorinated gases 
(F-gases). Quantification should first define the baseline GHG emissions associated with a specific system's 
most commonly used technology (e.g., conventional water heater – natural gas or electric). Comparing the 
projected GHG emissions of the system when using solar thermal collectors using the methods defined in 
Annex B with the baseline GHG emissions will give the potential GHG reduction.

Solar thermal collectors are typically made of separable and clean materials such as glass, copper and 
aluminium, which have a high potential for recycling and reuse. Considering the potential energy yield 
and the greenhouse gas emissions associated with producing solar thermal collectors, typical carbon and 
energy payback times are 6 months to 2 years. To further reduce the environmental impact of solar thermal 
collectors, no material, form of construction, fixture, appurtenance, or items of equipment is employed 
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that can introduce toxic substances, impurities, bacteria, or toxic chemicals into potable water and air 
circulation systems in quantities sufficient to cause disease or harmful physiological effects. Following 
circular economy and green procurement principles, all goods and services used in solar thermal collectors, 
instrumentation, test installation, and facilities should seek to incorporate as much as possible reused 
and recycled content, make efficient use of energy and materials, promote waste reduction, and the use 
of renewable energy to minimise overall environmental impact. Adopting a comprehensive eco-design 
strategy that encapsulates the entire product lifecycle, from material sourcing to end-of-life management, 
is recommended for the design and production of solar thermal collectors. this approach should include the 
application of life cycle assessment (LCA) methodologies to systematically evaluate and aim to minimise 
the environmental impacts associated with all lifecycle stages of solar thermal collectors. Such impacts 
include but are not limited to greenhouse gas emissions, resource depletion, and energy consumption. 
Materials and components selected for the construction and testing of solar thermal collectors should be 
scrutinised for their environmental certifications and performance characteristics. This scrutiny ensures 
that these materials contribute positively to the collectors' sustainability profile, thus aligning with the 
broader objectives of climate change mitigation. It is advisable to prioritise materials that offer a balanced 
compromise between minimising environmental impacts and maintaining or enhancing solar thermal 
collectors’ performance efficiency, durability, and reparability. This selection process should particularly 
consider materials with lower embodied carbon, higher recyclability potential, and those that adhere to 
recognised environmental standards and certifications.

0.4   Supporting the UN Sustainable Development Goals (SDGs)

Achieving the Sustainable Development Goals (SDGs) established by the United Nations in 2015 has 
become a high priority for society. This document is aligned with the following United Nations Sustainable 
Development Goals 1, 3, 6, 7, 8, 9, 11, 12, 15 and 17 by promoting and supporting the following.

—	 Solar thermal collectors and solar thermal technologies to reduce dependence on energy prices to 
increase the resilience of humanity to climate-related extreme events and other economic, social and 
environmental shocks and disasters (SDG 1.5).

—	 Solar thermal collectors and solar thermal technologies for water treatment and disinfection to reduce 
water-borne diseases (SDG 3.3).

—	 Solar thermal collectors and solar thermal technologies as a clean and safe energy source to replace other 
energy sources to significantly reduce the number of deaths and illnesses from hazardous chemicals and 
polluted air caused by the combustion of fossil fuels (SDG 3.9).

—	 Solar thermal collectors and solar thermal technologies in water purification and desalination facilities 
to achieve universal and equitable access to safe and affordable drinking water for all (SDG 6.1).

—	 Solar thermal collectors and technologies as vital in developing countries' capacity-building programmes 
for water treatment activities (SDG 6.A).

—	 Solar thermal collectors to ensure access to affordable, reliable and modern energy for all (SDG 7.1).

—	 Solar thermal collectors to significantly increase the share of renewable energy for all (SDG 7.2).

—	 Solar thermal collectors in various applications to increase the overall global energy efficiency (SDG 7.3).

—	 International cooperation in solar thermal technologies to facilitate access to clean energy research 
and technology, especially in the fields of renewable energy, energy efficiency and fossil fuel-free 
technologies, as well as to facilitate investments in solar thermal-based energy infrastructure and clean 
energy technologies (SDG 7.A).

—	 Solar thermal collectors to develop infrastructure and technologies for modern and sustainable energy 
accessible to all in developing countries, particularly, least developed countries, small island developing 
states and landlocked developing countries, and to provide a sound basis for developing appropriate 
support programmes (SDG 7.B).

—	 Solar thermal collectors and solar thermal technologies as well-suited technologies for local production, 
thereby achieving higher levels of economic productivity through diversification, technological upgrading 
and innovation, focusing on high value-added and labour-intensive sectors (SDG 8.2).
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—	 Solar thermal collectors and solar thermal technologies as locally manufacturable devices with low 
requirements for production technologies and financial investments to promote and support productive 
activities, decent job creation, entrepreneurship, creativity and innovation, and to promote the 
formalisation and growth of micro, small and medium-sized enterprises, including through access to 
financial services (SDG 8.3).

—	 Solar thermal collectors and technologies to progressively improve the global resource efficiency of 
consumption and production, and to endeavour the decoupling of economic growth from environmental 
degradation. (SDG 8.4).

—	 Solar thermal collectors as part of high-quality, reliable, sustainable and resilient infrastructure, thereby 
supporting economic development and human well-being with a focus on affordable and equitable access 
for all (SDG 9.1).

—	 Solar thermal collectors to contribute to inclusive and sustainable industrialisation and to significantly 
increase the industry's share of employment and gross domestic product, particularly in least-developed 
countries, according to national circumstances (SDG 9.2).

—	 Solar thermal collectors as a cost-effective means to increase the availability of energy and the 
predictability of energy costs by reducing dependence on fossil energy, thereby to facilitating the access 
of small industrial and other enterprises, particularly in developing countries, to financial services, 
including affordable credit, and to integrate these industries into value chains and markets (SDG 9.3).

—	 Solar thermal collectors to upgrade infrastructure and retrofit industries to make them sustainable, 
with increased efficiency in resource use and greater adoption of clean and environmentally sound 
technologies and industrial processes (SDG 9.4).

—	 Scientific research and technological capacity building in solar thermal technologies in all countries, 
particularly developing countries, including the promotion of innovation, research and development 
activities (SDG 9.5).

—	 Solar thermal collectors and solar thermal technologies to facilitate sustainable and resilient 
infrastructure development in developing countries and to provide financial, technological and technical 
assistance to African countries, least developed countries, landlocked developing countries and small 
island developing states (SDG 9.A).

—	 Solar thermal collectors as a way to enhance domestic technology development, research and innovation 
in developing countries. In addition, this document supports the development of an enabling policy 
environment for solar thermal technologies for industrial diversification and commodity value addition 
(SDG 9.B).

—	 Solar thermal collectors for fossil and biomass-free production of heat and hot water to reduce the 
adverse per capita environmental impact of cities and, in particular, by contributing to better air quality 
(SDG 11.6).

—	 Solar thermal collectors as an element of sustainable and resilient buildings, using local materials and 
local production capacity (SDG 11.C).

—	 Solar thermal collectors for local and affordable thermal food processing to reduce global food waste 
and food losses along production and supply chains, including post-harvest losses (SDG 12.3).

—	 Solar thermal collectors as a product that significantly reduces waste generation through its repairable 
designs and material reduction, by using recycled materials and reused components (SDG 12.5).

—	 Solar thermal collectors and solar thermal technologies to encourage companies to adopt sustainable 
practices and integrate sustainability information into their reporting cycles (SDG 12.6).

—	 Solar thermal collectors and solar thermal technologies as locally manufactured technologies, using 
mainly recycled materials, as part of sustainable public procurement practices (SDG 12.7).

xii
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—	 Solar thermal collectors and solar thermal technologies to strengthen the technological capacity to move 
towards more sustainable patterns of consumption and production, not only in developing countries 
(SDG 12.A).

—	 Subsidy schemes for solar thermal collectors, and thus also the reduction and phasing out of inefficient 
fossil fuel subsidies, especially in developing countries, and minimising adverse impacts on their 
development in a manner that protects the poor and affected communities (SDG 12.C).

—	 Solar thermal collectors and solar thermal technologies to reduce the overuse of biomass for heat 
generation, thereby also supporting the implementation of sustainable management of all types of 
forests, halting deforestation and even enabling afforestation and reforestation worldwide (SDG 15.2).

—	 The transfer of expertise, dissemination and diffusion of environmentally sound technologies to 
developing countries on favourable terms (SDG 17.7).

xiii
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Solar energy — Solar thermal collectors — Test methods

1	 Scope

This document specifies test methods for assessing the durability, reliability, safety and thermal performance 
of fluid heating solar collectors. The test methods are applicable for laboratory testing and for in situ testing.

This document is applicable to all types of fluid heating solar collectors, air heating solar collectors, hybrid 
solar collectors co-generating heat and electric power, as well as to solar collectors using external power 
sources for normal operation and/or safety purposes. This document does not address electrical safety 
aspects or other specific properties directly related to electric power generation.

This document is not applicable to devices in which a thermal storage unit is an integral part to such an 
extent that the collection process cannot be separated from the storage process for making the collector 
thermal performance measurements.

2	 Normative references

The following documents are referred to in the text in such a way that some or all of their content constitutes 
requirements of this document. For dated references, only the edition cited applies. For undated references, 
the latest edition of the referenced document (including any amendments) applies.

ISO 9459-4, Solar heating — Domestic water heating systems — Part 4: System performance characterization 
by means of component tests and computer simulation

ISO 9060, Solar energy — Specification and classification of instruments for measuring hemispherical solar and 
direct solar radiation

ISO 9488, Solar energy — Vocabulary

IEC 60529, Degrees of protection provided by enclosures (IP Code)

IEC/TS 62862-1-1, Solar thermal electric plants - Part 1-1: Terminology

IEC 62862-3-2:2018, Solar thermal electric plants - Part 3-2: Systems and components - General requirements 
and test methods for large-size parabolic-trough collectors

IEC 62862-5-2:2022, Solar thermal electric plants - Part 5-2: Systems and components - General requirements 
and test methods for large-size linear Fresnel collectors

IEC 62817:2014, Photovoltaic systems - Design qualification of solar trackers

EN 442-2, Radiators and convectors – Part 2: Test methods and rating

3	 Terms and definitions

For the purposes of this document, the terms and definitions given in ISO 9488 and IEC/TS 62862-1-1 apply.

ISO and IEC maintain terminology databases for use in standardization at the following addresses:

—	 ISO Online browsing platform: available at https://​www​.iso​.org/​obp

—	 IEC Electropedia: available at https://​www​.electropedia​.org/​

1

﻿
© ISO 2025 – All rights reserved

Full document details: BS EN ISO 9806:2025

https://www.iso.org/obp
https://www.electropedia.org/
https://doi.org/10.3403/00013268U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/02329163U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/bs-en-iso-9806-2025
http://www.avadocuments.com/doc/bs-en-iso-9806-2025


ISO 9806:2025(en)

3.1
air-brine collector
solar collectors that use solar radiation as well as the thermal energy of the ambient air when operating 
below ambient temperature as a heat source, e.g. for heat pumps 

Note 1 to entry: A distinction is made between solar thermal air-brine collectors, which provide heat only, and PVT 
air-brine collectors, which provide heat and electricity. 

Note 2 to entry: Collectors with a1+1,5·a3 ≥ 30 W/(m2K) are considered as air-brine collectors, where a1 is the heat loss 
coefficient and a3 is the wind speed dependence of the heat loss coefficient.

3.2
gross yield
energy provided by the collector operating at a constant temperature over a certain period under well-
defined climatic conditions 

Note 1 to entry: The gross yield is therefore a measure for the possible energy supply of a collector without considering 
any specific system configurations.

4	 Symbols

AA Absorber area of the collector as defined in the ISO 9488 m2

AG Gross area of the collector as defined in the ISO 9488 m2

Aa Aperture area of the collector as defined in the ISO 9488 m2

a1 Heat loss coefficient W/(m2K)

a2 Temperature dependence of the heat loss coefficient W/(m2K2)

a3 Wind speed dependence of the heat loss coefficient J/(m3K)

a4 Sky temperature dependence of the heat loss coefficient —

a5 Effective thermal capacity J/(m2K)

a6 Wind speed dependence of the zero-loss efficiency s/m

a8 Temperature loss of 4th order W/(m2K4)

bu Collector efficiency coefficient (wind dependence) s/m

C Effective thermal capacity of the collector J/K

CR Geometric concentration ratio (CR= Aa/AA) —

cf Specific heat capacity of the heat transfer fluid J/(kgK)

cf,i Specific heat capacity of the heat transfer fluid at the collector inlet J/(kgK)

cf,e Specific heat capacity of the heat transfer fluid at the collector outlet J/(kgK)

cf,a Specific heat capacity of the ambient air J/(kgK)

dD,max Maximum design impact resistance (ice ball diameter) mm

EL Longwave irradiance (λ > 3 μm) W/m2

Gb Direct solar irradiance (beam irradiance), Gb = GDNI ·cos(θ) W/m2

2
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GDNI Direct normal irradiance (see ISO/TR 9901) W/m2

Gd Diffuse solar irradiance, Gd = Ghem– Gb W/m2

Ghem Hemispherical solar irradiance W/m2

Ghem,s Hemispherical solar irradiance for the standard stagnation temper-
ature

W/m2

Gs Hemispherical solar irradiance for the calculation for the standard 
stagnation temperature

W/m2

GSC Solar constant (GSC = 1 367 W/m2). W/m2

H Irradiation on collector plane for exposure test MJ/m2

hD,max Maximum design impact resistance (steel ball drop height) m

K(0,θL) Incidence angle modifier in the longitudinal plane —

K(θT,0) Incidence angle modifier in the transversal plane —

Kb(θT,θL) Incidence angle modifier for direct solar irradiance —

Kd Incidence angle modifier for diffuse solar radiation —

Kd,is Incidence angle modifier for isotropic distribution of the diffuse solar 
radiation

—

Khem(θT,θL) Incidence angle modifier for hemispherical solar radiation —

ki Weighting factor for effective thermal capacity calculations —

m Mass flow rate of the heat transfer fluid kg/s

mD Recommended flow rate kg/s

mD min, Minimum design flow rate kg/s

mD max, Maximum design flow rate kg/s

mmin Minimum air mass flow by the performance test kg/s

mmax Maximum air mass flow by the performance test kg/s

me Downstream air mass flow rate kg/s

mi Upstream air mass flow rate kg/s

ml Leakage air mass flow rate kg/s

PPeak Peak power W

p1 First order pressure drop coefficient Pa∙h/l

p2 Second order pressure drop coefficient Pa∙h2/l2

pe Static pressure of the heat transfer fluid (air) at the  
outlet of the solar collector

Pa

pi Static pressure of the heat transfer fluid (air) at the  
inlet of the solar collector

Pa

3
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pa,abs Absolute pressure of the ambient air Pa

pD,max Maximum design pressure Pa

pD,neg,max Maximum design negative mechanical load (wind load); Pa

pD,pos,max Maximum design positive mechanical load (snow load); Pa

Q Power extracted from collector W

Qc,i Computed energy yield for sequence i of the validation procedure J

QGEY Gross electric yield kWh

QGTY Gross thermal yield kWh

Qm,i Measured energy yields Qm,i for sequence i of the validation proce-
dure

J

QGSY Gross solar yield kWh

RD Gas constant for water vapour 461,4 J/(kgK)

RL Gas constant for air 287,1 J/(kgK)

T Absolute temperature K

t Time s

u Surrounding air speed m/s

Vf Fluid capacity of the collector m3

V Volumetric flow rate m3/s

Ve Volumetric flow rate at the outlet of the solar collector m3/s

Vi Volumetric flow rate at the inlet of the solar collector m3/s

Vl Volumetric air leakage flow rate m3/s

XW,a Water content of the ambient air kgwater/kgdry air

XW,e Water content of the air at the exit of the solar collector kgwater/kgdry air

XW,i Water content of the air at the inlet of the solar collector kgwater/kgdry air

Δp Pressure difference between fluid inlet and outlet Pa

Δt Time interval S

ΔT Temperature difference between fluid outlet and inlet (ϑe - ϑi) K

α optical absorption coefficient —

βC Inclination of the collector (slope) °

βD,max Maximum design installation inclination °

βD,min Minimum design installation inclination °

γC Collector azimuth angle °

4
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γ Angle between the collector axis and projection of the sun  
direction on the collector plane

°

ηb Collector efficiency based on beam irradiance Gb —

ηhem Collector efficiency based on hemispherical irradiance Ghem —

η0,b Peak collector efficiency (ηb at ϑm − ϑa = 0 K) based on  
beam irradiance Gb

—

η0,hem Peak collector efficiency (η0,hem at ϑm − ϑa = 0 K) based on hemi-
spherical irradiance Ghem

—

ηhem , mi Collector efficiency, with reference to mass flow mi —

θ Angle of incidence, (angle between the sun beam and the normal to 
collector).

°

θL Longitudinal angle of incidence: angle between the normal to the 
plane of the collector and incident sunbeam projected into the longi-
tudinal plane

°

θT Transversal angle of incidence: angle between the normal to the 
plane of the collector and incident sunbeam projected into the trans-
versal plane

°

ϑA Absorber temperature °C

ϑD,max Maximum design temperature °C

ϑD,min Minimum design temperature °C

ϑa Ambient air temperature °C

ϑa,s Ambient air temperature for the standard stagnation temperature °C

ϑe Collector outlet temperature °C

ϑi Collector inlet temperature °C

ϑm Mean temperature of heat transfer fluid °C

ϑm,th Volume flow weighted mean temperature °C

ϑmp,e Fluid temperate at the downstream air mass flow meter °C

ϑmp,i Fluid temperate at the upstream air mass flow meter °C

ϑs Stagnation temperature °C

ϑstg Standard stagnation temperature °C

ϑsky Atmospheric or sky temperature °C

ϑtrigger Temperature at which the safety controls are activated for fail-safe 
operating condition

°C

κ Ambrosetti parameter —

λ Wavelength µm

5
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ρ Density of the heat transfer fluid kg/m3

ρl Density of air kg/m3

σ Stefan-Boltzmann constant 5,670 10-8 W/(m2K4)

τc Collector time constant s

τ Transmittance —

(τα)eff Effective transmittance-absorptance product —

5	 General

5.1	 Test overview — Sequence of the tests

A complete test sequence for solar thermal collectors including durability test and thermal performance 
measurements is given in Table 1. This test sequence may be modified, or only single tests may be performed 
as required. For some tests, a certain preconditioning or a half-exposure test (see Clause 9) is mandatory. 
For all test sequences and single tests, the final inspection (Clause 17) is mandatory as the concluding test 
for the proper identification and description of the test sample and to identify problems or deficiencies.

Table 1 — Test list

Clause Test
Clause 6 Internal pressure test for fluid channels a,c

Clause 7 Air leakage rate test
Clause 8 Standard stagnation temperature
Clause 9 Exposure test

Clause 10 External thermal shock test e

Clause 11 Internal thermal shock test
Clause 12 Rain penetration test a

Clause 13 Freeze resistance test a,b

Clause 14 Mechanical load test a

Clause 15 Impact resistance test a

Clause 16 Active self-protection mechanisms
Clause 17 Final inspection

Clause 18 to 25 Thermal performance test d

Clause 26 Pressure drop measurement
a	 Half-exposure is required before the test.
b	 For collectors claimed to be freeze resistant and collectors containing heat pipes.  
Not required if the collector is only to be installed in frost free regions.
c	 Last test of the test sequence before final inspection.
d	 Exposure is required before the testing if heat pipes are used in the collector.
e	 Not required for collectors made with tempered or toughened glass covers.

The reporting forms in Annex A shall be completed for each test, together with the introductory form (see 
Table A.1) summarising the main results, including the test methods.

6
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5.2	 Design operating range

The design operating range (DOR) indicates the operating range for which the collector is designed to operate 
at without experiencing relevant degradation, damage or a reduction of the design life. The manufacturer 
defines the DOR, which shall be reported at least for the following parameters:

—	 minimum design operating temperature range ϑD,min ;

—	 maximum design operating temperature range ϑD,max ;

—	 maximum design operation pressure pD,max at ϑD,max ;

—	 minimum design installation inclination βD,min (measured from horizontal);

—	 maximum design installation inclination βD,max (measured from horizontal);

—	 maximum design positive mechanical load pD,pos,max (snow load);

—	 maximum design negative mechanical load pD,neg,max (wind load);

—	 maximum design impact resistance (ice ball diameter dD,max or steel ball drop height hD,max);

—	 maximum design climate class;

—	 recommended heat transfer fluids;

—	 minimum design flow rate mD min,  ;

—	 recommended flow rate mD  ;

—	 maximum design flow rate m
D max,

 ;

—	 for tracking collectors: angular operation range in all directions, as relevant;

—	 any other relevant design operating range.

Additional safety factors must be considered depending on the use of a product and the applicable building 
code or certification scheme. These safety factors are not considered in this document.

5.3	 Testing of collectors with specific attributes

5.3.1	 General

The general test procedures described in this document cover most current standard products. Some 
collector constructions with additional specific attributes shall be tested as indicated in this clause. 
Collectors can have one or several attributes. Attributes not mentioned in the test report shall not be 
considered as applicable for the tested collector.

5.3.2	 Collectors using external power sources for regular operation

5.3.2.1	 General

These collectors shall be tested to demonstrate suitable performance under normal operating conditions. 
All tests shall be performed using the intended original manufacturer’s equipment of the collector (tracking 
devices, pumps, sensors, etc.) and external power sources as specified by the manufacturer.

NOTE	 External equipment such as solar pumps or fans providing fluid flow for regular operation of the heat 
transfer and the thermal fluid loop are not considered part of the collector.
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5.3.2.2	 Reporting

The total energy consumption for the normal operation mode of the collector shall be assessed and indicated 
in the test report.

5.3.3	 Collectors with active self-protection

5.3.3.1	 General

Collectors may be equipped with active mechanisms for protecting the collector from damage caused by 
adverse operational or environmental conditions. Such active mechanisms (actuators, motors, pumps or 
other equipment) are activated at a specific threshold value (temperature, pressure, mechanical load, wind, 
etc.) to bring the collector into a safe operating mode.

These collectors shall be tested to demonstrate the ability to protect themselves from major failures due 
to adverse conditions that can arise in standard operation. All tests shall be performed using the intended 
original manufacturer’s equipment of the collector (tracking devices, pumps, sensors, etc.) and external 
power sources as specified by the manufacturer. The manufacturer shall provide the laboratories with all 
the necessary control set points and parameters.

5.3.3.2	 Collectors with active self-protection against overheating

The functioning of protection mechanisms against overheating shall be verified as defined in Clause 16. If 
the verification is successful, the corresponding statements in 8.1 (Determination of the standard stagnation 
temperature), 9.6 (Exposure test), 10.3 (External thermal shock) and 11.3 (Internal thermal shock) apply.

5.3.3.3	 Collectors with active self-protection against adverse weather conditions

The functioning of protection mechanisms against adverse weather conditions shall be verified as defined 
in Clause 16. If the verification is successful, the impact resistance test, the mechanical load tests and the 
ingress of rain test shall be carried out in the corresponding collector positions resulting from the protection 
mechanism.

5.3.4	 Collectors co-generating thermal and electrical power

5.3.4.1	 General

These collectors shall be tested as any other solar thermal collector for durability and thermal performance. 
All thermal performance tests shall be made under maximum electrical power generation conditions. For all 
durability tests, the electrical power generator shall not be connected to any load (open circuit) to prevent 
the collector from cooling and to simulate worst operating conditions.

5.3.4.2	 Reporting

The electrical power generator shall be described in detail in the test report. The electrical operating mode 
shall be reported for all tests.

5.3.5	 Tracking collectors

When testing collectors using any tracking mechanisms, the definitions of the ISO 9488 for gross- aperture 
and absorber area shall be used. The determination of these areas shall be reported in A.2.5. using 
explanatory drawings or photos.

The gross area of parabolic trough collectors shall be determined according to the IEC 62862-3-2. The gross 
area of Linear Fresnel collectors shall be determined according to the IEC 62862-5-2.
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For all the tests, it shall be verified that the tracking mechanisms are operational with the precision as 
declared by the manufacturer. Tracking errors shall be characterized in accordance with:

—	 IEC 62862-3-2:2018, 6.4.5, Tracking error test, for parabolic trough collectors;

—	 IEC 62862-5-2:2022, Annex E, for linear Fresnel collectors;

—	 IEC 62817:2014, Clause 7, Tracking accuracy characterization, for other 2 axis-tracking collectors.

Alternatively, similar procedures can be used as defined by the testing laboratory.

5.3.6	 Air and liquid heating collectors

5.3.6.1	 General

Collectors that can be operated as liquid heating and as air heating collectors may be tested either with 
both functions active or only as liquid heating collector or only as air heating collector. In all cases a clear 
definition of the collector working conditions of both possible functions is required and shall be described in 
the test report.

These collectors shall be tested as any other solar thermal collector concerning durability and thermal 
performance. The function not being tested shall be operated in the conditions indicated below for thermal 
performance tests.

5.3.6.2	 Conditions for thermal performance testing as liquid heating collectors

When testing the collector as a liquid heating collector, the part working as an air collector shall be operated 
with the working flow rate indicated by the manufacturer and with inlet temperature close to ambient 
temperature.

5.3.6.3	 Conditions for thermal performance testing as air heating collectors

When testing the collector as an air heating collector, the part that works as liquid heating collector shall 
be operated with the working flow rate indicated by the manufacturer and with inlet temperature close to 
ambient temperature.

6	 Internal pressure tests for fluid channels (liquid heating collectors only)

6.1	 Objective

This test is intended to assess the capability of a collector to withstand the maximum design pressure in the 
fluid channels.

6.2	 Fluid channels made of non-polymeric materials

6.2.1	 Apparatus and procedure

The apparatus comprises a hydraulic or pneumatic pressure source, a safety valve, an air-bleed valve, and a 
pressure gauge. The pressure shall be measured with a standard measurement uncertainty of less than 5 %. 
The air-bleed valve shall be used to empty the fluid channels of air before pressurization.

The fluid channels shall be filled with a liquid at room temperature and pressurized to the test pressure. 
After the pressure in the collector fluid channels has been raised to the test pressure, the fluid channels 
shall be isolated from the pressure source employing an isolating valve. The fluid channels shall remain 
isolated from the pressure source during the test period, and the pressure within the fluid channels shall be 
observed.
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6.2.2	 Test conditions

The fluid channels shall be pressure-tested at ambient temperature in the range 20  °C  ±  15  °C, shielded 
from light. The test pressure shall be at least 1,5∙pD,max. The pressure shall remain stable at ±5 % of the test 
pressure before isolating the collector from the pressure source. The test pressure shall then be maintained 
for at least 15 min.

6.3	 Fluid channels made of polymeric materials

6.3.1	 Apparatus and procedure

The apparatus consists of either a hydraulic or a pneumatic pressure source and a means of heating the fluid 
channels to the required test temperature. The pressure shall be measured with a standard measurement 
uncertainty of less than 5  %. The fluid channels shall be maintained at the test temperature for at least 
30 min prior to the test and for the full duration of the test.

One of the following methods shall be chosen to maintain the test temperature.

a)	 Submerging the fluid channels in a temperature-controlled water bath and using compressed air or 
inked water as the test medium.

b)	 Connecting to a temperature and pressure-controlled liquid circuit.

c)	 Heating the collector in a solar irradiance simulator or under natural solar irradiance and using a fluid 
as the test medium.

6.3.2	 Test conditions

The test temperature shall be the maximum design temperature ϑD,max or the standard stagnation 
temperature ϑstg, whichever is higher. For systems that experience atmospheric pressure and are intended 
to drain while under stagnation conditions as tested per 5.3.3, the test temperature shall be the maximum 
design temperature ϑD,max. The test pressure shall be at least 1,5∙pD,max. The test pressure shall be 
maintained for at least 1 h.

6.4	 Results and reporting

If visible, fluid channels shall be inspected for leakage, swelling and distortion during the test.

For non-polymeric fluid channels, leakage is assumed for a pressure loss Δp > 5 % of the test pressure or 
17 kPa, whichever is greater and/or if any leaking fluid droplets are observed.

For polymeric fluid channels, leakage is assumed if any droplets or loss of air is observed.

The results of this inspection shall be reported as in A.4.

7	 Air leakage rate test (air heating collectors only)

7.1	 Objective

The test is intended to quantify the leakage volumetric flow rate.

The test is not applicable for open to ambient collectors and for collectors which, for design reasons, cannot 
be pressurized.

7.2	 Apparatus and procedure

The air leakage rate test is performed using a volumetric flow meter, e.g. as shown in Figure 1 Leakage from 
sources other than the test object shall be quantified and deducted from the results of the collector test.
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Key
1	 solar air heater change (SAHC)
2	 pressure gauge
3	 flow meter
4	 temperature sensor
5	 fan

Figure 1 — Schematic of apparatus used for measuring air leakage rates

7.3	 Test conditions

All pipe connections except one, shall be sealed. The remaining pipe connection shall be connected to a volumetric 
airflow measurement device and a variable speed fan. The pressure difference between the remaining pipe 
connection and the ambient shall be measured using a differential pressure measurement device.

The test consists of a positive and a negative air leakage rate test. The test shall be performed with positive 
and negative volumetric air flow up to 1,5 times of the maximum volumetric air flow used for the thermal 
performance measurement. The accuracy of the volumetric airflow measurement shall be better than ±2 % 
and better than ±10 Pa for the differential pressure measurement. The volumetric airflow shall be measured 
with a standard measurement uncertainty of less than 2 %. The pressure difference shall be measured with 
a standard measurement uncertainty of less than 10 Pa.

NOTE	 The maximum operation pressure of the collector can be calculated by the maximum pressure between 
the remaining pipe connection and the ambient pressure at the maximum volumetric flow rate used during thermal 
performance measurement.

If the heat transfer medium is in direct contact with polymeric materials, the test temperature shall be the 
maximum design temperature ϑD,max or the standard stagnation temperature ϑstg, whichever is higher.

7.4	 Results and reporting

The results shall be reported as required in A.5.

8	 Standard stagnation temperature

8.1	 Objective

The stagnation temperature is the temperature that is reached in a collector during periods when no 
useful heat is extracted. The standard stagnation temperature ϑstg shall be determined for the standard 
stagnation conditions as defined in Table 2. This clause provides two methods (8.3 and 8.4) for determining 
the standard stagnation temperature ϑstg.
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Table 2 — Standard stagnation conditions

Standard stagnation conditions
Gb 850 W/m2

Gd 150 W/m2

ϑa 30 °C

E TL −σ a
4 −100 W/m2

u 0 m/s
d dtϑm / 0 K/s

The standard stagnation temperature is used in the following tests:

—	 internal pressure testing of collectors with polymeric absorbers (see 6.3);

—	 air leakage rate test of air heating collectors with polymeric materials in direct contact to the heat 
transfer medium (see Clause 7);

—	 exposure test (see Clause 9).

For collectors equipped with self-protecting mechanisms against overheating, the stagnation temperature 
ϑstg is per definition the trigger temperature for safety activation ϑtrigger.

8.2	 Testing under stagnation conditions

The term testing under stagnation conditions is defined as follows: the collector shall be mounted outdoors 
or in a solar simulator in such a way that it is reaching its maximum possible temperature with the available 
solar irradiance at least once per day. Liquid heating collectors shall not be filled with a heat transfer fluid. 
All connectors except for one shall be sealed to prevent from cooling by natural circulation of air. Unused 
connectors shall be insulated. If a temperature sensor is required, it shall be fixed firmly at the absorber 
location where the highest temperature relevant to the heat transfer fluid is to be expected. The sensor shall 
be shielded from solar radiation. If the collector is provided with a sensor tube, the temperature sensor shall 
be installed there using heat conductive paste to ensure good thermal contact. Otherwise, the following 
applies: For flat plate collectors and direct flow evacuated tube collectors, this position is defined at two-
thirds of the absorber height and half the absorber width. For evacuated tube collectors with heat pipes, this 
position is found directly on a condenser of a heat pipe. For some evacuated tube collectors, the standard 
stagnation temperature may be measured on a single tube with appropriate insulation on top to reduce heat 
losses to simulate a complete collector. Where these definitions are not applicable, an alternative suitable 
location shall be defined.

Collectors without backside insulation shall be mounted on a dark non-metallic surface (α > 80 %) to produce 
maximum temperatures consistent with worst-case conditions.

8.3	 Measurement and extrapolation of the standard stagnation temperature

The collector is tested under stagnation conditions with a temperature sensor attached to measure the 
absorber temperature ϑA. The position of the sensor shall be described in the test report.

The collector is exposed for at least 90 min under stable stagnation conditions with an average surrounding 
air speed of less than 1 m/s. Stable conditions are given, if the measured irradiance Ghem is always within 
1 000 W/m2 ± 100 W/m2 and if the measured ambient temperature ϑa is always within 30 °C ± 10 °C.
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Based on the approximation that the ratio (ϑm - ϑa)/Ghem remains constant under steady-state collector 
stagnation conditions, the stagnation temperature ϑs for the selected parameters (Ghem,s and ϑa,s) is then 
given by Formula (1):

ϑ ϑ ϑ ϑs a,s

hem,s

hem
A a= + −( )

G
G

	 (1)

where Ghem , ϑA  and ϑa  are measured values. The stagnation temperature of the collector is defined as the 
average value of ϑs over the measuring period of the last 60 minutes of the stagnation test period.

8.4	 Determining standard stagnation temperature using efficiency parameters

Based on the definition that under stagnation no useful heat removal is possible, the stagnation temperature 
is also defined as the mean temperature under standard stagnation conditions (see Table  2) and is 
determined using Formula (2) and Formula (A.1):

Q ϑs( ) = 0 	 (2)

For collectors with a3  =  0 and a6  =  0, a safety margin of +20  °C as in Formula  (3) shall be added to the 
stagnation temperature determined in Formula (2).

ϑ ϑs s C← + °20 	 (3)

This approach is based on extrapolating the collector efficiency formula to the stagnation condition, i.e. 
where the thermal output is zero. To ensure that the efficiency formula is still valid, some of the measured 
collector efficiency data shall have been measured with parameters ϑm, ϑa and Ghem resulting in a power 
output where Q Ppeak≤ ⋅0 5,  with the additional condition that Ghem > 800 Wm-2. If this is not the case, the 
method is not applicable.

8.5	 Results and reporting

The reported standard stagnation temperature ϑstg is the determined stagnation temperature ϑs in an up 
rounded 10 °C resolution (see A.6).

Stagnation temperatures for other climatic conditions G′hem,s and ϑ′a,s shall be calculated using the standard 
stagnation temperature given in Formula (4):

ϑ ϑ ϑ ϑstg hem,s a,s a,s

hem,s

stg C′ ′( ) = ′ +
′

− °( )G
G

,
1000

30 	 (4)

9	 Exposure and half-exposure test

9.1	 Objective

The exposure test provides a simple reliability test sequence, indicating (or simulating) operating conditions 
that are likely to occur during real service and allows the collector to settle, such that subsequent qualification 
tests are more likely to give repeatable results. To allow the collector to settle before performing certain 
tests, a half-exposure sequence test is defined. The exposure test always includes the half-exposure test.

One of the climate classes as defined in Table  3, shall be selected for testing. Climate class  C is intended 
for special purposes and may be defined as required. For collectors without active mechanism to protect 
against overheating, three different procedures are available to perform the tests. The results of the three 
procedures are deemed comparable. Every exposure or half-exposure test is started with an initial outdoor 
exposure under stagnation conditions (see 9.2) followed by either one of the three test methods described 
in 9.3, 9.4 or 9.5 to fulfil the requirements of the selected climate class. For all exposure test sequences, the 
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connectors shall be insulated according to the manufacturer’s instruction manual, and the inclination angle 
shall be within the specification of the manufacturer.

Collectors using active mechanism to protect against overheating shall be tested as described in 9.6.

9.2	 Initial outdoor exposure

The collector shall be mounted outdoors under any climatic conditions for testing under stagnation 
conditions (see 8.2) for at least 30 days (or 15 days for half-exposure). If it is admissible to install the collector 
vertically, it shall be exposed for at least for 15 days in vertical position.

Any signs of damage as specified in Clause 17 shall be registered and reported with the test results.

9.3	 Method 1 (Outdoor exposure)

The ambient air temperature shall be measured with a standard measurement uncertainty of less than 1 K. 
The hemispherical irradiance on the plane of the collector shall be measured with a pyranometer of class B 
or better, in accordance with ISO 9060. Irradiation and mean ambient temperature values shall be recorded 
at least every 5 min.

The collector shall be further exposed until the minimum irradiation H shown in Table 3 is reached. The 
initial outdoor exposure time may be included if ambient air temperature and hemispherical irradiance are 
measured accordingly.

The collector shall also be exposed for at least 32 h (16 h for half-exposure) at irradiance and ambient air 
temperature greater than the value shown in Table 3. Conditions resulting in the same collector temperature 
according to Formula (1) are acceptable. These hours shall be made up of periods of at least 30 min. The 
initial outdoor exposure may be included if the mentioned data are measured accordingly.

9.4	 Method 2 (Heat transfer loop)

After the initial outdoor exposure, the collector is connected to a pumped heat transfer loop using a suitable 
heat transfer liquid, with the collector forming part of the loop. A suitable heat transfer fluid is one that 
will remain in its liquid state at the stagnation temperature and the maximum operating pressure of the 
collector. The collector is operated at a fluid temperature ϑm = ϑ′stg(G′hem,s,ϑ′a,s) + 10 °C using the highest 
possible flow rate, where ϑ′stg(G′hem,s,ϑ′a,s) shall be calculated as stagnation temperature for the selected 
climate class following Clause 8. Run the system at this flow rate and temperature for maximum 8 h and 
then turn the pump off for at least 4 h. Continue these cycles until at least 32 h (16 h for half exposure) of 
operation at stagnation temperature are reached.

The collector shall further be exposed until the minimum irradiation H shown in Table 3 is reached. (Method 
1 or 3).

Visually inspect the collector daily and note any changes in its appearance.

This method is not applicable for heat pipe collectors.

9.5	 Method 3 (Indoor exposure)

After the initial outdoor exposure, the collector is installed for testing under stagnation conditions (see 
8.2) in a temperature-controlled solar simulator. The solar simulator output is adjusted so that the average 
radiation measured at six uniformly distributed points on the collector is greater than indicated for the 
selected climate class in Table  3 with less than 20  % variation across the aperture. Conditions resulting 
in the same collector temperature according to Formula  (1) are acceptable. Run the system under these 
conditions with the simulator being operated for maximum 8 h on and at least 4 h off. Continue this cycle of 
operation until the values for the selected climate class are reached.

Visually inspect the collector daily and note any changes in its appearance.
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9.6	 Exposure test for collectors using active mechanism to protect against overheating

Collectors with overheating self-protection mechanisms shall be operated for at last 30 days under normal 
operating conditions at temperatures in the intended operating range, and until the irradiation H for the 
selected climate class is reached. Furthermore, the collector shall be operated for at least 32 h at a temperature 
not lower than 0,95∙ϑtrigger but without triggering the protection mechanism. The 32 h shall be divided in at 
least four individual sequences of maximum 8 h duration. Between these sequences the collector shall reach 
ambient temperature or the minimum design temperature for at last 4 h, whichever is higher.

9.7	 Test conditions

The set of reference conditions given in Table  3 shall be used. The values given are minimum values for 
testing.

Table 3 — Climate reference conditions for exposure test and thermal shock

Climate condition

Value for climate class

Class C 
Individual

Class B 
Sunny

Class A 
Very sunny

Class A+ 
Extremely 

sunny
Minimum hemispherical solar irradi-
ance Ghem on collector plane during 
minimum 32 h (or 16 h in case of 
half-exposure) at minimum ambient 
temperature ϑa.a, b

Gx
ϑa,x

900 W/m2

15 °C
1 000 W/m2

20 °C
1 100 W/m2

40 °C

Irradiation H on collector plane for ex-
posure test during minimum 30 days. Hx 540 MJ/m2 600 MJ/m2 700 MJ/m2

Irradiation H on collector plane for 
half-exposure sequence during mini-
mum 15 days.

Hx/2 270 MJ/m2 300 MJ/m2 350 MJ/m2

a	 For thermal shock tests, the values can be understood as 1 h average values.
b	 Some collectors do not reach maximum temperature under perpendicular irradiation. The collector shall be installed such 
that during the 32 h the collector is reaching its maximum temperature.

9.8	 Results and reporting

The results including the selected climate class, the measured irradiance and temperatures levels, and any 
observations shall be reported as required in A.7.

10	 External thermal shock test

10.1	 Objective

Collectors can, from time to time, be exposed to sudden rainstorms on hot sunny days, causing a severe external 
thermal shock. This test is intended to assess the capability of a collector to withstand such thermal shocks.

10.2	 Apparatus and procedure

The collector shall be operated under stagnation conditions or shall be connected to a fluid loop as in 
Method 2 of the exposure test. In case of air-heating collectors, the inlet and outlet shall be protected from 
water penetration.

An array of water jets shall be arranged to provide a uniform spray of water over the front of the collector.

The collector shall be subject to two external thermal shocks.
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10.3	 Test conditions

The collector shall be exposed to the selected climatic conditions as described in Table  3 or conditions 
resulting in the same collector temperature according to Clause 8 for a period of 1 h before it is sprayed with 
water for at least 5 min.

Collectors with overheating self-protection mechanisms shall be operated close to the self-protection trigger 
temperature for a period of 1 h before being sprayed with water for at least 5 min. The climate class for 
testing is considered as Class A+.

The water spray shall have a temperature always between 10 °C and 25 °C and provide a spraying rate of 
more than 0,03 kg/s per square meter of collector gross area.

10.4	 Results and reporting

The results shall be reported as required in A.8.

11	 Internal thermal shock test (liquid heating collectors only)

11.1	 Objective

Collectors can, from time to time, be exposed to a sudden intake of cold heat transfer fluid on hot sunny days, 
causing an internal thermal shock, for example, after a period of shutdown, when the installation is brought 
back into operation while the collector is at its stagnation temperature. This test is intended to assess the 
capability of a collector to withstand such thermal shocks.

11.2	 Apparatus and procedure

The collector shall be mounted either outdoors or in a solar irradiance simulator. Liquid heating collectors 
shall not be filled with fluid. All fluid channels shall be sealed except for one that is left open to permit free 
expansion of air in the absorber. One of the sealed fluid pipes shall be connected via a shutoff valve to a heat 
transfer fluid source.

The collector shall be subject to two internal thermal shocks.

This test is not applicable to those parts of the collector that are factory sealed.

11.3	 Test conditions

The collector shall be exposed to the selected climatic conditions as described in Table  3 or conditions 
resulting in the same collector temperature according to Clause 8 for a period of 1 h before it is flushed with 
cold heat transfer fluid for at least 5 min.

Collectors with overheating self-protection mechanisms shall be operated close to the self-protection trigger 
temperature for a period of 1 h before being flushed with cold fluid for at least 5 min. The climate class for 
testing is considered as Class A+.

The cold heat transfer fluid shall have a temperature of less than 25  °C. The fluid flow rate shall be the 
maximum flow rate of the thermal performance test or at least 0,02 kg/s per square meter of collector gross 
area (unless otherwise specified by the manufacturer).

11.4	 Results and reporting

The results shall be reported as required in A.9.
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