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National foreword

This British Standard has been prepared under the direction of the Sector Board
for Materials and Chemicals and is the English language version of

EN ISO 9967:1995 Thermoplastics pipes — Determination of creep ratio,
published by the European Committee for Standardization (CEN).

It is incorporated into BS 2782 Methods of testing plastics —

Part 11: Thermoplastics pipes, fittings and valves, as Method 1114A:1995, for
association with related test methods for plastics materials and plastics piping
components.

Textual error. In clause 2, the units for d;, yo, Y; and Y, are given as metres (m).
In 8.1, paragraph 2 requires Y5 to be calculated in millimetres and refers to
Table 2, which gives values for Y; in millimetres. In 8.2, reference is also made to
Figure 4, which shows a plot having y, and hence y, in millimetres. For d;, the
only unit stated, in clause 2 and in 7.4, is metres.

Attention is drawn to the fact that in the equations for y,, y}, and y, in 8.1, it is
necessary for the corresponding values of Yy, yy and d; to be either all in metres
or all in millimetres.

This comment applies also to equation (A.4).

WARNING NOTE. This British Standard, which is the English language version
of EN ISO 9967:1995, does not necessarily detail all the precautions necessary to
meet the requirements of the Health and Safety at Work etc. Act 1974. Attention
should be paid to any appropriate safety precautions and the method should be
operated only by trained personnel.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages 1 and ii,
the EN ISO title page, pages 2 to 10 and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on the

inside front cover. Documents
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English version

Plastics pipes — Determination of creep ratio

(ISO 9967:1994)

Tubes en matiéres thermoplastiques — Thermoplastische Rohre — Bestimmung des
Détermination du taux de fluage Kriechverhaltens (ISO 9967:1994)
(ISO 9967:1994)

This European Standard was approved by CEN on 1994-11-21. CEN members
are bound to comply with the CEN/CENELEC Internal Regulations which
stipulate the conditions for giving this European Standard the status of a
national standard without any alteration.

Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the Central Secretariat or to any
CEN member.

This European Standard exists in three official versions (English, French,
German). A version in any other language made by translation under the
responsibility of a CEN member into its own language and notified to the
Central Secretariat has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium,
Denmark, Finland, France, Germany, Greece, Iceland, Ireland, Italy,
Luxembourg, Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and
United Kingdom.

CEN

European Committee for Standardization
Comité Européen de Normalisation
Européiisches Komitee fir Normung

Central Secretariat: rue de Stassart 36, B-1050 Brussels
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