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This British Standard is the UK implementation of 
HD 60269-3:2010+A1:2013. It is derived from IEC 60269-3:2010, 
incorporating amendment 1:2013 and corrigendum March 2013. It 
supersedes BS HD 60269-3:2010 which will be withdrawn on 5 
March 2016.

The start and finish of text introduced or altered by amendment is 
indicated in the text by tags. Tags indicating changes to IEC text carry 
the number of the IEC amendment. For example, text altered by IEC 
amendment 1 is indicated by !".
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indicated in the text by tags. Text altered by IEC corrigendum March 2013 
is indicated in the text by ˆ‰.

This standard covers the following British Fuse systems that are 
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This standard is part of a series of British Standards for Low Voltage
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the protection of semiconductor devices (IEC 60269-4)

The text for BS 88-3:2010 has been extracted from IEC 60269-3:2010
and is identical to the text for Fuse system C. However, wherever a
reference is made to IEC 60269-1 in the text this should be taken as a
reference to BS 88-1 (BS EN 60269-1).

The UK participation in its preparation was entrusted to Technical
Committee PEL/32, Fuses.

A list of organizations represented on this committee can be obtained
on request to its secretary.

This publication does not purport to include all the necessary provisions
of a contract. Users are responsible for its correct application.
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Foreword 

The text of document 32B/553/FDIS, future edition 4 of IEC 60269-3, prepared by SC 32B, Low-voltage 
fuses, of IEC TC 32, Fuses, was submitted to the IEC-CENELEC parallel vote. 

A draft amendment, containing common modifications to document 32B/553/FDIS, was prepared by 
Reporting Secretariat CLC/SR 32B, Low-voltage fuses, and was submitted to the formal vote. 

The combined texts were approved by CENELEC as HD 60269-3 on 2010-09-01. 

This Harmonization Document supersedes HD 60269-3:2007. 

This document is to be used in conjunction with EN 60269-1:2007. 

This Part 3 supplements or modifies the corresponding clauses or subclauses of Part 1. 

Where no change is necessary, this Part 3 indicates that the relevant clause or subclause applies. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CEN and CENELEC shall not be held responsible for identifying any or all such patent 
rights. 

The following dates were fixed: 

– latest date by which the HD has to be implemented 
 at national level by publication of a harmonized  
 national standard or by endorsement 

 
 
(dop) 

 
 
2011-09-01 

– latest date by which the national standards conflicting 
 with the HD have to be withdrawn  

 
(dow) 

 
2013-09-01 

Annex ZA has been added by CENELEC. 

__________ 
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Endorsement notice 

The text of the International Standard IEC 60269-3:2010 was approved by CENELEC as a Harmonization 
Document with agreed common modifications. 

The text of document 32B/594/CDV, future edition 1 of IEC 60269-3:2010/A1, prepared by SC 32B, 
"Low-voltage fuses", of IEC TC 32, "Fuses" was submitted to the IEC-CENELEC parallel vote and 
approved by CENELEC as HD 60269-3:2010/A1:2013. 

The following dates are fixed: 

• latest date by which the document has 
to be implemented at national level by 
publication of an identical national 
standard or by endorsement 

(dop) 2013-12-05 

• latest date by which the national 
standards conflicting with the 
document have to be withdrawn 

(dow) 2016-03-05 
 

 

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such patent 
rights. 

This standard covers the Principle Elements of the Safety Objectives for Electrical Equipment Designed 
for Use within Certain Voltage Limits (LVD - 2006/95/EC). 

 

Endorsement notice 

The text of the International Standard IEC 60269-3:2010/A1:2013 + corrigendum March 2013 was 
approved by CENELEC as a Harmonization Document without any modification. 

Add to the Bibliography of HD 60269-3:2010, the following note for the standard indicated: 

ISO 1302 NOTE   Harmonized as EN ISO 1302. 
 

Foreword to amendment A1
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Annex ZA  
(normative) 

  
Normative references to international publications 

with their corresponding European publications 
  
The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies.  
  
NOTE   When an international publication has been modified by common modifications, indicated by (mod), the relevant EN/HD 
applies.  
  
Publication Year Title EN/HD Year 
  

IEC 60068-2-31 - Environmental testing -  
Part 2-31: Tests - Test Ec: Rough handling 
shocks, primarily for equipment-type 
specimens 

EN 60068-2-31 - 

 

  

IEC 60269-1 
+ A1 

2006 
2009 

Low-voltage fuses -  
Part 1: General requirements 

EN 60269-1 
+ A1 

2007 
2009 

 

  

IEC 60664 Series Insulation coordination for equipment within 
low-voltage systems  

EN 60664 Series 
 

  

IEC 60898-1 (mod) 
+ A1 (mod) 
+ A2 
 

2002 
2002 
2003 
 

Electrical accessories - Circuit breakers for 
overcurrent protection for household and 
similar installations -  
Part 1: Circuit-breakers for a.c. operation 

EN 60898-1 
+ corr. February  
+ A1 
+ A11 
+ A12 

2003 
2004 
2004 
2005 
2008 

 

  

IEC 60999-1 (mod) 1990 Connecting devices - Safety requirements for 
screw-type and screwless-type clamping units 
for electrical copper conductors -  
Part 1: General requirements and particular 
requirements for conductors from 0,5 mm² up 
to 35 mm² (included) 

EN 60999-11)  1993 

 

  

 
 

                                                      
1) EN 60999-1 is superseded by EN 60999-1:2000, which is based on IEC 60999-1:1999. 
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LOW-VOLTAGE FUSES –  
 

Part 3: Supplementary requirements for fuses  
for use by unskilled persons  

(fuses mainly for household and similar applications) –  
Examples of standardized systems of fuses A to F 

 
 

1 General scope 

Fuses for use by unskilled persons according to the following fuse systems comply with all 
subclauses of IEC 60269-1 and with the requirements laid down in the relevant fuse systems. 

       ,        
standardized fuses for use by unskilled persons: 

• Fuse system A: D type fuse system 

• Fuse system B: Cylindrical fuses (NF cylindrical fuse system) 

• Fuse system C: Cylindrical fuses (BS cylindrical fuse system) 

• Fuse system F: Cylindrical fuse-links for use in plugs (BS plugtop fuse system) 

NOTE 1 Examples of standardized fuses complying with the requirements of IEC 60269-1 are listed in the present 
standard. Other examples may be added, provided that they comply with these requirements. 

For recommendations for future designs of fuses, see Annex CC. 

1.2 Normative references 

The following referenced documents are indispensable for the application of this document. 
For dated references, only the edition cited applies. For undated references, the latest edition 
of the referenced document (including any amendments) applies. 

IEC 60068-2-31, Environmental testing – Part 2-31: Tests – Test Ec: Rough handling shocks, 
primarily for equipment-type specimens 

IEC 60269-1:2006, Low-voltage fuses – Part 1: General requirements  
Amendment 1 (2009) 

IEC 60664 (all parts), Insulation coordination for equipment within low-voltage systems 

IEC 60898-1:2002, Electrical accessories – Circuit-breakers for overcurrent protection for 
household and similar installations – Part 1:Circuit-breackers for a.c. operation 
Amendment 1(2002) 
Amendment 2 (2003) 

IEC 60999:1990, Connecting devices – Electrical copper conductors – Safety requirements 
for screw-type and screwless-type clamping units for electrical copper conductors 

NOTE 2 The following fuse systems are standardized systems in respect to their safety aspects. The National Committees shall 
select at least one complete fuse system of this standard for their national standards. Colour codes are not specified for each fuse 
system. Where colour codes are indicated, they apply only to that particular fuse system. 

!Text deleted"

This standard is divided into !four" fuse systems, each dealing with a specific example of
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Fuse system C – 
Cylindrical fuses 

(BS cylindrical fuse system) 
 

1 General 

IEC 60269-1 applies with the following supplementary requirements. 

1.1 Scope 

The following additional requirements apply to “gG” fuses for use by unskilled persons in 
domestic or similar applications having cylindrical fuse-links: 

Type I: rated currents up to and equal 45 A a.c. and a rated voltage of 230 V a.c. 
Type II: rated currents up to and equal 100 A a.c. and a rated voltage of 400 V a.c. 

NOTE 1 These fuses are intended for use on systems employing the future standardised voltage of 230/400 V 
a.c. that will evolve from the existing nominal 220/380 V and 240/415 V systems. However many countries are still 
using the higher voltage of 240/415 V a.c. and therefore these fuses will continue to be supplied and tested as 
240 V a.c. or 415 V a.c. rating until such time as all supplies have evolved to the recommended values of 230 V 
and 400 V. 

NOTE 2 For type II fuse-links, in most cases a part of the associated equipment for power supplies to buildings 
serves the purpose of a fuse-carrier and fuse-base. Owing to the great variety of equipment no general rules can 
be given; the suitability of such equipment to serve as a fuse-carrier and fuse-base should be subject to agreement 
between the manufacturer and user. However if separate fuse-carriers and fuse-bases are used they should 
comply with the appropriate requirements of IEC 60269-1. 

The following characteristics of the fuses are specified in addition to IEC 60269-1: 

• rated voltage; 

• rated power dissipation of the fuse-link and rated acceptable power dissipation of a fuse-
holder; 

• time-current characteristic; 

• gates, I2t characteristics and conventional times and currents; 

• rated breaking capacity; 

• marking on the fuse; 

• standard conditions for construction; 

• tests. 

2 Terms and definitions 

IEC 60269-1 applies. 

3 Conditions for operation in service 

IEC 60269-1 applies. 

4 Classification 

IEC 60269-1 applies. 
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