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National foreword

This British Standard reproduces verbatim IEC 1000-5-4:1996 and implements it 
as the UK national standard.
This British Standard is published under the direction of the Electrotechnical 
Sector Board whose Technical Committee GEL/210 has the responsibility to:

— aid enquirers to understand the text;
— present to the responsible international committee any enquiries on 
interpretation, or proposals for change, and keep UK interests informed;
— monitor related international and European developments and promulgate 
them in the UK.

NOTE International and European Standards, as well as overseas standards, are available from 
Customer Services, BSI, 389 Chiswick High Road, London W4 4AL.

A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, pages i and ii, 
the CEI IEC title page, pages 2 to 18 and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on 
the inside front cover.
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Foreword

1) The IEC (International Electrotechnical Commission) is a worldwide 
organization for standardization comprising all national electrotechnical 
committees (IEC National Committees). The object of the IEC is to promote 
international cooperation on all questions concerning standardization in the 
electrical and electronic fields. To this end and in addition to other activities, 
the IEC publishes International Standards. Their preparation is entrusted to 
technical committees; any IEC National Committee interested in the subject 
dealt with may participate in this preparatory work. International, 
governmental and non-governmental organizations liaising with the IEC also 
participate in this preparation. The IEC collaborates closely with the 
International Organization for Standardization (ISO) in accordance with 
conditions determined by agreement between the two organizations.
2) The formal decisions or agreements of the IEC on technical matters, 
prepared by technical committees on which all the National Committees 
having a special interest therein are represented, express, as nearly as 
possible, an international consensus of opinion on the subjects dealt with.
3) They have the form of recommendations for international use published in 
the form of standards, technical reports or guides and they are accepted by the 
National Committees in that sense.
4) In order to promote international unification, IEC National Committees 
undertake to apply IEC International Standards transparently to the 
maximum extent possible in their national and regional standards. Any 
divergence between the IEC Standard and the corresponding national or 
regional standard shall be clearly indicated in the latter.
5) Attention is drawn to the possibility that some of the elements of this 
International Standard may be the subject of patent rights. IEC shall not be 
held responsible for identifying any or all such patent rights.
6) The IEC has not laid down any procedure concerning marking as an 
indication of approval and has no responsibility when an item of equipment is 
declared to comply with one of its standards.

The main task of IEC technical committees is to prepare International 
Standards. In exceptional circumstances, a technical committee may propose the 
publication of a technical report of one of the following types:

• type 1, when the required support cannot be obtained for the publication of 
an International Standard, despite repeated efforts;
• type 2, when the subject is still under technical development or where for 
any other reason there is the future but not immediate possibility of an 
agreement on an International Standard;
• type 3, when a technical committee has collected data of a different kind 
from that which is normally published as an International Standard, for 
example “state of the art”.

Technical reports of types 1 and 2 are subject to review within three years of 
publication to decide whether they can be transformed into International 
Standards. Technical reports of type 3 do not necessarily have to be reviewed 
until the data they provide are considered to be no longer valid or useful.
IEC 1000-5-4, which is a technical report of type 2, has been prepared by 
subcommittee 77C: Immunity to high altitude nuclear electromagnetic pulse 
(HEMP), of IEC technical committee 77: Electromagnetic compatibility.
The text of this this technical report is based on the following documents:

FDIS Report on voting

77C/26/CDV 77C/36/RVC
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Full information on the voting for the approval of this technical report can be found 
in the report on voting indicated in the above table.

Annexes A and B are for information only.

This document is issued in the type 2 Technical Report series of publications 
(according to G.4.2.2 of part 1 of the IEC/ISO Directives as a “prospective 
standard for provisional application” in the field of electromagnetic compatibility 
because there is an urgent requirement for guidance on how standards in this 
field should be used to meet an identified need.

This document is not to be regarded as an “International Standard”. It is 
proposed for provisional application so that information and experience of its use 
in practice may be gathered. Comments on the content of this document should 
be sent to the IEC Central Office.

A review of this type 2 Technical Report will be carried out not later than three 
years after its publication, with the options of either extension for a further 
three years or conversion to an International Standard or withdrawal.
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1 Scope
This technical report defines how protective devices 
for High Altitude Nuclear Electromagnetic Pulse 
(HEMP) protection of civilian systems are specified. 
Performance requirements will be given in future 
IEC standards. This technical report is intended to 
be used for the harmonization of existing or future 
specifications issued by protective devices 
manufacturers, electronic equipment 
manufacturers, administrative bodies and other 
buyers.
This technical report covers protective devices 
currently used for protection against HEMP 
radiated EM fields. In general, parameters relevant 
to HEMP, that is parameters related to very fast 
changes of EM fields, as a function of time, are dealt 
with.

2 Normative reference
The following normative document contains 
provisions which, through reference in this text, 
constitute provisions of this technical report. At the 
time of publication, the edition indicated was valid. 
All normative documents are subject to revision, 
and parties to agreements based on this technical 
report are encouraged to investigate the possibility 
of applying the most recent edition of the normative 
document indicated below. Members of IEC and ISO 
maintain registers of currently valid International 
Standards.
IEC 50(161):1990, International Electrotechnical 
Vocabulary (IEV) — Chapter 161: Electromagnetic 
compatibility.

3 Definitions
For the purpose of this technical report, the 
following definitions apply.
HEMP/HA-NEMP
the two acronyms are equivalent and accepted for 
High Altitude Nuclear Electromagnetic Pulse. 
HEMP is preferable to HA-NEMP
barrier
separation used to insulate electrical circuits from 
electromagnetic disturbances (A shield is a special 
type of barrier.)
contact resistance
resistance measured in ohms between two objects in 
contact with each other
compression set
the per cent of permanent height reduction in a 
material caused by compression under specific 
conditions of heat, pressure and time

corrosion resistance
resistance to a chemical action which causes 
gradual destruction of the surface of a metal by 
oxidation, electrolysis or chemical contamination
cut-off frequency
the frequency at which the magnitude of a measured 
characteristic quantity has decreased to a specified 
fraction of its low-frequency value
NOTE For a waveguide it is the frequency below which 
electromagnetic energy is not efficiently propagated in the guide. 
This frequency depends on the cross-section geometry and 
dimensions of the guide.
elongation
the increase in length of a material stressed under 
tension
point of entry
the physical place at the surface of a closed 
enclosure through which the energy penetrates
protective device
an electrical component such as a filter, gas 
discharge tube, metal oxide varistor, etc., for 
protection against conducted disturbances, or a 
shield, gasket, waveguide trap, etc., for protection 
against radiated disturbances. Such an element, or 
a combination of several of them, thus forms part of 
the conceptual electromagnetic barrier of the 
system
shield
electrically conductive material placed around a 
system circuit, component, or cable to suppress the 
effect of an electromagnetic field within or beyond 
definite regions
shielding effectiveness
the measure, generally in dB, of the reduction or 
attenuation of the amplitude of an electromagnetic 
field at a point in space before and after the 
placement of a shield, between a source and this 
point
skin depth
the depth of a conductive material beyond which 
the current density has decreased by one 
Neper (1/e or 36,8 %) in comparison with its value 
at the surface of the material
surface resistivity
the resistance of a material between two opposite 
sides of a unit square of its surface, commonly 
expressed in ohms per square
surface transfer impedance (of a coaxial line)
the quotient of the voltage induced in the centre 
conductor of a coaxial line per unit length by the 
current on the external surface of the coaxial line 
[IEV 161-04-15]
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